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Dans les systèmes intégrés d’analyse biomoléculaire des billes superpara-
magnétiques de dimension micrométrique sont utilisées comme marqueurs
moléculaires. Leur localisation dans des circuits fluidiques intégrés néces-
site des capteurs magnétiques de haute précision et de dimensions inférieures
au micromètre. La présente thèse a pour objectif l’étude de la réalisation
et de la caractérisation de capteurs magnétiques réalisés par déposition in-
duite par faisceau d’électrons focalisé (Focused Electron Beam Induced De-
position, FEBID). Dans cette technique, un faisceau d’électrons finement
focalisé est utilisé pour irradier de manière sélective une surface sur laquelle
des molécules fonctionnelles ont été adsorbées. La dissociation par impact
électronique de ces molécules adsorbées conduit à la déposition à la surface
d’un matériau non volatil, tandis que des fragments volatils désorbent et sont
pompés vers le vide. Nous avons étudié la déposition induite par faisceau
d’électrons focalisé du métal carbonyle Co2(CO)8. Le dépôt est constitué
d’un matériau nanocomposite CoC, dans lequel des nanocristaux de dimen-
sions 2-3nm sont entourés d’une matrice carbonacée. Ce matériau possède
des caractéristiques magnétiques intéressantes, en ce qu’il exhibe un effet
Hall extraordinaire (Extraordinary Hall Effect, EHE) augmenté par une dis-
persion électronique aux interfaces, ce qui lui confère une haute sensibilité
au champ magnétique. Cette propriété, alliée à la possibilité de structurer
le matériel dans le domaine nanométrique grâce à l’utilisation de faisceaux
focalisés fait de ce matériau une option de choix pour la réalisation de cap-
teurs magnétiques de haute résolution et de faible dimension (inférieure au
micromètre).
Néanmoins, un contrôle précis de la composition du dépôt est nécessaire,
étant admis que la résolution en terme de champ magnétique est hautement
dépendante de celle-ci. Nous présentons pour la première fois le contrôle
précis de la composition de dépôts obtenus à partir de Co2(CO)8 en utilisant
la fréquence d’un faisceau d’électrons pulsé en tant que paramètre de contrôle.
Cette variation est expliquée par la co-déposition d’hydrocarbonés provenant
de la chambre à vide. Un modèle analytique inédit est proposé qui permet
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la description du processus de déposition induite par électrons en présence
de deux espèces adsorbées. Le modèle analytique permet une prédiction des
paramètres permettant une fenètre de variation compositionnelle large pour
tout système de deux espèces adsorbées. Le modèle est appliqué au système
composé du complexe Co2(CO)8 et d’hydrocarbonés. Nous démontrons qu’il
permet une description quantitative des variations observées en terme de
composition.
Le matériau nanocomposite CoC est étudié et caractérisé en appliquant
un modèle de courbe de Langevin au signal Hall. Nous démontrons que cette
approche permet l’estimation de la taille moyenne des nanocristaux, ce qui en
fait une méthode de nanocaractérisation du matériau. Une relation linéaire
entre la résistivité électrique et la résistivité Hall à saturation est démontrée.
De manière empirique, une résolution optimisée en terme de champ magné-
tique est trouvée pour les matériaux présentant une concentration d’environ
65 pc. atomiques de cobalt, ce qui représente un compromis entre une haute
sensibilité magnétique et une résistivité électrique suffisante.
Enfin, nous démontrons la détection d’une microbille superparamagné-
tique en utilisant le capteur magnétique CoC. Grâce à une installation de
nanomanipulation inédite, nous démontrons la capacité du capteur à mesurer
la distance entre une microbille et le capteur.
Mots clés: Processus par faisceau d’électrons focalisés • effet Hall extraordi-
naire • matériau nanocomposite • système à deux espèces adsorbées • chimie
des surfaces
Abstract
In order to track single superparamagnetic microbeads serving as markers in
biomolecular assays, high-sensitivity, sub-micron magnetic sensors which can
be integrated onto Lab-on-a-chip platforms are needed. This thesis studies
the realization and characterization of such magnetic sensors using Focused
Electron Beam Induced Deposition (FEBID) of Cobalt in a High Vacuum
(HV) Scanning Electron Microscope (SEM). In FEBID, a finely focused elec-
tron beam is used to selectively irradiate a surface where functional precur-
sor molecules are adsorbed. Electron-impact dissociation of the adsorbates
lead to non-volatile fragments being deposited at the point of irradiation,
while volatile fragments desorb and are pumped away. We have investi-
gated FEBID of Dicobalt octacarbonyl [Co2(CO)8]. The deposit consists of
a nanocomposite CoC material, where Co nanocrystals 2-3nm in size are
embedded in a carbonaceous matrix. This material exhibits a scattering
enhanced Extraordinary Hall Effect (EHE) which allows for high magnetic
sensitivities. Combined with the inherent nanometric resolution of the de-
position process, this makes this nanocomposite CoC material the material
of choice for the deposition of small (sub-micron), high-sensitivity magnetic
sensors.
However, the magnetic field resolution is found to be highly dependent
on the exact composition of the deposition process. We report for the first
time the controlled tuning of the composition of deposits from Co2(CO)8 us-
ing the electron beam pulse time as the process parameter. We explain the
tunability in terms of co-deposition of chamber background hydrocarbons.
A novel, general model describing the electron-induced deposition in terms
of surface adsorbate densities in the presence of two adsorbate species is pre-
sented. The analytical model allows to describe the conditions for a broad
tunable composition window for any two-adsorbate system. The model is
applied to the two-adsorbate system consisting of Co2(CO)8 and HV cham-
ber background hydrocarbons and we show that it allows for a quantitative
description of the compositional variations.
The CoC nanocomposite material is studied and characterized using a
v
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Langevin fit of the Hall signal. We show that this approach yields insight
into the nanocrystal mean size, providing a nanocharacterization method of
the material. A linear dependency between the electrical resistivity and the
Hall resistivity at saturation is found. Empirically, the material is found to
exhibit an optimum in terms of magnetic field resolution at around 65at.%
Co, corresponding to a trade-off between magnetic field sensitivity and elec-
trical resistivity.
Finally, we demonstrate single superparamagnetic bead detection using
a sub-micron, CoC Hall sensor. Using a novel nanomanipulation setup pro-
viding a magnetic coil integrated into a SEM, we show the bead tracking
capacities of these sensors.
Keywords: Focused Electron Beam Induced Processing (FEBIP) • Extraor-
dinary Hall Effect (EHE) • nanocomposite material • two-adsorbate system
• surface chemistry
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In the last decade of the twentieth century, progress in micro- and nanostruc-
turing techniques has allowed the design and implementation of various sin-
gle molecule micromanipulation techniques [1–11]. Compared to bulk assays
which measure average responses of biophysical processes, single-molecule
studies allow measuring individual stochastic processes and gaining knowl-
edge of activity distribution of individual processes [12]. Single-molecule
assays rely on the use of polymer beads of micrometric dimensions, both as
a marker for the molecule’s location and as a force transducer. The use of
microbeads exhibiting magnetization under an external field is popular, as it
allows manipulation using magnetic field gradients [13].
However, magnetic sensors allowing the read-out of the precise magnetic
marker position regardless of the high external magnetic fields in play are
required, in order to integrate such assays into lab-on-a-chips platforms. This
thesis addresses this issue by reporting successful integration of a sub-micron
sized Hall sensor into a microfluidic platform by using local deposition of
a novel nanocomposite Co-C material, which exhibits outstanding magnetic
flux resolution properties. This opens the possibility to integrate high mag-
netic flux resolution Hall sensors onto a single platform for parallel read-out
of single-molecule assays (see figure 1.1).
The technology used to deposit this high sensitivity material in sub-
micron size and varied geometries is the focused electron-beam induced de-
position (FEBID) of Cobalt. In FEBID, a volatile compound containing the
material to be deposited is adsorbed on a surface and decomposed locally
using a highly focused electron-beam, leaving a solid deposit containing the
desired material on the surface, whereas the released, volatile chemical lig-
1
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Figure 1.1: Principle of a microfluidic molecular detector based on a molecular
motor. a) DNA strands are fixed on top of micromagnetic sensors in a microflu-
idic channel. The free ends of the DNA strands are bound to superparamagnetic
microbeads. A magnetic field with a field gradient in the vertical direction is used
to both magnetize the beads and to provide an upward-directed force to “stretch”
the DNA strands. b) A molecular motor (an enzyme known as DNA translocase)
is flushed through the microchannel and attaches selectively to the DNA strands.
c) The presence of the molecule of interest to be detected activates the molecular
motor, initiating the shortening of the DNA strand. This triggered movement
brings the superparamagnetic beads closer towards the magnetic sensors at the
bottom of the microfluidic channel. The (physical) response of the sensor is used
as a signal for the presence of the analyte of interest, thus providing a highly
sensitive transducer. Source: [14]
ands desorb to the vacuum [15–17]. Hence, FEBID represents a minimally
invasive, maskless lithography technique, which allows depositing nanometric
structures at any location on a given substrate.
This is an asset when it comes to the integration of micromagnetic sensors
into microfluidic channels. The ability to deposit the sensor at any location
on a 3-D prestructured substrate means that an entire microfluidic platform
can be fabricated, including thermal treatment steps that would otherwise
be incompatible with the magnetic sensing material, before actually carrying
out the sensor fabrication step.
Also, it is known that FEBID of metals leads to metallic nanocrystals
embedded in a carbonaceous matrix [18, 19]. This represents a novel nano-
composite material with properties outperforming the properties of the bulk
material in terms of sensitivity to the magnetic field, as has been suggested
in [20]. In this thesis, the properties of this novel, Cobalt:Carbon nanocom-
posite material are analyzed and discussed in depth.
Hence, FEBID represents the technology of choice for the deposition of
submicron-sized structures exhibiting high sensitivity to the magnetic field,
provided one is able to control precisely the growth dynamics and the com-
position of the deposit. Indeed, although FEBID is a well-known technique,
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allowing to deposit three-dimensional structures with high precision, the com-
position of the obtained deposits is often a challenge, either because the
deposited material does not exhibit the necessary purity or because no con-
trol on the composition is available [21]. This thesis addresses this issue by
proposing a entirely novel approach to the control of the composition of any
FEBID process by using a two-adsorbate environment, applicable in its gen-
erality to any particle induced fabrication process relying on surface-adsorbed
reactants.
We believe this thesis to be of high interest for the biomolecular commu-
nity, providing them with an integrated sensor for bead sensing and tracking;
for the micromagnetic sensors field, as we demonstrate a sensor fabricated in
a single-step process exhibiting high resolution to local magnetic flux changes;
for the FEBID community, as the two-adsorbate model proposed in this the-
sis allows reproducible control of the composition of composite deposits.
1.2 Structure and content of the thesis
This thesis has the following general structure: after two introductory chap-
ters presenting the background of the thesis and the experimental setup used,
the results of this thesis project are articulated in four chapters.
• In the first part of chapter 2, we introduce the FEBID process and
give a historical review of the literature on FEBID of Cobalt. Also, we
introduce the model used for the description in the FEBID process as
proposed in the literature.
• In the second part of chapter 2, the magnetic formalism and phenomena
used for the discussion of the magnetic properties of the material are
introduced. Also, we compare Hall sensors to alternative sub-micron
magnetic sensors.
• In chapter 3, the experimental setups used throughout this thesis are
described.
• In chapter 4, we propose and discuss a novel approach to control the
composition of any FEBID process by using a two-adsorbate environ-
ment, allowing to tune the deposit composition. We found a way to
control the metallic content of the deposit using the pulse period of the
electron-beam, decorrelating the composition from the electron beam
current as in previous studies. This tunability is explained by intro-
ducing a novel, analytical model which explains for the first time the
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evolution of FEBID processes when two adsorbates are present at the
substrate surface. The model is validated by experimental evidence.
• In chapter 5, we investigate the magnetic properties of the deposited
nanocomposite material. Various Hall sensors have been deposited by
both FEBID and FIBID. Their magnetic properties are presented and
are discussed in the light of an original Langevin fit of the Hall signal
under increasing magnetic field. As shall be shown, this procedure
allows the correlation of saturation properties, Hall effect and transport
properties on composition and nanostructure, which are discussed in
depth.
• In chapter 6, we report true single-bead detection using the obtained
Hall elements. A novel, in-situ nanomanipulation setup allows the pre-
cise positionning of a microbead at any position with respect to the
sensor surface under SEM visual feedback. We show that the mag-
netic flux resolution obtained by the use of the nanocomposite CoC
material are not only sufficient to detect the presence or absence of a
single micrometric superparamagnetic bead, but also to allow tracking
its distance to the sensor surface.
Finally, the thesis ends with concluding remarks in chapter 7.
Chapter 2
Background
2.1 Focused electron-beam induced deposi-
tion
2.1.1 Electron-substrate interactions and principles of
FEBID
Focused electron-beam induced deposition (FEBID) is a technique to per-
form deposition of material on surfaces on the nano-scale [15–17]. A selected,
volatile precursor compound is introduced into a vacuum chamber, where it
adsorbs on a surface. A focused electron-beam is irradiating the surface,
leading to local dissociation of the adsorbed precursor molecule. Two prod-
ucts are formed: a non-volatile, functional product, which forms the deposit
on the surface, and volatile by-products, which eventually desorb and are
pumped away (see figure 2.1).
Ever since the use of electron beams in vacuum environments, deposition
of undesired contamination from background chamber pressure hydrocarbons
is reported [22–27]. Later on, several materials were found to be deposited
by FEBID using the appropriate precursor molecules. Presently, of high
industrial interest is the deposition of SiO2 for mask-repair applications [28]
and the deposition of high-density carbon for high-aspect-ratio AFM tips
[29] . Especially, FEBID can be employed to obtain metallic nanostructures,
which can be used to define local electric connections. The available metallic
precursors are numerous. A widely studied metallic precursor is Tungsten
carbonyl [30]. Metallic deposits interesting by their conductivity include
Pt [31] and Au [32]. Deposition of various ferromagnetic metals has been
investigated, such as Iron [33–35], Nickel [36] or Cobalt [19, 37–39]. The
range of elements accessible for FEB induced deposition is shown in figure
5










Figure 2.1: FEBID principle. Volatile precursor molecules are delivered to the
vicinity of a substrate, where they (reversibly) adsorb. Under electron irradia-
tion, some molecules are locally decomposed. The non-volatile part is deposited
onto the surface, whereby volatile by-products desorb and are pumped away.
2.2. An overview of available precursors is found in [15] or [16].
FEBID is usually carried out in scanning electron microscopes (SEM).
Resolutions obtained depend primarily on the diameter of the electron-beam,
which is given by the electron source, the electron optics, the beam current
and acceleration voltage employed [42]. Other parameters limit the resolution
of the deposition, namely the substrate on which deposition takes place,
the aspect ratio of the deposit [43] and the rate at which deposition takes
place [44]. Best resolution obtained so far for FEBID deposits carried out
in a SEM is 3nm full-width at half-maximum (FWHM) (in [45], using a
30kV, 5pA beam on a carbon membrane). Using a STEM microscope, sub-
nanometric resolution was achieved (in [46], using a 200kV, 40pA beam an a
Si3N4 membrane).
The FEBID process depends heavily on the physics of electron-matter
interaction. In the following, we introduce the scattered electron distribu-
tion in a material under focused electron irradiation (see figure 2.3). An
in-depth description of these interactions, which represents also the basics of
scanning electron microscope imaging, can be found in [42, 47]. The focused
electron-beam delivers a number of primary electrons (PE) showing an en-
ergy distribution closely centered around a energy definded as the primary
electron energy E0. The radial electron distribution within the beam shows
a Gaussian profile. When the electrons enter the substrate, multiple scat-
tering occurs. Elastic scattering deflects the impinging electrons and some
of them eventually are escaping back through the surface as backscattered
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Figure 2.2: Periodic table of elements for which successful FEBID has been pub-
lished. The best purities obtained are indicated in at.%. ⊗ means no quantitative
information on composition is available; ! means the material is claimed “pure”
when deposited, though the claim is not quantitatively substantiated. From [21].
electrons (BSE) with energies close to the primary electron energy. Through
inelastic scattering, the impinging electrons transfer part of their energies to
the substrate atoms, which can emit low-energy electrons as they release the
transfered energy. If this occurs in close vicinity of the substrate surface,
these low-energy electrons can escape as secondary electrons (SE1). Simi-
larly, the BSE can also produce secondary electrons close to their point of
escape, which are called SE2. As the impinging electrons lose energy through
multiple scattering within the substrate, outside a certain volume within the
substrate, the probability to find scattered electrons vanishes. The portion of
the substrate thus defined is known as the interaction volume of the electrons
(see figure 2.4).
The number of BSE, SE1 and SE2 is a function of the substrate compo-
sition and inclination towards the PE trajectory and is expressed using the
yields ηBSE , ηSE1 and ηSE2. The yields can be estimated from monte-carlo
simulations of electron trajectories [40, 48]. All of these electrons create an
electron distribution which is a function of radial distance from the impinge-
ment point and show specific energy spreads dependent on the interaction
with the substrate, namely on its composition. This distribution predom-
inantly influences the deposition process, as this depends not only on the
distribution of electrons, but also on their energies. A schematic represen-
tation of the distribution of the various electron types involved in FEBID is
shown in figure 2.5.
When an electron hits an adsorbed precursor molecule, dissociation takes
place with a certain probability, which is measured as the dissociation cross-
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Figure 2.3: Schematic representation of electron interactions with solids. a)
Impinging primary electrons (PE) are elastically and inelastically scattered.
Some of the electrons might escape as high-energy back-scattered electrons (BSE).
Scattering of the PE close to the surface excites low-energy electrons, some of
which escape as secondary electrons (SE1). Similarly, scattering of BSE in vicin-
ity of the surface might lead to secondary electron (SE2) emission. Note that in
the presence of a thick surface (with respect to the electron path), most of the
electrons are absorbed in the substrate. The scattering trajectories shown here
are just exemplar; trajectory densities have to be calculated using Monte-Carlo
simulation (see figure 2.4). b) In the case of a high aspect-ratio deposit, electrons
can be scattered out of the deposit towards the substrate (forward-scattered elec-
trons, FSE). Interaction of these electrons with the substrate generates in turn
BSE and SE2 within a radius depending on the deposit height.
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Figure 2.4: Simulated electron trajectories within a Si substrate covered with
150nm SiO2. Monte Carlo simulations [40] for 25keV, 10keV and 3keV PE
energies. Thin lines show absorbed PE, thick lines show electrons escaping as
BSE. 200 trajectories are shown for each energy. The radius of the interaction
volume is calculated using the formula in [41]. In the case of 3keV PE, the entire
interaction volume is within the SiO2 layer.
section σ(E). The dissociation cross-section is a function of the energy of
the dissociating electron and is generally believed to peak for low electron
energies. Close to the point of impingement, the high density of primary
electrons and SE1 lead to high deposition rates. Outside of the beam, BSE
and SE2 lead to a low-profile deposit known as the halo, the diameter of
which is defined by the escape width of backscattered electrons (see figure
2.3a).
In the case of high aspect-ratio deposits, like pillars, there is a proba-
bility that some of the impinging electrons are scattered and leave the de-
posit through the side walls. These electrons are known as forward scattered
electrons (FSE). The interaction of the FSE with the substrate lead to a
broadening of the halo, depending on the deposit height, as shown in figure
2.3b.
An example of structures realized by FEBID is shown in figure 2.6. Pillars
and planar deposits are shown. In the case of planar deposits, the thickness
of the deposit, as well as that of the halo, as estimated by the contrast on
the SEM image, is found to depend on the overall electron dose delivered to
the deposit. In the case of the pillar deposits, the overall dose determines
the pillar height. Furthermore, it is apparent that higher deposits lead to a
broadening of the halo by forward scattered electrons.
2.1.2 FEBID of Cobalt - literature results
With the discovery of the giant magnetoresistive effect (GMR) by Fert and
Gruenberg in the late 1980ies [49, 50], deposition of ferromagnetic thin-films












Figure 2.5: Electron distribution for a Gaussian-shaped 25keV, 210nm FWHM
electron-beam impinging on a Si substrate. Inside the Gaussian shaped beam,
PE and the SE1 generated by them are in majority. Electron dissociation by the
PE and the SE1 defines the actual deposit. Electron scattering in the substrate
leads to BSE crossing the interface back to the vacuum outside the beam radius.
The BSE and the SE2 generated by them lead to a thin halo around the deposit.
In the case of a high aspect ratio deposit, electron can be forward-scattered out of
the deposit (see figure 2.3). These FSE, along with the BSE and SE2 generated
by them, lead to a broadening of the halo dependent on the deposit height.
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Figure 2.6: Example of deposits obtained by FEBID. Pillars obtained by steady
exposure (60s and 120s) and rectangles obtained by raster-scanning the beam
over a surface (with a dose of 10C/cm2) are shown. A halo is visible around
the deposits, resulting from SE escape in the case of the rectangular deposits.
Forward-scattered electrons increase the diameter of the halo in the case of the
pillar deposits.
became a point of focus for top-notch research. For this reason, cobalt
deposition of surface-adsorbed molecules by CVD was extensively studied
throughout the 1990ies. CVD from various precursors is reported, including
Co2(CO)8 [51, 52], HCo(CO)4 [51], Co(C5H5)2, Co(C5H5)(CO)2, CoCF3(CO)4
[52], CoNO(CO)3 [53], Co(acac)2 [54], and, in [55], Co3(CO)9CCl,
Co3(CO)9CH, Co2(CO)6(HC≡Ph), Co2(CO)6(HC≡CtBu), where “Ph” de-
notes a phenyl group (C6H5-), “acac” is acetylacetonate (C5H7O−2 ) and “tBu”
is the tertiary butyl group ([CH3]3C-). It was found that some of them disso-
ciate readily under temperature [56]. FEBID puts the following restrictions,
some of which are conflicting, to the choice of molecules. The precursor
compound has to be stable at room temperature, but exhibit a high cross-
section for electron-impact dissociation. The precursor compound has to be
volatile at room temperature in order to leave the unirradiated parts of the
surface, but the sticking coefficient and the surface residence time have to be
high enough, so that the hitting of an adsorbed molecule by an impinging
electron is a likely event. The vapor pressure of the compound is impor-
tant as it determines the amount of molecules that will evaporate and be
transported to the point of electron irradiation by the gas injection system
[15]. Finally, the electron-impact dissociation of the compound ideally has
to yield a material with a high Co content. For this reason, the deposition of
local Cobalt-containing structures using focused particle beams is reported
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Figure 2.7: High aspect-ratio Cobalt tip obtained by focused electron-beam in-
duced deposition of Cobalt carbonyl (left). The tips are grown on standard SPM
tips and provide a MFM resolution of 40nm. From [38]. Array of 150nm dots
obtained by focused ion-beam induced deposition of Cobalt carbonyl (right). The
dots exhibit ferromagnetic behaviour. From [58].
with the compounds dicobalt octacarbonyl Co2(CO)8 and Cobalt tricarbonyl
nitrosyl Co(CO)3NO.
In 2001, deposition of Cobalt-containing tips for magnetic force mea-
surements (MFM) purposes was presented by Utke et al. [38, 57]. High
aspect-ratio tips with apex diameters down to 50nm were deposited on top
of prefabricated Silicon SPM tips using a focused electron-beam and the
precursor dicobalt octacarbonyl. The dependence of the tip diameter on
the beam size was shown [57]. A Cobalt concentration of 34at.% was mea-
sured by Auger electron spectroscopy, leading to a resistivity four orders of
magnitude higher than pure Cobalt. The characteristic deposit structure,
consisting of Cobalt nanocrystals embedded in a carbonaceous matrix, was
shown by TEM diffraction on deposits realized accross carbon TEM-grids.
A deposition pathway including tetra-cobalt dodeka-carbonyl (Co4(CO)12)
as an intermediate product was proposed [38]. Finally, the obtained purity
proved sufficient to record MFM images with a resolution of 40nm [57].
A year later, successful deposition by focused ion-beam dissociation of
Co2(CO)8 is reported by Lapicki et al. [58, 59]. The authors used the term
ion-beam induced chemical vapor deposition (IBICVD) as a synonym for
FIBID. Arrays of 100-150nm-sized dots were deposited on carbon membranes
[58] and the deposits were shown to exhibit a measurable ferromagnetic be-
havior [59].
A more detailled study of the electron-beam induced deposition of Cobalt
was published by Lau et al. [37], who investigated the deposition of Cobalt
pillars by FEBID. Cobalt contents between 30 and 50 at.% are reported. The
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Figure 2.8: FEBID of Cobalt carbonyl resulting in arch structures bridging two
electrodes (left). The setup allows for simple two-point electrical characterisation
of the deposit’s resistivities. Thermal decomposition of Cobalt carbonyl nitrosyl
(CoNO(CO)3, right) using the focused electron beam as a heating source. Auto-
catalytic growth beyond a certain tip height is reported, leading to these ball-like
structures. From [37].
authors studied the growth characteristics in terms of height and diameter
growth rates of the deposited pillars. The resistivity of the deposits was
assessed using a two-electrode setup, connected by a FEBID “arch” accross
them. Resistivities down to 160 µΩcm were measured, 26 times the value for
bulk Cobalt (ρCo=6.2µΩcm). The electric resistivity was found to scale in-
versely with the beam current used during deposition, and could be reduced
by thermally annealing the structures after the deposition by passing elec-
trical currents of up to some µA through them. Whereas these results were
obtained for the precursor dicobalt octacarbonyl, the authors also investi-
gated Cobalt tricarbonyl nitrosyl as a precursor. Thermal decomposition of
the latter precursor by electron-beam heating was reported. Finally, the au-
thors proposed the use of Cobalt deposits as a template for the local growth
of carbon nanotubes (CNT). This idea was realized in 2009 by Ervin et al.
[60] who demonstrated selective CNT growth at the locations where previous
Cobalt FEBID from Co(CO)3NO had been carried out.
However, understanding the exact deposit structure and its dependence
on the composition had yet to be investigated. In [18], Utke et al. report
Cobalt concentrations between 12 and 80 at.%, depending on the electron
beam current used for the deposition (20pA to ≥10nA). The nanocompos-
ite CoC structure of the deposit was confirmed. Thermal decomposition of
Co2(CO)8 was shown to occur for irradiation currents ≥3µA on a Si sub-
strate, leading to the formation of polycrystalline balls much larger than the
beam diameter. As the onset of thermal decomposition depends on the height
of the deposit, the thermal conductivity of the deposit could be estimated to
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Figure 2.9: Cross-section of FEBID pillar from Co2(CO)8 (left). A Cobalt-
poor core and a Cobalt-rich crust can be distinguished. From [18]. Thermal
decomposition of Co2(CO)8 under 3 µA irradiation. As the pillar grows higher,
dissipation of the thermal excitation by the electron-beam to the substrate is
reduced, leading to an enhanced local heating. From [19].
0.2W/cm·K. In [19], cross-sections of Co-deposits were investigated, pillars
were grown and sliced by FIB-milling, allowing insight in the inside structure
of Co-FEBID deposits. During initial deposition, a homogeneous nanocom-
posite core structure (Co nanocrystals in carbonaceous matrix) was shown to
be formed, whereas a distinct, Cobalt-rich sub-structure (“crust”) was shown
to develop as the aspect ratio of the deposit increases.
Another series of publications dealt with the mechanical properties of the
Co-C deposits. In [39], the density of Co-FEBID structures was assessed by
electron-beam induced deposition on atomic force microscopy (AFM) can-
tilevers. It was shown that the deposit’s density scales linearly with the
Cobalt content, being in the order of 4.2g/cm3 and 7.2g/cm3 for Cobalt
contents of 30 and 70at.%, respectively. The tensile strength of the Co-C
deposits was measured to be in the range of 1GPa in [61].
An important application for Cobalt deposits was shown in [20], where
Boero et al. demonstrated a nano-Hall sensor realized by FEBID of Cobalt
carbonyl. A cross-shaped deposit was realized between predefined Gold elec-
trodes, thus defining a Hall structure. The device showed an active area of
(500nm)2, a sensitivity to the magnetic field of between 0.8 and 1.2V/AT and
a resolution of about 10µT/Hz(1/2). While the resistivity of the deposited
material was measured to be two orders of magnitude higher than that of
pure Cobalt, the device exhibited a high extraordinary Hall effect (EHE),
up to saturation fields of about 1T, making them very interesting candidates
for high-resolution, sub-micron magnetic sensing devices. Furthermore, for
some of the experimental devices, quite high sensitivities (3V/AT) to in-plane
magnetic fields were recorded.
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Figure 2.10: Submicrometer Hall sensor fabricated by FEBID of Co2(CO)8
(left) and measured voltage response to a perpendicular external magnetic field
(right). The sensitivity to the magnetic field, given by the slope of the response
at low fields, is about 1.2Ω/T. From [20]
Figure 2.11: Electrical (left) and Hall resistivity (right) of almost pure (around
95at.%) Co-FEBID structures. ρAH is the extraordinary Hall resistivity. From
[62]
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The electric transport properties under magnetic field have been inves-
tigated in-depth by the group of de Teresa et al. [62] The authors report
purities of Co-FEBID structure of ≥90at.%. These pure deposits showed an
electrical resistivity only a factor 7 above bulk value. Accordingly, metallic
behaviour under temperature variation was found, whereas semiconducting
behaviour was shown for deposits with Cobalt contents of 80at.%. From low-
temperature measurements, the mean free path of electrons in the structure
was found to be in the same order as the grain-size of the deposit (4nm),
pointing to a scattering mainly at the grain boundaries. The investigated
structures showed a magnetoresistance of 0.65-0.7%., proving collective align-
ment of the magnetic domains in the polycrystalline deposit under the applied
external field. In further works [63, 64], the authors studied the behaviour of
domain walls in the structures and found good agreement with (pure) Cobalt
deposits obtained by electron-beam lithography (EBL).
Finally, the importance of FEB induced heating during deposition from
Co2(CO)8, which decomposes spontaneously already a few tens of degrees
above room temperature, was evidenced by the same group in [65], where
the authors report experimental deposition on a substrate mounted on a hot
plate. A clear relation between deposit composition and substrate tempera-
ture was monitored, allowing the use of lower currents for the deposition of
high-purity Co structures.
2.1.3 FEBID rate model in the presence of a single
adsorbate species
When an electron beam hits a surface on which molecules are adsorbed,
dissociation of the surface-adsorbed molecule can occur, leading to the growth
of a deposit. In terms of a generic chemical reaction, this is expressed as:
A+ e− → DA + VA + e− (2.1)
where A is the adsorbate species, DA is the non-volatile, deposited reaction
product and VA represents the volatile reaction product which desorbs to the
vacuum. One approach to a quantitative description of this phenomenon lies
in using computer simulation techniques based on Monte-Carlo (MC) algo-
rithms [66, 67]. The advantages to this approach are manifold. These simu-
lations allow to explain the mechanisms of radial growth of pillar structures
[68] or prediction of the ultimate resolution of the FEBID process [69, 70]. In
a recent effort, the precursor parameters (surface diffusion coefficient, stick-
ing probability, surface residence time) for tungsten carbonyl W(CO)6 were
retrieved by fitting a MC simulation to an array of experimental data [71].
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Another approach lies in the derivation of an analytical description, which
allows the prediction of general deposition regimes and fundamental scaling
laws [44]. Both approaches are complementary. In the following, we focus
on the analytical approach as we introduce a general analytical model of the
FEBID process in the presence of a single adsorbate species and show the
solution for this model when using pulsed electron beams.
Several analytical models to FEBID were developed, trying to explain the
growth in a quantitative manner [72–74]. In a general way, the growth rate
of the deposit as a function of the distance r from the axis of the electron
beam is expressed as [15, 67, 75]:
R(r) = V n(r)
E0∫
0
σ(E)f(E, r) dE ≈ V n(r)σ(E0)f(r) (2.2)
where V is the volume of the decomposed molecule, n(r) is the num-
ber of adsorbed molecules per surface unit, σ(E) is the energy dependent
electron impact dissociation cross section, E0 is the energy of the incident
primary electrons and f(E, r) is the energy dependent electron flux contain-
ing the contributions of the primary electron flux and the fluxes of emitted
secondary and backscattered electron with their respective energy spectra.
The term f(E, r) can be estimated performing MC simulations of electron
scattering and the resulting energy loss and trajectories. However, the pre-
cise solution of equation 2.2 necessitates knowledge of the energy dependent
electron impact dissociation cross section σ(E), which is generally unknown
for the electron energies involved in FEBID. As a consequence, a simplified




is approximated by the term σ(E0)f(r). Here, σ(E0) represents an effective
dissociation cross-section for the specific primary electron energy [44]. The
values of σ(E0) are generally known to decrease with increasing PE energy
(within the energy range used for FEBID, i.e. 1keV≤ E0 ≤ 200keV) and
have been determined for some molecules [30, 74, 76].
The spatial electron distribution f(r) is a convolution of the Gaussian
distribution of primary electrons with the distribution of emitted electrons
(BSE+SE). It has been stated that when discussing equation (2.2) in terms of
full width at half maximum of the deposit, this distribution can be reasonably
approximated by the Gaussian PE distribution [44]. In the case of linear or
planar deposits such as those investigated in this thesis, one is not so much
interested in the exact nature of the distribution convolution, but in the
deposition dynamics on a specific substrate under irradiation at an PE energy
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E0. For this reason, we will approximate the term f(r) by the impinging
primary electron flux fPE(r). To this extent, the effective dissociation cross-
section σ(E0) might include a hidden, substrate-specific depedency (BSE and
SE yield).
We now turn to the expression of the adsorbate surface density n(r).
Neglecting surface diffusion, the number of adsorbed molecules per surface











Here, J is the flux of precursor molecules impinging on the substrate
from the gas phase, nML is the maximum monolayer density, s is the sticking
probability and τ is the mean residence time before the molecule desorbs
spontaneously. The term (1− n/nML) limits the maximum surface coverage
to one monolayer. n/τ and σfn are the spontaneous desorption rate and the
rate of adsorbate dissociation by the electron beam. An analytical solution
for the steady state (i.e. for an irradiation time t → ∞) can be derived for
equation (2.3), leading to the relation:
R(r) = n(r)V σf(r) = sJ
sJ/n0 + 1/τ + σf(r)
V σf(r) = ndV σf(r) (2.4)
where nd corresponds to the depleted, steady-state surface adsorbate density
(see figure 2.12, dotted line).
However, when depositing linear (1D) or planar (2D) structures, such as
current lines or nano-Hall plates, the beam is raster-scanned over a surface,
which requires differentiating between periods of time when a certain pixel
is exposed to an electron flux (irradiation), leading to a time-dependent de-
crease of the number of surface adsorbed molecules, and period of times where
the pixel is not irradiated and the number of surface adsorbed molecules in-
creases through refreshment (replenishment). The solution for the surface
adsorbed density in the center of such a pulsed beam is expressed as [15]:
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Figure 2.12: Surface coverage, corresponding to the adsorbate density normal-
ized to the monolayer adsorbate density, of Co2(CO)8 molecules under pulsed
electron irradiation. nr represents the surface adsorbate density at equilibrium
between adsorption and spontaneous (thermal) desorption. nd=limtd→∞ n(td)
is the steady state surface adsorbate density corresponding to the equilibrium
between adsorption on one side and spontaneous desorption and electron-
impact adsorbate dissociation on the other side corresponding to full deple-
tion (dotted line). Parameters used: σ=4.95e-3 nm2, τ=720µs, n0=2.6nm−2,
J=1.5e17cm−2s−1 and f=1.7e20cm−2s−1.
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n(t) = C · exp [−k · t] +B (2.5a)
k =
kd = sJ/nML + 1/τ + σfkr = sJ/nML + 1/τ (2.5b)
B =
Bd = nd = sJ/ (sJ/nML + 1/τ + σf)Br = nr = sJ/ (sJ/nML + 1/τ) (2.5c)
C =
Cd = (nr − nd) [exp(−krtr)− 1] [exp(−krtr)exp(−kdtd)− 1]
−1
Cr = (nd − nr) [exp(−kdtd)− 1] [exp(−krtr)exp(−kdtd)− 1]−1
(2.5d)
We denote the electron pulse duration as the dwell time td. During the
irradiation (t < td, subscripts d), the number of surface adsorbed molecules
inside the beam falls exponentially, as dissociative depletion occurs. After
irradiation (t > td, subscripts r), the surface sites are filled again by replenish-
ment. The time evolution of surface adsorbed molecules is shown examplarly
in figure 2.12 for FEBID of Cobalt carbonyl. The surface adsorbate density
decreases with irradiation time (td → ∞), to eventually reach the depleted
steady state nd. If the beam is blanked and replenishment is allowed to take
place, a replenished state nr is reached. The rate at which depletion and
replenishment occur is described by kd and kr which are the rate constants
of the depletion and replenishment processes (in units of s−1).
We now introduce the dissociation yield Y , describing the dissociative
events per primary electron during the irradiation period td, i.e. the yield of
the chemical reaction introduced in (2.1). The yield is given by integration of
the surface adsorbate densities n(t) over the dwell time td and multiplication





The unitless yield Y is a description of the probability for an impinging
primary electron to lead to the dissociation of an adsorbed molecule. For
short dwell times )td → 0) and full replenishment of the surface between
irradiations, the yield is limited by the electron flux (and the process regime
is hence called electron-limited) and the yield is maximized. For longer dwell
times, depletion occurs (as shown in figure 2.12) and the yield decreases
accordingly. Multiplication of the yield with the electron flux f and the
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volume of the decomposed molecule V leads to the general expression of the
deposition rate using a pulsed electron beam [15, 30, 77]:




[1− exp(−krtr)] [1− exp(−kdtd)]
1− exp(−krtr) exp(−kdtd) + nd
)
(2.7)
where tr is the refresh time, i.e. the time elapsing between two subsequent
irradiations. The condition for full adsorbate replenishment is fulfilled for
krtr ) 1, i.e. when the time between electron pulses is much larger than
1/kr, the rate constant of the replenishment process. In this case, equation
(2.7) simplifies to:
R = V σf
[
(nr − nd)1− exp(−kdtd)kdtd + nd
]
(2.8)
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2.2 Magnetic microsensors for bead sensing
In biosensor technology, there are numerous ways to track the presence and
measure the concentration of a specific biochemical species (biomolecular
recognition). The use of magnetic labels is advantageous in many respects
for the tracking of the biomolecule of interest [78–80]: it is possible to ma-
nipulate the analytes attached to the superparamagnetic beads, using the
bead as a force transducer; in most biological samples, there is no magnetic
background, so that the measurement technique does not interfere with the
sample; very small amounts of analytes can be reliably detected, whereas
other detection schemes (e.g. fluorescent labels) require a certain concentra-
tion threshold to be reached.
Superparamagnetic bead detection imposes severe constraints on the sen-
sor to be operated. They must exhibit sizes of similar order of magnitude
as the magnetic label, i.e. in or below the micrometer size range (see ta-
ble 2.1 for bead sizes); they must exhibit a sensitivity sufficient to detect the
small magnetic field induced by the magnetized bead; they require saturation
fields sufficiently high as not to saturate under the external field required to
magnetize the microbeads.
In this section, we introduce the formalism used for the estimation of
the magnetic field produced by a magnetized superparamagnetic microbead.
This magnetic field is highly localized. Several physical principles make it
possible to realize micromagnetic sensors with sensitivities sufficient to mea-
sure the magnetic field produced by several or just one single such superpara-
magnetic bead. These principles and sensors are presented for comparison.
2.2.1 Magnetic properties of superparamagnetic mi-
crobeads
Superparamagnetic microbeads consist of FeOx superparamagnetic nanopar-
ticles embedded in a non-magnetic polymer matrix. The nanoparticle con-
sisting of the ferromagnetic material are sufficiently small in size (<30nm for
magnetite Fe3O4) that thermal agitation overcomes the remanent magneti-
sation at zero field [81, 82]. Thermal fluctuation aligns the direction of mag-
netisation of the individual nanoparticles randomly, so that the overall bead’s
magnetisation is averaged to zero. For this reason, the superparamagnetic
beads do not exhibit ferromagnetic behaviour in the absence of an external
field at room temperature. However, in the presence of an external magnetic
field, the magnetizations in the invidicual nanoparticles are aligned in the
field direction, so that the overall magnetic induction in the bead is then or-
ders of magnitude higher than the one obtained in the case of paramagnetic
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Figure 2.13: Magnetization versus applied field for a Dynabead M-280. Exper-
imental values are reproduced from VSM measurements published in [83]. The
magnetic susceptibility χ is obtained from the linear fit around 0. Inserting χ into
a Langevin model curve (equation (2.14)) one obtains the model magnetization
curve shown.
materials. This makes these beads interesting in molecular research: the
zero-remanence allows for bead separation and prevents clustering in fluidic
environment, while the high magnetisation under external field allows for
magnetic signal detection and magnetic handling of the beads. The possi-
bility to functionalize the surface of the beads with adequate biomolecules
allows for the fixation of various molecules to the microbead [13].
The response of any material to an external magnetic field is governed by
its magnetic susceptibility χ, which describes the relation between the mag-
netisation M of the material and the external field H and hence represents
a material property:
'M = χ 'H (2.9)
The magnetic induction B is then given by:
'B = µ0( 'H + 'M) (2.10)
where µ0 = 4pi×10−7H ·m−1 is the permeability of vacuum. In SI units, the
magnetic field H and the magnetisation M are expressed in A/m; the units
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for the magnetic induction B is the Tesla (1T = 1V s/m2). The magnetic
moment, used as a measure of the “strength” of a magnetic source, is then
given by the product of the magnetisation M and the volume of the bead
Vbead:
'm = Vbead · 'M (2.11)
In the case of superparamagnetism, χ is a function of the applied field
χ = f(H). The magnetisation can be found by taking the potential energy
UH of any magnetic momentmp making an angle θ with regard to the external
field H , given by [84]:
U = − 'mp · µ0 'H = −mp · µ0H · cos θ (2.12)
where mp is the individual particle’s magnetic moment. By averaging cos θ
over the Boltzmann distribution, one finds the fraction of the total magne-
tization that has been alined by the external field. This is expressed by the
Langevin function:
L(H) = coth(mpµ0H/kT )− kT
mpµ0H
(2.13)
where k is the Boltzmann constant and T is the temperature. Hence, the
magnetisationM of a superparamagnetic material as a function of the applied
field H is described as:














The corresponding low-field susceptibility can be calculated by derivation





= Msat · α · µ03 = χ (2.17)
Saturation magnetisations, low-field susceptibility and magnetic moments
at saturation obtained for a selection of commercially available microbeads
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Figure 2.14: Schematic representation of the bead detection geometry. A mi-
crobead with radius R is located above a sensor with a quadratic active area of
width w. The distance between the center of the bead and the surface of the
sensor is z0. The magnetic moment &m of the microbead generates a magnetic
field &B.
are shown in table 2.1. A typical microbead response to an external field is
shown in figure 2.13. Experimental points are taken from [83] and compared
with a Langevin model curve. Clearly, it appears in figure 2.13a that the
Langevin function is only approximating the magnetization values obtained
experimentally and found in literature. A more detailed study of an individ-
ual superparamagnetic bead response is found in [85]. Rather than taking
the Langevin function of mono-disperse, single size magnetic nanoparticles,
the authors implement a distribution function describing the magnetic mo-
ment distribution of the nanoparticles. However, the behaviour at low-field
(2.13b) is well described by the linear part of the simple Langevin function.
2.2.2 Magnetic field generated by a microbead
A microbead exhibiting a magnetic moment 'm produces a magnetic field,
which is described using the magnetic dipole model[86]:
'B = µ04pi
3('m · 'r)'r − 'mr2
r5
(2.18)
where 'r = [x, y, z] denotes the vector from the dipole center to a point
in space. The magnetic field in any point [x, y, z] is defined in amplitude
and direction and as such is a vector field. We now consider the geometry
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Figure 2.15: Vertical magnetic field component Bz from a typical microbead
(Dynabead M-280) at saturation (R=1.4µm, m=1.7×10−13Am2) suspended 1µm
above the xy-plane. Bz is calculated according to equation (2.19). The schemati-
cally drawn slices represent active areas of 1×1µm2 and 5×5µm2 and are drawn
at the values corresponding to the averaged bead field Bsens, calculated with equa-
tion (2.20)
shown in figure 2.14. As the Hall sensor is sensitive only to the out-of-
plane component of the magnetic field, we assume a bead magnetization
'm = [0, 0, m] perpendicular to the sensor area. The magnetic field in the
direction parallel to the magnetisation is then given by:
Bz = 'B ([0, 0, m]) · [0, 0, 1]
= µ0m4pi
2z2 − x2 − y2
(x2 + y2 + z2)5/2
(2.19)
The magnetic field produced by a micron-sized magnetic dipole, such
as a magnetized microbead, is highly localized in space, as can be seen in
figure 2.15, showing the perpendicular magnetic field component Bz for a
Dynabead M-280 (R=1.4µm). The bead field is maximum in the axis of the
magnetization, and decays rapidly in the radial direction, over a distance
which is in the order of magnitude of the bead radius R.
The magnetic field induces changes in the resistivity of the Hall sensor
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(see section 2.2.4). Hence, the sensor output will conceptually represent
a convolution of the current densities through the Hall element with the
distribution Bz('r) given by equation (2.19). As a consequence, the magnetic
field as measured by the sensor represents an average of the magnetic field
Bz('r) over the active area w × w of the sensor. For this reason, in order to
obtain an estimate of the field strength influencing the sensor, Bz is averaged
over the sensor area using a weighted integral. In the case of a quadratic Hall
plate of width w, sensitive only to a field perpendicular to its surface, and
for a magnetic moment 'm directed in the same direction, i.e. perpendicular
to the sensor surface, the measurable field at distance z0 between the sensor






Bz(x, y, z0) dxdy (2.20)
Due to the spatially inhomogeneous character of the magnetic field Bz('r),
the averaged magnetic field Bsens is highly dependent on the sensor width
w. This is schematically represented in figure 2.15. Weighted integration
over a smaller sensor surface yields higher values for the sensed field Bsens
as compared to larger sensor surfaces, which encloses also parts of the space
where the values of the magnetic field Bz('r) induced by the microbead are
low. The bead field as seen by the sensor Bsens is shown in figure 2.16 for
a typical microbead and for different sensor sizes. It is apparent that Bsens
rapidly decreases and vanishes within a scale corresponding roughly to the
bead size. For sensor widths above the size of the microbead, the measurable
signal rapidly decreases over orders of magnitude. For this reason, the pos-
sibility to obtain magnetic sensors with small active areas, i.e. in the order
or smaller than the bead diameter, is crucial to enhance the response to the
magnetic field of a microbead.
For sensor dimensions much smaller than the microbead dimensions, i.e.
when the condition w + R is verified, the integration in equation (2.20)
is done over x, y + z0 and the bead field as seen by the sensor can be
approximated by the dipolar bead field (equation (2.19)). Providing absolute




The maximal bead field is measured when the bead lays centered on the
sensor surface: Bsens,max = Bsens(0, 0, d/2), where d is the bead diameter. In
figure 2.16, the dependency of the bead field as measured by the sensor on
the distance between the bead and the sensor surface is illustrated. It can be
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Figure 2.16: Bead field Bsens averaged over the sensor active area according
to equation (2.20) for various sensors widths. z is expressed as the bead surface
to sensor surface distance, i.e. accounting for an offset of d/2.
2.2. MAGNETIC MICROSENSORS FOR BEAD SENSING 29
Table 2.1: Selection of commercially available microbeads and their properties.
χ represents the low-field magnetic susceptibility. Sources: [83], [87], [85].
Bead, producer diameter Msat χ msat
µm kA/m Am2
Dynabeads M-280, Dynal 2.8 15.1 0.5 1.7×10−13
Dynabeads M-450, Dynal 4.4 31.4 1.6 1.4×10−12
Myone, Dynal 1.0 40.0 1.4 2.1×10−14
Micromer-M, Micromod 2.0 4.0 0.3 1.7×10−14
Nanomag-D, Micromod 0.25 20 6.0 1.4×10−15
Sigma Bead, Sigma 1.2 49.4 0.81 4.4×10−14
noted that the decrease of magnetic flux in the sensor plane with the bead
distance z follows a z−3 trend for small sensors, as obtained by derivation of
equation (2.19). Hence, beneath the importance of having an active area of
the sensor in the same order as the bead diameter, minimizing the distance
between the microbead and the sensor surface is necessary in order to obtain
a good magnetic signal allowing for single-bead detection.
2.2.3 Figures of merit for magnetic microsensors used
for microbead detection
In section 2.2.2, we have shown that the width of a sensor is determinant for
the ability of the sensor to detect the highly localized field of a microbead.
In this section, we discuss the additional figures of merit for magnetic mi-
crosensors in microbead detection applications. They are: the sensitivity to
the magnetic field SI , the minimum detectable field Bmin and the minimum
detectable change in the magnetic flux Φmin.
Sensitivity to the magnetic field
A magnetic sensor is basically a transducer which allows the translation of
the local magnetic field B into a voltage signal U using a transfer function S.
As from sensor theory, the transfer function S = S(B) is itself dependent on
the local magnetic field, as the sensor can be linear over a certain field range,
and saturate for field values above a certain threshold. In a very general
way, we can express the transducer function of the magnetic sensor by the
equation U = S(B) · B.
The Hall sensors presented in this thesis, as well as the magnetic mi-
crosensors discussed in section 2.2.5 are resistive elements. A sensing current
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Imeas is passed through the sensing material of which the microsensor con-
sists. Under the local magnetic field, the electrical resistivity of the material
is modified (by physical effects introduced in sections 2.2.4 and 2.2.5) which
leads to a variation of the sensor voltage U . Denoting the variation of the
electrical resistivity induced by the magnetic field by ρB(B), the sensor re-





where l, w, t are the geometrical dimensions (length, width, thickness) of
the sensing element. From this equation, we see that the sensor output of
the resistive sensor is proportional to the measurement current Imeas. For
this reason, the transfer function S(B) is generally expressed as the current-
corrected magnetic sensitivity SI(B) = S(B)/Imeas in units of Ω/T.
The function SI(B) is a continuous function of the applied field B and
as such has a maximum, which lies around zero field or around a certain
bias field in practice. In the case of the magnetic sensors introduced in the
next sections, the sensors exhibit a field range over which SI(B) is constant
(which corresponds to a linear sensor range). For high fields, SI(B) tends
to vanish, as the sensor saturates. For this reason, we will discuss the field
sensitivity SI(B) in term of the maximum field sensitivity SI = max(SI(B))
in the following. SI is given as the sensor signal U per magnetic signal B
and measurement current Imeas:
SI =
U
B · Imeas (2.23)
The field sensitivity SI is a constant and describes the ability of the
micromagnetic sensor to transduce the magnetic field into an electrical signal
at a certain measurement current Imeas. The higher SI , the higher the voltage
output from the sensor for a change in B.
Increasing the sensing current Imeas in equation (2.22) increases the out-
put signal linearly. However, beyond a certain treshold, thermal heating of
the sensor occurs and the measurement drifts. We call Imax the maximum
DC current Imeas which can be passed through the sensor before thermal drift
occurs. Therefore, the transfer function S has a maximum at Smax = SIImax.
SI depends on the sensor geometry, as opposed to the magnetic resistiv-
ity ρB(B), which depends solely on the sensing material. However, SI is a
generally accepted descriptor of the sensitivity of magnetic sensors and as
such is used to compare the sensitivity to the magnetic field in the following
sections.
2.2. MAGNETIC MICROSENSORS FOR BEAD SENSING 31
Minimum detectable field
We now turn to a second figure of merit describing the ability of a microsen-
sor to discriminate small magnetic field changes, which is the resolution of
the sensor. Assuming noise-free amplification, the resolution of the sensor is
ultimately limited by the noise generated in the sensor itself. The microsen-
sors used for microbead detection are resistive sensors and as such subjected
to different sources of electrical noise.
Electronic noise in sensors arises from various sources. Due to the quan-
tum mechanical distribution of the charge carriers, in a AC current, a shot
noise is measurable. When measuring at frequencies lower than a specific
corner frequency, a 1/f noise of yet unknown origin is present. Finally, ther-
mal noise (also refered to as Johnson noise) is generated by the thermal





where kB is Boltzmann’s constant, T is the temperature, R is the resistance
of the conductor and ∆f is the measurement bandwidth. Thermal noise
depends on the resistance of the conductor and the temperature and repre-
sents the represents the ultimate limit below which electronic noise cannot
be minimized.
For this reason, the ultimate resolution of a micromagnetic sensor is lim-
ited by thermal noise. We introduce Bmin as the minimum detectable field,
corresponding to the magnetic field inducing a voltage response of amplitude










Minimum detectable change in magnetic flux
We have introduced Bmin as the sensor resolution, i.e. the minimum de-
tectable change of magnetic field as seen by the sensor when operated in the
white noise regime. However, we have seen in section 2.2.2 that the magnetic
field generated by a microbead is highly inhomogeneous in space and that
hence the magnetic field as seen by the sensor, Bsens is rapidly decreasing
for increasing sensor width w. For this reason, we introduce a figure of merit
taking into account the ability of the sensor to detect changes in the mag-
netic field of a highly localized dipole. The minimum detectable change in
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magnetic flux Φmin is given by:
Φmin = Bmin ×A (2.26)
where A is the active area of the sensor. Φmin is the relevant figure of merit
when discussing the detection of localized and close magnetic dipoles with a
highly inhomogeneous field distribution on the Hall sensor active area, such
as in the case of microbead detection using a micromagnetic sensor.
In the following, we introduce the Hall effect (section 2.2.4) and other
physical effects used for microbead detection (section 2.2.5). A comparison
of published microsensor results in terms of the introduced figures of merit
is given in table 2.2.
2.2.4 The Hall effect in ferromagnetic materials
In this section, we introduce the Hall effect in matter. The ordinary Hall
effect is general and present in any current carrying material subjected to
a magnetic field. The extraordinary Hall effect is specific to ferromagnetic
materials.
Ordinary Hall effect
When a current flows through a conductor placed in a magnetic field, the
charge carriers are subjected to the Lorentz force, like any charge moving
through a magnetic field:
'F = q( 'E + 'v × 'B) (2.27)
where 'F is the Lorentz force, q is the charge, 'E is the electric field, 'v is
the charge carrier velocity and 'B is the magnetic field. For 'B ⊥ 'v, equation
(2.27) translates to E−vB = 0. Expressing the current density j as j = nev,
with n being the number of charge carriers and e the elementary charge, one
obtains E = 1nq jB. In the case of a square plate geometry of width w and
thickness t, the voltage accross the plate can be expressed as UH = wE and









ρOHE = R0 · B
(2.28)
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This effect is known as the ordinary Hall effect (OHE) [88]; accordingly, R0
represents the ordinary Hall constant (in Ωm/T) and ρOH the ordinary Hall
resistivity (in Ωm). R0 corresponds to the general resistivity change under
magnetic field ρB introduced in section 2.2.3. As the ordinary Hall effect
is generated by the Lorentz force, perpendicular both to the electrical cur-
rent and the magnetic field, Hall sensors are sensitive only to the magnetic
field B perpendicular to the Hall sensor surface. As the Hall effect is in-
versely proportional to the charge carrier density n, the ordinary Hall effect
is pronounced in semi-conductors [89]. In a metal, the OHE is comparatively
small.
Extraordinary Hall effect
In ferromagnetic materials, spin-orbit coupling leads to spin-dependent scat-
tering of the charge-carriers which is proportional to the material magne-
tization. This gives raise to the extraordinary Hall effect (EHE) [90], also
referred to as the anomalous or spontaneous Hall effect [91]. Consequently, in
a ferromagnet the Hall effect can be separated into two distinct contributions
[92]:
ρH = ρOHE + ρEHE = µ0(ROHz +RSMz) (2.29)
where RS denotes the extraordinary Hall coefficient and µ0 is the free space
permeability (µ0=4pi10−7 m kg s−2 A−2). Mz is the magnetisation along the
field direction and varies with the applied field H . While the ordinary Hall
effect is classical, the spontaneous Hall effect is quantum mechanical in its
origin [93].
The extraordinary Hall effect depends on the magnetization M of the
sensor material and not on the field H [94]. Experimental and theoreti-
cal work have shown that the extraordinary Hall coefficient is linked to the
longitudinal (electrical) resistivity ρ by:
ρEHE ∝ ρn (2.30)
where n is a factor accounting for the predominant scattering mechanism in
the material. The factor n was measured to 1.94 for iron and 1.42 for nickel
[95]. In the case of multiple scattering mechanisms involved, equation (2.30)
is sometimes also expressed as [96]:
ρEHE = αρ+ βρ2 (2.31)
where α and β are coefficients corresponding to the scattering mechanisms
involved [92, 97].
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Table 2.2: Comparison of micromagnetic sensors used for single-bead detection.
SI is the sensitivity to the magnetic field as expressed in equation (2.23). Bmin
represents the minimum detectable field (equation (2.25)) and Φmin is the mini-
mum detectable change in magnetic flux (equation (2.26)). Φmin is expressed in
units of the magnetic flux quantum φ0 = h/2e = 2.07 × 10−15Tm2. The sensor
principles are Giant Magnetoresistance (GMR), Spin-Valve (SV), Planar Hall
effect (PHE) and Hall sensors (Hall) (see section 2.2.5).
Reference Type Size SI Bmin Φmin/Φ0
µm2 V/AT nT/Hz1/2
[98] GMR 0.15×2 8500 30 4×10−6
[99] SV 2.5×80 20000 0.2 1.6×10−5
[100] PHE 10×10 30 6 3×10−4
[101] TMR 2×6 4000 50 3×10−4
[102] TMR 2×15 7400 2.8 4×10−5
[102] SV 2.5×40 6800 0.97 4.7×10−5
[103] Hall 1×1 2750 51 2.5×10−5
The extraordinary Hall effect is the physical phenomenon behind the high
sensitivity to the magnetic field of the novel Co:C material investigated in
this thesis. As such, the extraordinary Hall effect is introduced in depth in
Chapter 5, where the magnetic properties of our sensors are discussed.
2.2.5 Magnetic microsensors for single-bead detection
Micromagnetic sensors have widely been investigated for the detection of
magnetic microbeads. As the magnetic moment of such particles is small,
there have been several attempts to fabricate high-sensitivity, low-detection-
limit sensors. In the following, we review the physical phenomena used to
realise such devices.
Micro Hall sensors for bead detection applications
The challenge in realising micro Hall sensors lies in the judicious choice of
an appropriate material and in the process of structuring this material in
micrometric or near sub-micrometric dimensions. The straightforward way
to do so is to use well-established photolithographic processes, as the semi-
conducting materials exhibit a high ordinary Hall resistivity. Using standard
CMOS technology, Hall probes with dimensions of 2.4µm × 2.4µm have been
realised, exhibiting a sensitivity of 180V/AT and a magnetic field resolution
2.2. MAGNETIC MICROSENSORS FOR BEAD SENSING 35
of 300nT at 1Hz [104]. CMOS Hall probes have successfully been shown to
enable detection of single superparamagnetic microbeads [105]. Alternately,
using sputtering and lift-off of Ni, sensors having an active area down to
1×1µm2 have been deposited on cantilevers, with a resolution of 1µT/Hz1/2
in the thermal noise frequency range [106]. Taking advantage of the high
Hall coefficient of Indium antimonide thin-films, another group patterned
such a film by wet chemical etching, obtaining sensor dimensions of 5×5µm2,
a sensitivity of 150V/AT and minimal field resolution of 150nT/Hz1/2 [107].
Another approach lies in the structuration of metals, semi-metals or
semi-conductors by focused ion beam milling (FIB). Active areas down to
100×100nm2 can be achieved by this technique [108]. Materials investigated
so far include Gold and Gallium arsenide [108], Bismuth [109] and Indium
antimonide [110]. The semiconductor-based Hall sensors show high sensitiv-
ity due to the lower charge carrier concentration in the material but exhibit
a minimal detectable field around 1µT/Hz1/2 due to contamination doping
during the FIB processing. Single bead detection was shown using an InSb
sensor structurated by e-beam lithography [111].
Finally, fabrication of submicrometer Hall sensors by Focused Electron-
Beam Induced Deposition (FEBID) was first investigated in 2005. Using a
Cobalt carbonyl precursor, Hall devices with an active area of 300×300nm2
were deposited and characterised. A sensitivity of 0.9V/AT and a mini-
mal field detection of 10µT/Hz1/2 above 1kHz (200µT/Hz1/2 at 1Hz) was
achieved, with some variance in both sensitivity and electric resistivity [20].
Planar Hall effect sensors
Planar Hall effect (PHE) sensors rely on the intrinsic magnetisation of the
sensor material in a specific direction. They hence use ferromagnetic materi-
als exhibiting a preferred direction of magnetisation. When a planar external
magnetic field is applied, the sensor shows an anisotropic magnetoresistance
(AMR), which means that the resistivity of the material is dependent on the
angle between the measurement current and the intrinsic magnetisation [93].
The effect is the result of the electron’s mean free path dependency on the
angle between the electron’s velocity and the magnetization of the material
[79].
Planar Hall effect sensors have been investigated as a tool to detect the
presence of superparamagnetic beads in biomolecular assays. Hall crosses
with an active area of 20×20µm2 were made of Nickel, exhibiting a sensi-
tivity of 7mV/T [112]. Deposition of Ni80Fe20 and subsequent patterning
by ion-beam milling down to 10×10µm2 active area, yielded PHE sensors
with a sensitivity of 30V/AT and a minimal field resolution of about 2µT
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[87, 100]. Use of such sensors for bead counting in microfluidic chips was also
investigated [113] and single-bead detection was shown [114]
Spin-valve sensors
Spin-valve magnetic sensors consist of two ferromagnetic layers separated
by a spacer layer. One of the layers has its magnetisation pinned using an
antiferromagnetic material deposited on top of it, whereas the second is left
free to move with the measured external field [115]. The resistance then
depends on the relative orientation of the magnetisation between the pinned
and the free layer, as the charge carrying electrons travelling parallel to the
stack have to reorient their spin upon scattering events, thus increasing the
energy loss in conductance with increasing angle.
Spin-valve sensors have demonstrated their ability to detect single mag-
netic microbeads [99, 116–119] in biosensor applications [120, 121]. Sensi-
tivity reaches values up to 16kV/AT, with a resolution limit of 10nT [122].
While those sensors thus have a very high sensitivity and high resolution,
their relatively low saturation value (some mT) prohibits their use in combi-
nation with a high external magnetic field such as that produced by magnetic
tweezers.
Giant Magnetoresistance sensors
The giant magnetoresistive effect (GMR) is based on antiferromagnetic cou-
pling between magnetic layers separated by thin spacer layers [49]. By tuning
the layer thicknesses, the resistance becomes strongly dependent on the rel-
ative orientation of magnetisation between the layers, as the spin-polarised
current can only be accepted into bands of identical spins in adjacent layers.
Sub-micron GMR sensors were obtained by e-beam lithography and etch-
ing of commercially available GMR multilayers. They showed a sensitivity
of about 6.5kV/AT, a saturation field of 30mT and widths down to 100nm.
However, due to structural changes during the etching process, the setup
is rather noisy with a minimal resolution of 12µT/Hz1/2 [98]. Single-bead
detection of 1µm superparamagnetic beads was presented using a 3µm-wide
GMR strip [123], as well as bead-counting with smaller (300nm) beads [124].
Magnetic tunnel junctions
Magnetic tunnel junctions (MTJ) are based on the tunnel magnetoresistance
(TMR) effect [125]. Two ferromagnetic layers are separated by a thin layer
(in the scale of a few nanometers), which consists of an insulating material
(in contrast to GMR-based sensors, where the spacer layer is conducting and
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serves the purpose to tune the magnetic coupling into an antiferromagnetic
state). Electrons can tunnel through the insulating barrier, but the probabil-
ity they do is highly dependent on the relative alignment of the magnetization
in the two ferromagnetic layers. The junction hence exhibits a strong resis-
tive response to the magnetic field. Single-bead detection using MTJ has
been demonstrated in [101]. Saturation fields as high as 50mT for sensor
sizes as low as 400×100nm2 were achieved [126].
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Chapter 3
Experimental setups
3.1 Focused particle beam processing and char-
acterisation
3.1.1 Electron microscope Hitachi S-3600
Focused electron beam induced deposition was carried out inside a Hitachi S-
3600 electron microscope (see figure 3.1). The microscope is equipped with a
tungsten filament. Acceleration voltage range is 0.5 to 30kV. At E0 = 25keV,
beam currents of up to 12nA were achieved. A picoamperemeter (Keithley
Instruments 6485 picoammeter) connected to the stage was used in conjunc-
tion with a home-made Faraday cup on the sample holder in order to measure
the beam current. During processing on the chip, the picoamperemeter was
used to monitor the evolution of the beam current [127]. The beam full-width
at half maximum (FWHM) was calibrated at different excitation energies and
beam currents under best-focus conditions using BeamMetr [128].
The S-3600 was operated in high vacuum (HV) mode, provided by an oil
diffusion pump backed by a rotary roughing pump. Background pressures
down to 5×10−6 mbar were routinely obtained.
A lithography system (XENOS XeDraw 2, XENOS Semiconductor Tech-
nologies GmbH, Stuttgart, Germany) was attached to the SEM, allowing to
scan the beam in arbitrary geometries and velocities on the substrate. This
system was used for the definition of the deposit’s shape in focused electron-
beam induced deposition. The minimum dwell time was 250ns. A beam
blanker unit placed in the electron column was accessible by the lithography
system, allowing to define arbitrary refresh times.
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Figure 3.1: Electron microscope Hitachi S-3600. (1) Electron column. (2) Vac-
uum unit with oil diffusion pump. (3) Sample tray. (4) SEM PC. (5) Lithogra-
phy system. (6) Lithography PC. (7) 3-axis piezo control for gas injection system
(GIS). (8) Picoamperemeter for stage current monitoring.
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3.1.2 Gas injection system
A home-made gas injection system (GIS) was mounted in the SEM main
chamber in order to controllably deliver a reproducible flux of precursor
molecules onto the substrate surface. The GIS is depicted in figure 3.2. A
three-axis piezo actuator (SmarAct GmbH, Oldenburg, Germany) was used
to approach the GIS to the substrate with nanometer precision. Using these
actuators and vision feedback, the nozzle was positioned 100µm in horizon-
tal and ≈50µm in vertical direction from the sample. Contact between the
GIS and the sample were both monitored using imaging feedback from the
SEM and as a leakage current on the substrate-connected picoamperemeter.
The GIS itself consists of a 5mm long, 600µm diameter nozzle directed at an
angle of 35◦ to the substrate. A metal tubing connects the nozzle to an in-
chamber Teflon reservoir used for solid and some low-vapour pressure liquid
precursors. High vapour pressure liquid precursors could be connected by
means of a vacuum feedthrough connected to a flexible silicon tube fitted to
the GIS nozzle head. Individual sets of GIS components were used for each
precursor in order to avoid contamination.
For FEBID of Co-C material, the precursor Dicobalt-octacarbonyl
(Co2(CO)8, CAS number 10210-68-1, Merck Chemicals) was used. Co2(CO)8
is a dark-red polycrystalline solid with a vapor pressure of about 10 Pa at
room temperature [52]. Cobalt carbonyl decomposes thermally at 52◦C [56].
Due to its sensitivity to humidity, the precursor was filled into the reservoir
inside a glove-box. As Co2(CO)8 is known to spontaneously decompose to
tetracobalt-dodekacarbonyl [Co(CO)3]4 [56]. For this reason, it is usually
stored in an hexane atmosphere. However, this proved to be a source for
unwanted carbon co-deposition during FEBID. For this reason, Co2(CO)8
stabilized in an Ar atmosphere was used.
The precursor flux was estimated from mass loss measurements. They
are reported in figure 3.3. The flux appears to be constant in the time frame
used for experimentation (30-300 minutes). The hexane-stabilized precursor
however results in a much higher apparent precursor flux, which we attribute
to a substantial hydrocarbon flux leaving the reservoir.
To estimate the effective precursor flux impinging on the deposition locus
on the substrate, the precursor flux at the nozzle exit and the nozzle-substrate
geometry was fed into a Monte-Carlo simulation software [129]. Roughly, the
surface impinging flux at the point of irradiation was found to correspond to
1/10 of the molecular flux at the nozzle exit.
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Figure 3.2: Gas injection system used for FEBID experiments. A three-axis
piezo slip-stick actuator provides positioning decoupled from the stage. Nozzle
inner-diameter was 600µm.
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Figure 3.3: Precursor fluxes at nozzle exit versus time in SEM chamber, for
hexane- and Argon-stabilized Co2(CO)8. The fluxes are estimated from mass
loss measurements. The nozzle inner-diameter was 600µm.
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3.1.3 Tescan dual-beam microscope
For focused ion-beam processing, a Tescan dual beam Lyra microscope was
used (figure 3.4a). The microscope is equipped with a FEB and a FIB at an
angle of 55◦, allowing imaging of the ion-induced surface changes (deposition,
milling) using the electrons. The electron source is a tungsten-filament. A
liquid Ga source is used for the ion beam. The ion beam was operated at
30keV, and the ion current was tunable between some pA and several µA. A
6-sample rotary sample revolver allowed parallel treatment of several samples.
The tescan dual-beam microscope was operated in HV conditions, using a
turbomolecular pump to reach chamber pressures of 10−6 mbar routinely.
An in-house gas injection system similar to the one described above for
FEBID was mounted inside the chamber to allow Focused Ion Beam Induced
Deposition (FIBID) (figure 3.4b). Gas feed-throughs allowed the use of high-
vapour pressure, liquid precursors. Beam control was provided through the
manufacturers proprietary lithography interface (DrawBeam, Tescan, Czech
Republic), with nominal dwell times down to 80ns. We also used the ion-
beam in the absence of precursor gases. The focused ion beam was used
to mill away superfluous material, in order to reduce the dimensions of the
structures down to 100nm.
3.1.4 Electron microscope Hitachi S-4800
A high-resolution Hitachi S-4800 SEM was used for the characterization of
the deposits. A cold-cathode field emission gun (FEG) allowed for high-
resolution SEM. The microscope is equipped with an EDX-detector allowing
chemical analysis of the deposits.
3.1.5 Atomic force microscope Topometrix Explorer
For the assessment of the deposit height, an atomic force microscope was
used. The Topometrix Explorer was operated both in contact and non-
contact mode. The 100µm × 100µm × 12 µm x/y/z-piezo scan unit allowed
imaging of broader structures while providing a nanometric z-resolution as
assessed by measurements on a calibration sample. Data treatment was done
using the software WSXM [130].
3.2 Lithography
Gold electrodes providing electrical contact to the subsequent FEB induced
deposits were fabricated on Si/SiO2 substrates by conventional lithography,
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Figure 3.4: Tescan Lyra Dual Beam Microscope (left) and in-chamber view
showing the configuration of the electron column, the ion column, the gas injec-
tion system and the sample.
Figure 3.5: Topometrix Explorer AFM setup. The AFM can be operated in
both non-contact and contact mode.
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sputtering and lift-off. The process flow is shown in figure 3.6. A two-step
process was implemented, using optical lithography to define the contact
pads and electron beam lithography (EBL) to structure gold electrodes only
1-2µm apart.
First, a Si wafer with a 200nm thermal oxide layer was diced to 7×7mm2
chips. The chips were cleaned in aceton and isopropanol and blown dry using
nitrogen. Optical lithography was applied to define 2×2mm2 contact pads.
To this mean, a sandwich layer PMMA/SU8 was spin-coated onto the chips,
where the PMMA layer way used as a contact layer to ease the subsequent lift-
off and the negative SU8 resin was the optically sensitive layer. Exposition
was carried out using a commercial 14µm resolution UV exposure system.
After development, physical vapour deposition (PVD) was used to sputter a
10nm Cr or Pt / 150nm Au bilayer, where the Cr or Pt was used as a contact
layer. Finally, the structures were lifted off in a aceton bath.
In a second step, EBL was carried out in a Hitachi S-3600 to structure
electrodes convergent to a single point on the substrate, with a gap of 1-
2µm between. The positive PMMA resin was applied on the chip and the
openings to be dissolved were irradiated using a 25keV, 100pA-1nA electron
beam. After development, a second PVD step was carried out. Lift-off
allowed to free the structured electrodes. The resolution for this step was in
the order of 600nm.
3.3 Electrical and magnetic characterisation
For the electrical characterisation, a Keithley 2400 SourceMeter was used
to measure the deposit resistance in both 2-point and 4-point mode. For
the Hall sensors, the lithographically defined electrodes allowed only 2-point
measurements. However, we conducted separate measurements on dedicated
4-point electrodes interconnected by a FEB induced deposit and determined
the contact resistance to be in the order of 20Ω, which compares to a deposit
resistance of ≥ 100Ω for all Hall sensors investigated. For this reason, we
assume the error induced by the use of 2-point measurement for the resistance
is limited to ≤ 20%.
The magnetic characterisation was carried out at EPFL in the microsys-
tems design group. The Hall sensors were mounted on a specially designed
PCB and mechanically positionned in the gap of a high-power magnetic coil
delivering DC fields in the -2T/+2T range. The Hall sensor was biased using
a voltage source and the Hall voltage was recorded at constant current as the
DC field was swept.
The FEB induced deposits have sizes in the micrometer range and need
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Figure 3.6: Operation flow for the lithographic structuration of Au electrodes for
subsequent FEBID of CoC Hall sensors. A two-step process was implemented,
allowing the rapid structuration of macroscopic 2×2mm2 pads (UV lithography,
steps 1-4) while providing fine electrodes only 2µm apart in the center of the
structure (e-beam lithography, steps 5-8).
Figure 3.7: a) Lithographically structured Si/SiO2 chip ready for FEBID. b)
The same structure with a FEBID CoC Hall sensor deposited. Optical images,
scale bar 20µm.
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to be hooked up to the measurement instruments. To this end, the deposits
were realized on top of lithographically structured gold electrodes, providing
pads of 50×50 µm2. The 7×7 mm2 Si/SiO2 chips were then glued on leadless
chip carriers (LCC) and electrical connection to the lithographic pads was
realized using a wire-bonding setup. The LCC were then connected using
a homemade printed circuit board allowing contact through a DB-25 con-
nector. For all measurements, greatest care had to be taken to prevent the
destruction of the deposits by electrostatic discharge (ESD). To this end, a
switch-box was designed allowing to ground the electrical connections to the
sensor while connecting the characterization instruments. At the same time,
the switch box allowed to address the on-chip deposits individually (up to
four). The entire setup is depicted in figure 3.8.
The Keithley 2400 SourceMeter is a two-point/four-point terminal re-
sistance measurement instrument. It can be operated both in voltage and
current source mode. The response is measured as a voltage drop or current
either through two different connections, allowing four-point measurement, or
through the sourcing connections, in the case of two-point electrical charac-
terisation. Using a GPIB hardware interface in conjunction with a homemade
VisualBasic user interface, automatic data gathering was implemented.
3.4 Bead detection setup
A novel method of superparamagnetic bead detection is implemented (figure
3.9). To this end, a magnetic coil (radius 3cm) was integrated in the chamber
of an SEM. In the axis of the coil, the Hall sensors were mounted using a
PCB with an integrated chip carrier. The magnetic excitation field was hence
perpendicular to the sensor surface. In order to increase the magnetic exci-
tation field at the position of the sensor, a high permeability, low-remanence
core (E450-40, MicroMetals) was placed inside the coil. A power amplifier
(Hero PA508X power amplifier, Rohrer Munich), driven at a frequency of
17.3Hz set by a waveform generator (Hewlett-Packard 33120A), was used as
a current source. Using a current of 2A, a field of 12mT could be created at
the sensor’s location.
The setup provided a mean to place a superparamagnetic bead at an
arbitrary position with respect to the micromagnetic sensor. This was pos-
sible by the integration of an AFM cantilever attached to a three-axis piezo
actuator (SmarAct GmbH, Oldenburg, Germany). The actuator has a a
nanometric step resolution. However, in practice, visual feedback is lim-
ited to about 100nm due to the non-zero remanence of the magnetic core.
Hence, the movements of the nanomanipulator were calibrated before using
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Figure 3.8: Setup used for ex-situ electrical characterisation and ex-situ bead
detection, consisting of a LCC, a home-made PCB, a grounded switchbox and
the Keithley 2400 SourceMeter. For bead detection, a DC magnetic field was
generated below the PCB using bar magnets, an AC magnetic field was generated
above the PCB using a homemade coil and the SourceMeter is replaced with a
LockIn amplifier working at the AC magnetic field frequency.
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Figure 3.9: Setup used for in-situ bead detection.
the magnetic field.
The AFM tip (NSC15 non-contact cantilever, MikroMasch, spring con-
stant 40N/m) was used to pick up a single microbead and to position it
freely with respect to the sensor. A non-contact cantilever was chosen as it
had to exhibit a certain rigidity not to be deflected when scanning over the
microbeads. The in-situ nanomanipulation is shown in figure 3.10.
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Figure 3.10: In-situ bead placement for detection, as seen using the imaging
capabilities of the SEM. The insitu detection setup is tilted by 40◦ with respect
to the beam axis. 1) The AFM tip is approached close to the microbead. Us-
ing nanomanipulators, physical contact is made. By electron irradiation of the
contact, FEBID of chamber background hydrocarbons “solder” the bead to the
AFM tip. 2) View of bead fixed on AFM tip. 3) In-situ nanomanipulation with
electrically contacted CoC FEBID Hall sensor and AFM tip. 4) Using nanoma-
nipulation, the microbead can be approached towards the sensor or 5) retracted.
6) The bead is placed directly on top of the sensor.
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Chapter 4
Tuning the composition of
nano-composite Cobalt-Carbon
deposits
In this chapter, we show that the composition of deposits realized by FEBID
of Co2(CO)8 in high vacuum chambers can be tuned from 20at.% to 70at.%
using a variation of the pulse time of a pulsed electron-beam. The experi-
mental data can be described theoretically by using a novel, analytical model
of FEBID in the presence of two adsorbate species. We show that the rel-
ative surface adsorbate densities can be varied by the process parameters,
allowing to tune the outcome of the FEBID process. The general conditions
for this tunability are presented. The model is applied to our experimental
case consisting of Co2(CO)8 and background chamber hydrocarbons. The
experimental data is found to be in excellent agreement.
4.1 Introduction
It is known that focused electron beam induced deposition performed in high
vacuum (HV) microscope chambers suffers from co-deposition of background
pressure (p ≈ 10−6-10−5 mbar) hydrocarbons [21]. The injected functional
precursor gas molecule, often a metal-organic or metal-inorganic compound,
physisorbs together with the hydrocarbons on the substrate surface where
both molecules are dissociated by the focused electron beam. This is the
reason why carrying out FEBID in UHV environment [35] or doing pre-
deposition plasma cleaning of the surface in order to remove surface-adsorbed
hydrocarbons [131] have been identified as pathways to increase the metallic
concentrations in the deposits. Also, with the use of recently developed
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gas injection systems which allow the admission of two (or more) gases to
the substrate surface [36, 132], there is a need for an analytical description
of dual adsorbates FEBID model. This is especially important in light of
the fact that in certain cases, it is preferable to deposit a composite metal-
carbon nanostructure having the magnetic metal embedded as nanocrystals
in a carbonaceous matrix serving for mechanical stability and as oxidation
barrier in ambient or liquid atmospheres, for instance in magnetic scanning
probe applications [38, 57]. Beside the mechanical properties, nanocomposite
materials are known to have remarkable magnetic sensing properties that
can be exploited in sub-micron, high-sensitivity Hall sensors, as this material
exhibits a large extraordinary Hall effect (EHE) [20, 97]. A precise control
of the outcome of the FEBID process is thus required, as it dominantly
influences the magnetic sensing properties of the deposit (see Chapter 5).
This is why we present a study of the deposition process in planar deposits
obtained from dicobalt-octacarbonyl (Co2(CO)8). We find metallic concen-
trations that can be controlled between 20 and 70 at.% during the same
experiment. In [18, 19, 37, 62], Co concentrations in deposits from electron
dissociation of Co2(CO)8 between 35at.% and 97at.% are reported, obtained
in different experiments and with different beam currents. The differences are
usually attributed to thermal effects by local electron-beam induced heating
[18]. The importance of temperature-induced purification during the deposi-
tion process is highlighted in [65], where FEBID of Cobalt was carried out on
a heated substrate, showing a close correlation between substrate tempera-
ture and deposit purity. In our case however, for low beam currents (≤ 1nA),
Si covered by 200nm of thermally grown SiO2 as a substrate and for planar
deposits, MC simulation of electron-beam heating effects predict negligible
local heating.
This is the motivation to take into account co-deposition of hydrocarbons
present in the chamber background and to analytically model how the pres-
ence of two adsorbates will influence the deposition process in comparison to
the one-adsorbate process decribed in Section 2.1.3. We find that the devel-
oped model allows for a quantitative explanation of the Co:C ratio found in
the FEB induced deposits.
It must be noted that while the deposition of cobalt-containing pillars,
where the electron-beam is constantly illuminating a single spot on the sub-
strate, has been investigated in depth [18, 37, 39], the study of the linear or
planar deposition of Cobalt, where the beam is raster scanned over a certain
area, has only recently emerged [62–65].
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Figure 4.1: a) SEM images of 600nm square Co2(CO)8:hydrocarbon deposit
in top view and b) tilted (45◦) view. c) Deposition strategy. The rectangular
deposits are realized using a serpentine deposition path. ∆x and ∆y denote the
increment in x and y direction and are identical throughout the experiments.
Each pixel is irradiated for a dwell time td. The refresh time is the time elaps-
ing between to subsequent irradiations of the same pixel and is given by the
multiplication of the number of pixels with the dwell time.
4.2 Experiment
In the equipment described in chapter 3, FEBID of squares of dimensions
3×3µm2 and 600×600nm2 has been carried out from the precursor Co2(CO)8
(see figure 4.1a,b). Silicon chips of roughly 1cm2 with a 200nm-thick ther-
mally grown SiO2 layer were used as a deposition substrate. Before deposi-
tion, the substrate was cleaned in aceton, rinsed with propanol and blown
dry using nitrogen.
The precursor was delivered by means of our home-made GIS. The pre-
cursor flux during the experiments was about 4.4×1015 molecules/s, as es-
timated from mass loss measurements. According to our gas flow MC sim-
ulations [129], this translates into 1.5×1017 cm−2s−1 impinging on the FEB
irradiated spot. The operating pressure was ∼2×10−5 mbar and the residual
chamber pressure during deposition was ∼1×10−5 mbar, as estimated from
the pump time of the chamber (see figure 4.2a). The composition of the
chamber background was measured by a residual gas analyzer (RGA) and is
shown in figure 4.2b.
We used the XENOS lithography system to control the electron beam
during deposition. The deposition control parameters are the nominal pulse
duration td, i.e. the time the beam irradiates a pixel before moving to the
next, the inter-pixel distance ∆x, defined as the distance between two ad-
jacent irradiated pixels, and the refresh time tr, which measures the time
elapsed between two exposition iterations (see figure 4.1c). Dividing the to-




























































Figure 4.2: a) Evolution of the chamber pressure (as obtained by a 570l/s
oil-diffusion pump) with pump time, measured by a Penning-type cold cathode
ionization gauge. Empty squares indicate the values for the empty chamber, grey
squares the values for the chamber with the GIS installed. Full squares indicate
the pressure evolution in the presence of the precursor vessel inside the chamber,
while a flux of Co2(CO)8 is delivered by the GIS. Long-time measurement in this
case is prevented by the deposition of Cobalt inside the ionization gauge, leading
to erratic vacuum measurements (small squares). The right-hand axis gives the
estimated impingement rate in monolayer per second [133], under the assump-
tion that the residual gas is mainly water vapour or mainly octanol (C8H17OH).
b) Composition of the background of the experimental SEM chamber used for de-
position, in the absence of any precursor, as measured by a residual gas analyzer
(RGA).
4.3. EXPERIMENTAL RESULTS 57
tal irradiation time by the total exposed surface yields the total deposition
dose in C/cm2. In our experiments, squares with lateral dimensions of 3µm
and 600nm were deposited with a constant total deposition dose of 10C/cm2
and the dwell time was varied over two orders of magnitude (500ns to 50µs).
The refresh time was always kept ≥10ms, to ensure full replenishment with
precursor molecules between two irradiation iterations, taking τ ≈ 1ms as
a typical surface residence time [15]. Actual refresh times are given in ta-
ble 4.1, assessing full precursor replenishment during the refresh time. The
inter-pixel distance ∆x was set to 30nm. This compares to a beam diame-
ter (FWHM) of 70nm assessed experimentally using BeamMetr [128] for the
acceleration voltage (25kV) and beam current (1nA) used. Accordingly, a
given location on the substrate is irradiated by two consecutive pixels (i.e.
the beam overlap is 2), and the effective dwell time is the double of the nom-
inal dwell time. The total irradiation time per pixel is then the double of the
effective dwell time, as the overlap is present in both x- and y-direction.
The deposits were characterized with regard to the composition using
energy dispersive x-ray spectroscopy (EDX) at 3keV. The accuracy of the
compositional values obtained by this mean was checked to be correct within
±5at.% by calibration measurements on Cobalt-carbonate (CoCO3). The
height of the deposits was assessed by atomic force microscopy (AFM).
4.3 Experimental results
4.3.1 Composition
The metallic concentration of the deposits is found to be highly dependent
on the dwell time for 600nm squares, as shown in figure 4.3. For dwell
times below 1µs, Cobalt concentrations as low as 20at.% are found, while
dwell times of 20µs or more yield deposits with above 60at.% Cobalt. In
contrast, 3µm square deposits show a constant Cobalt concentration of 60-
70at.% independently of the dwell time used.
The balance of the composition contains Oxygen and Carbon. For the
600nm squares, the Carbon content scales inversely with the Cobalt content,
decreasing from about 70at.% for dwell times of 500ns down to 22at.% for
dwell times of 50µs, whereas the Oxygen level remains stable at around
18at.%. For the 3µm squares, the Oxygen level remains stable within the
measurement error at around 15at.% and a Carbon level of about 20at.% is
found.
The EDX measurements were performed by focusing a 3keV electron
beam on the center of the deposit, so that the escape cone for the X-rays has
58 CHAPTER 4. COMPOSITION








































Figure 4.3: Composition of the (3µm)2 and (600nm)2 deposits as measured by
EDX for varying dwell times. Within measurement uncertainty, the composition
of the deposited compound for the 3µm squares does not depend on the dwell time
and is Co2C0.6O0.4 (shown as rectangles).


















































































Figure 4.4: Heights of the investigated deposits. Left: (600nm)2 (full squares)
and (3µm)2 (open squares) Co2(CO)8 deposits. Right: (600nm)2 (full triangles)
and (3µm)2 (open triangles) deposits from chamber background hydrocarbons.
The hydrocarbon deposition was performed at 2×10−5mbar (upwards pointing
triangles) and 1×10−5mbar (downwards pointing triangles). The deposit heights
are measured by AFM and are taken in the center of the deposit in order to avoid
edge effects. All deposits were realized at the same electron dose of 10C/cm2.
a radius of well below 50nm. Thus, the discrepancy in the concentrations
found for the 600nm squares cannot be attributed to edge effects during the
measurement. Also, the height of the deposits characterized by EDX was
higher than the penetration depth of 50nm, so that there was no influence
of the substrate on the measured value.
4.3.2 Deposition rates
The deposit heights are reported in figure 4.4. The corresponding deposition
rates are obtained by dividing the heights by the total irradiation time per
pixel, as defined in the experimental section. As the total irradiation time
per pixel, the beam current and the beam diameter are constant throughout
all experimental series, the deposition rates are proportional to the deposit
heights. For the 600×600nm2 squares, the deposition rates are found to
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increase strongly for low dwell times (below 5µs), and are nearly constant for
dwell times above this threshold. For the 3×3µm2 squares, deposition rates
decreasing slightly with dwell time are found for all dwell times investigated.
As a reference, the hydrocarbon deposition rates, obtained by depositing
600×600nm2 squares in the absence of Co2(CO)8 precursor, are shown, for
background pressure of 1 and 2 ×10−5mbar. A strong dependency on the
dwell time is found in this case throughout the investigated dwell time scale.
Intuitively, the absolute value of the deposition rate (at comparable dwell
time) is found to be dependent on the background chamber pressure, i.e. on
the amount of hydrocarbon “precursor” available for the deposition process.
Comparable measurements for 3µm squares gave approximatively constant
deposition heights of 30nm in the center.
In figure 4.4, it can be seen that the thickness of (600nm)2 deposits from
Co2(CO)8 presents similarities with hydrocarbon dissociation for low dwell
times (high dependency on dwell time) and stabilizes for high dwell times
at values comparable to (3µm)2 Co2(CO)8 deposits. We propose that this
behaviour is due to co-deposition of both Cobalt carbonyl and background
pressure hydrocarbons, which reach the dissociation spot from gas phase and
by surface migration.
4.4 Analytical two-adsorbate model
The deposition rate model in the presence of a single species of substrate
adsorbate under focused electron-beam irradiation was introduced in section
2.1.3. The same formalism and notations are used throughout this section.
In order to model the change of composition with the exposure parame-
ters, we introduce the following generic electron-impact reactions of the two
adsorbate species A and B:
A+ e− → DA + VA + e− (4.1a)
B + e− → DB + VB + e− (4.1b)
Here, DA andDB are the non-volatile, deposited reaction products, whereas
VA and VB represent the volatile reaction products which desorb to the vac-
uum.
4.4.1 Deposition rates in the two-adsorbate model
We start to model surface adsorbate densities in the generic case where two
adsorbate species A andB are present. The principe of co-deposition is shown
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continuous gas
injection
















Figure 4.5: Schematic representation of the two-adsorbate model. (a) Before ir-
radiation, competitive adsorption from the gas phase leads to an equilibrium sur-
face density of both molecules according to their individual supply and desorption
rates. (b) Upon electron irradiation, the molecule with the larger electron-impact
dissociation cross-section is preferentially dissociated, say molecule B, and a B-
rich deposit forms. Consequently, the adsorbate equilibrium shifts to A-rich. (c)
If electron exposure continues an A-rich deposit is obtained. (d) If exposure is
interrupted, the initial adsorbate equilibrium re-establishes leading to a B-rich
deposit upon the next exposure pulse. From [134]
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in figure 4.5 and starts from the assumptions that both molecules reversibly
co-adsorb and that electron-impact dissociation of each adsorbate species
leads to deposition during an electron beam exposure pulse. Analytically,
in the presence of two precursors, competitive adsorption can be modelled
using the following system of inhomogeneous first-order differential equations

























where the first term accounts for surface adsorption sites already occupied by
the other species [135]. Here, J is the flux of impinging precursor molecules,
nML is the maximum monolayer density, s is the sticking probability and τ
is the residence time. Solving this differential equations system imposing full
replenishment 1 yields:
nA(t) = ndA + exp(−k¯dt) [∆nA cosh(κt) +NA sinh(κt)] (4.3a)
nB(t) = ndB + exp(−k¯dt) [∆nB cosh(κt) +NB sinh(κt)] (4.3b)
where
NA = [(k¯d − kdA)∆nA − kcA∆nB]/κ
NB = [(k¯d − kdB)∆nB − kcB∆nA]/κ
∆nA = nrA − ndA
∆nB = nrB − ndB
k¯d = (kdA + kkB)/2
κ =
√
(kdA − kdB)2/4 + kcAkcB
(4.4)
nrA and nrB represent the steady state surface density at full replenishment
(i.e. at td=0) and ndA and ndB represent the equilibrium surface density at
1The condition for full replenishment is fulfilled for kr · tr ) 1, i.e. when the refresh
time tr is much higher than the inverse of the rate constant for the replenishment process
kr as defined in equation (2.5).
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The model constants kdA and kdB, representing the rate constants of the
depletion processes, and krA and krB, representing the rate constants of the
replenishment processes were introduced in the frame of the single-adsorbate
model in section 2.1.3 in equation (2.5) and remain unchanged. The constants
kcA and kcB are a measure of the competitive adsorption between the two








It is readily seen that setting them to zero leads to the single-molecule model
given by equation (2.5).
The dissociation yield Y , describing the dissociative events per primary
electron, has been introduced in equation (2.6) for the single-molecule case.
In analogy, we introduce two dissociation yields YA and YB describing the










The dependence of the dissociation yields on the dwell time is shown exem-
plarily for the Co2(CO)8 model in figure 4.7.
The total deposition rate in the presence of two adsorbates is expressed
as the sum of the deposition rates for each species, as described in equation
(2.2), i.e. the dissociation yields (given by equations (4.7)) multiplied by the
incoming electron flux f and the volume of the decomposed molecule VA and
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Figure 4.6: a) Surface adsorbate densities and pulse-averaged surface adsorbate
densities and b) corresonding ratios. The example system is Co2(CO)8 (A) and
background hydrocarbons (B). The effect of competitive adsorption is visible: As
the dwell time td increases, depletion of the adsorbate B occurs. At td ≈ 80µs,
partial depletion of adsorbate A begins. This liberates surface sites, which are
filled by the adsorbate B. For this reason, a “bump” in the function nB(td) (and
a corresponding peak of the function nA/nB) occurs at around td ≈ 80µs.






[VAσAnA(t) + VBσBnB(t)] dt (4.8)
In figure 4.6a, the surface adsorbate densities nA and nB are plotted versus
the electron pulse time td. As the irradiation proceeds, one of the adsorbates,
say B, starts to be depleted and the surface adsorbate density moves toward
a lower equilibrium value. As the depletion of the other species, here A,
occurs, surface sites are liberated, which slightly increases the number of
surface adsorbates for the first species. The individual onset of the transition
from electron- to adsorbate-limited is given approximately by the inequality
td > (sJ/nML + 1/τ + σf)−1 for the specific molecule 2. The ratio between
the surface adsorbate densities is shown in figure 4.6b. In the example shown
(Co2(CO)8 and background hydrocarbons), the ratio of adsorbates present
at the surface can be changed by over two orders of magnitude by simply
changing the electron flux duration. This ratio peaks for the situation where
one of the adsorbate is in depletion and the other is still being deposited in
the electron-limited regime.
4.4.2 Composition of the deposit in the two-adsorbate
model
We have introduced the generic electron-impact reactions of two adsorbate
species A and B in equations (4.1). Using this notation, the deposit com-






where [DA] and [DB] are the concentrations of the non-volatile dissociation
products DA and DB. The yield ratio Z is determining the range within
which variation in composition can be realized by tuning the depletion state
of the adsorbates; more precisely, the extent to which the process is tunable
is given by the comparison of the yield ratio Z0 = limtd→0 Z(t) close to
very short pulse times and the yield ratio Z∞ = limtd→∞ Z(t) for pulse times
tending to infinity. The higher this ratio Z0/Z∞, the broader the composition
window tunable by selective depletion.
2The exact onset depends on the variables given by equation (4.4)
66 CHAPTER 4. COMPOSITION





































Figure 4.7: Calculated dissociation yields per primary electron YA and YB (as
introduced in equation (2.6)) and yield ratio Z (given by equation (4.9)) versus
electron beam dwell time. The example system is Co2(CO)8 (A) and background
hydrocarbons (B). The yield ratio is a measure for the ratio of non-volatile
fragments of molecule A and B in the FEB deposit .
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For very small exposure times, both reactions (4.1) are electron-limited
and the composition is proportional to the ratios of the electron impact disso-
ciation cross-sections σA and σB, the residence times τA and τB, the sticking
probabilities sA and sB and the molecule fluxes JA and JB of both adsorbates.
The composition is independent on the electron flux f vor very small expo-
sure times. Experimentally, a higher metallic concentration in the deposit
for a given system of two adsorbates can be obtained by either increasing the
partial pressure of the metal-containing precursor or by reducing the par-
tial pressure of the other species, i.e. increasing the molecular flux JA or
decreasing JB.





From this relation follows that in order to change the composition to
a value different than already obtained at very small exposure times, at
least one of the electron-impact reactions must be driven into the molecule-
limited regime. This requires to adjust the electron flux such that σAf ) τ−1A
or/and σBf ) τ−1B , in other words, for at least one adsorbate, decomposition
by the electrons should proceed at a faster rate than spontaneous thermal
desorption. If the conditions for the molecule-limited regime are fulfilled for
both adsorbates, equation (4.11) simplifies to Z∞ ≈ (saJa)/(sBJB) and the
final decomposition product for high electron beam pulse times is given by
the ratio of the molecular fluxes and the corresponding sticking probabilities.
The ratio between the calculated yield ratios is a measure of the tunability




= 1/f + σAτA1/f + σBτB
(4.12)
For sufficiently high electron fluxes f , the ultimate tunability is deter-
mined by the ratio σAτA/σBτB. Replacing an adsorbate species with a species
exhibiting a higher dissociation cross section σ will lead, as is readily seen
from equation (4.10), to a modified composition for short pulse durations,
exhibiting a larger contribution from this deposited species. For long pulses,
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a higher cross-section will also lead to a higher contribution of this species
to deposition.
Upon heating of the substrate, the residence time will vary, according
to τ(T ) = τ0 exp(Edes/kT ), where Edes represents the activation energy for
desorption [15]. As a consequence, a temperature increase will change the res-
idence time ratio in equation (4.10) towards a situation where comparatively
longer residence time is obtained for the species with the lower activation
energy for desorption. This would enhance the relative contribution of this
species to the deposition at short pulse times. However, the shortening of
the residence times induced by the heating will eventually lead to a situation
where the major pathway of adsorbate removal is through thermal desorp-
tion, i.e. 1/τ ) σf , and the tunability of the process vanishes.
4.4.3 Application of the model to the experimental
system
We now proceed to applying the two-adsorbate model developed to the de-
position system consisting of Co2(CO)8 and a model hydrocarbon. In the
high vacuum (HV) chamber, a significant amount of residual species par-
ticipate in the deposition process, as can be seen in figure 4.2b. The most
abundant species in the chamber background are water vapor and hydrocar-
bons. From figure 4.2b we estimate that about half of the molecules present
in the chamber background are water, with the balance consisting mainly of
hydrocarbons. It is known that carbon-deposition by hydrocarbon decom-
position and carbon-etching by water vapor are concurrent processes under
electron irradiation [135, 136]. Physisorbed water on carbon surfaces dissoci-
ates under electron-impact to highly reactive species, which react to volatile
carbon compounds, thus etching (nanosized) holes in the carbon substrate
when a stationary focused electron beam is used [137]. The average residence
time for the physisorbed water is below 1µs on stainless steel [133, 138]; in
[136], a mean surface residence time of 160ns was estimated for H2O on a
In0.6Ga0.4As surface. Part of the adsorbed water however stays on the surface
for much longer [138]. For the water vapor having a net etching effect over
hydrocarbon decomposition and deposition, it was found that the water va-
por must be present at very high pressures (>1mbar, corresponding roughly
to 3.5×105ML/s) [136]. This is the reason why we disregard the water vapor
with regard to its influence, at 10−6-10−5mbar, typical for our experiments,
on the metal-to-carbon composition. Still, two effects of the water vapor
are possible. First, it could in some cases oxidize the deposited metal [36].
Second, it could have an effect on the number of free adsorption sites, thus
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reducing the adsorption of Co2(CO)8 or the hydrocarbon species. However,
due the small molecular area, the cross-interaction kc of the water vapor
(see equation (4.6)) is small as compared to the cross-interaction between
Co2(CO)8 and a model hydrocarbon (see table 4.1).
The chamber background hydrocarbons are generally believed to consist
of several species of hydrocarbon molecules. From the RGA data shown
in figure 4.2b, we indeed infer the presence of several hydrocarbon species
with atomic masses above 45 atomic mass units. For the sake of the ap-
plication of the two-adsorbate model to this specific experimental case, a
model hydrocarbon had to be chosen. We chose different plausible hydro-
carbon model molecules which are shown in table 4.1. Octanol (C8H17OH)
is present in our atmospheres as a result of combustion engines. A five-
ring polyphenyl ether (PPE, C30H22O4) and its decomposition products, the
three-ring PPE C18H14O2, diphenyl ether C12H10O, phenol C6H6O and ben-
zene C6H6 are plausibly present in the chamber as the five-ring PPE was used
as vacuum oil in the oil diffusion pumping system. Isopropanol C3H8O or
acetone (CH3)2COmight be present as residues from the sample cleaning pro-
cedure. It was found that the quantitative application of the two-adsorbate
model was not relying crucially on the choice of the model hydrocarbon,
mainly because the used dissociation parameters for the model hydrocar-
bon were retrieved by fitting the deposition values under single-adsorbate
conditions in our experimental environment. The single most-important pa-
rameter determining the quality of the fit of the two-adsorbate model with
the composition of the deposit was found to be the number of Carbon atoms
per dissociated molecule volume V .
4.4.4 Estimation of molecule parameters using the single-
adsorbate model
In order to apply the two-adsorbate model to the system Co2(CO)8 and a
model hydrocarbon, one needs to estimate the input parameters, namely
the molecular flux J , the sticking probability s, the electron flux f , the
monolayer densities nML, the dissociation cross-section σ, the mean surface
residence time τ . In the following, we discuss how estimates were found for
the model parameters in the Co2(CO)8 and model hydrocarbon system. All
model parameters are shown in table 4.1.
Molecular and electron flux, and monolayer densities
The impinging molecular flux JA of Co2(CO)8 during the experiments was
about 4.4×1015 molecules/s, as estimated from mass loss measurements.





















































Figure 4.8: Experimental values and single-adsorbate model fits of the vertical
deposition rate R according to equation (2.8). a) Deposition rates of (600nm)2
hydrocarbon deposits at 1 and 2 × 10−5 mbar. b) Deposition rates of (3µm)2
deposits from Co2(CO)8 and hydrocarbon at 1×10−5 mbar. The total electron
dose for all deposits was maintained constant at 10C/cm2. Experimental values
are measured in the center of the deposits to avoid edge effects.
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According to gas flow MC simulations [129], this translates into 1.5×1017
cm−2s−1 (or approximately 600 monolayers (ML)/s) impinging on the FEB
irradiated spot. The impinging flux JB of the hydrocarbon was estimated





where p is the chamber pressure, MB is the molar mass of the model hy-
drocarbon, T is the temperature, NA is Avogadro’s number and R is the
gas constant. The corresponding values are given in table 4.1. As the im-
pinging flux of hydrocarbon is dependent on the residual chamber pressure,
the dosing of the hydrocarbon flux could be experimentally implemented by
variation of the pumping time prior to the deposition experiments. For this
purpose, the pressure versus pumping time of the experimental chamber was
calibrated (see figure 4.2a).
The electron flux was calculated from the electron beam current as mea-
sured in a Faraday cup (1nA) and the beam FWHM of 70nm, corresponding
to a PE flux of 1.7 × 1020 cm−2s−1 (assuming a flat-top beam).
The sticking probabilities sA and sB are unknown parameters and we
assumed sAJA = JA and sBJB = JB, i.e. the sticking probabilities were
assumed unity. Turning back to equations (2.5b) using the values given
for the Co2(CO)8 and model hydrocarbon system, it is apparent that the
rate constants kdA, kdB, krA and krB are not limited by the incoming flux of
molecules, but rather by thermal desorption (in the case of the replenishment
process) or by electron-beam induced dissociation (for the depletion process).
Hence, assuming sA = sB = 1 induces at worse a proportional error factor
on the surface adsorbate densities nd and nr given by equation (2.5c) but
does not affect the discussion of the effect of compositional variations by the
variation of the electron beam pulse duration.
The monolayer densities nML,A and nML,B were estimated using the mole-
cule’s area. For the estimation of the decomposed volume of the adsorbates,




where M is the molar mass and ρ is the density of the deposited material. In
the case of Co2(CO)8, the density of the decomposed material Co2C0.6O0.4
was estimated by taking a weighted average between the density of Co and
the density of the amorphous carbon matrix, the weight coefficient being
given by the atomic composition of the deposit [39]. The decomposed vol-
ume of Co2C0.6O0.4 was estimated to 3.8×10−2 nm3. This value compares
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with 6.3×10−2 nm3 used for the FEBID product of W(CO)6 in [30]. For the
hydrocarbon, one can use the density of the undissociated molecule. How-
ever, this approach is prone to overestimation. A better estimate might be
given by the value of the amorphous matrix given in [39] (ρ = 1.5g/cm3).
This value compares to the density obtained for the result of electron-beam
dissociation of organic precursors for the deposition of Carbon [139]. This
“generic hydrocarbon” has a composition of C9H2O, comparable to the re-
sult of hydrocarbon deposition under our experimental conditions, and has a
reported density of 1.7g/cm3 as estimated from a Rutherford backscattering
spectrometry experiment [140].
Average surface residence time and electron-impact dissociation
cross-section
One is left with the residence times τA and τB and the electron-impact dis-
sociation cross-sections σA and σB which are a priori unknown molecular
parameters. They were retrieved by fitting the deposition rates of the square
deposits obtained under single-adsorbate conditions (see section 4.3) using
the deposition rate equation (2.8).
For hydrocarbons, single adsorbate conditions were realized by injecting
no precursor gas molecules; the remaining background water molecules and
their related carbon etch rate can be neglected at this pressure [135, 136].
The fit of the (600nm)2 square deposits shown in figure 4.8a was performed
according to equation (2.8) at two background pressures. They were used
to extract the corresponding σB and τB values. The corresponding values
are given in table 4.1. The hydrocarbon deposition rate at the centre was
seen to be very size-dependent when comparing these deposition rates with
(3µm)2 structures in figure 4.8b. This is due to adsorbate surface diffusion:
the smaller the (deposit) size the larger becomes the contribution of surface
diffusion for adsorbate supply and thus the deposition rate.
This effect was used to achieve quasi single-adsorbate conditions for
Co2(CO)8, which were realized by depositing (3µm)2 squares keeping the
hydrocarbon supply by surface diffusion confined to the deposit rim. AFM
measurements showed the rim to be about 1µm wide and EDX confirmed a
larger variable carbon content in this region (see figure 4.10). From figure
4.8b, it follows that the deposition rate for Co2(CO)8 and 10−5 mbar hy-
drocarbon backpressure plateaus at 245 nm/s in the electron limited regime.
For the same conditions the hydrocarbon deposition rate stays roughly con-
stant at 35 nm/s, being less than 15%, thus allowing the extraction of σ and
τ data for Co2(CO)8 under conditions close to single adsorbate deposition.
The corresponding values are given in table 4.1. A fitted σ(Co2(CO)8) of
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5×10−3nm2 is found, which corresponds to the value obtained from fitting
the shape of dot deposits in [141].
For all single-adsorbate deposits, a refresh time tr of 10ms, during which
the electron-beam was blanked, was used in order to allow full replenish-
ment of the surface with the adsorbate to the equilibrium state nr. In the
case of Co2(CO)8, the fitted values for σ and τ are uniquely determined, as
the experimental values describe the electron-limited and the onset of the
precursor-limited regime, imposing two independent constraints on equation
(2.8). The uniqueness of the fit is represented graphically in figure 4.9a. In
the case of hydrocarbon deposition, only τ is uniquely determined, and σ
represents a lower boundary estimation. Variations of the model deposition
rates with varying σ and τ values are shown in figure 4.9b.
Surface diffusion
We now turn to the question of surface diffusion. It is known that surface dif-
fusion can represent a substantial pathway of molecular supply to the FEBID
process [15]. However, in equation (2.3) and (4.2), the surface diffusion is not
explicitely taken into account. This allows us to derive an analytical solution
in equation (4.3) and to derive general observations about the tunability of
the codeposition process.
We estimate the importance of surface diffusion using the height profile of
3µm square deposits. In figure 4.10, the height profiles of (3µm)2 deposits are
plotted in the case of Co2(CO)8 and hydrocarbon deposition. Both profiles
were measured on deposits with a dose of 10C/cm2 and a dwell time of
td=10µs. Clearly, the deposition of the hydrocarbons is diffusion enhanced
and one obtains the profile typical for this deposition regime [44, 64]. The
profile is inclined towards the center of the deposit, as the effect of surface
diffusion decreases as the precursor refresh pathway. From the profile, it
appears that the diffusion length of the hydrocarbons is greater than 1.5µm
under our experimental conditions. However, the edges of the 3µm Co2(CO)8
exhibit a rim of about 1µm due to surface diffusion of hydrocarbons at the
edges of the deposit. The diffusion length of the hydrocarbons appears to be
shorter on the CoC deposit.
Surface diffusion is a thermally activated process, where a rupture of
the bond between the adsorbate and the surface occurs and an analogous
bond with an adjacent adsorption site is formed [15]. It is important to note
that the case of a scanned beam differs from the steady-state case in that
the depletion of surface adsorbed species is a function of location and time.
Hence, surface diffusion depends not only on the level of depletion of the
irradiated pixel, but also on the level of depletion of neighboring locations,
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Figure 4.9: a) Variations of the fit parameters σ and τ and influence on
the Co2(CO)8 deposition rates. Full squares are the experimental data points
from figure 4.8b. The base line (full line) corresponds to the model using
σ=5×10−3nm2 and τ=720µs. In the electron-limited regime, the deposition rate
is proportional to the electron dissociation cross-section σ (see equation (2.8)).
Furthermore, we have σf ≈ τ−1 ) sJ/nML so that the onset of the depletion
given by td > k−1d is determined by both σ and τ . b) Variations of the fit param-
eters σ and τ and influence on the hydrocarbon deposition rates. Full triangles
are the experimental data points from figure 4.8a. The base line (full line) cor-
responds to the model using σ=2.3nm2 and τ=90µs. The fitted σ represents
a lower boundary estimation, as only depleted deposition was measured experi-
mentally. Here, we have σf ) τ−1 ) sJ/nML so that the depletion process is
mostly governed by the dissociation cross section σ. Here, variations of τ express
themselves by variations of the adsorbate density at replenishment nr.
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Figure 4.10: AFM profile of a (3µm)2 deposit of Co2(CO)8 (black squares)
and hydrocarbon (grey triangles). The dwell time was td=10µs in both cases.
Both depositions where carried out at a background chamber pressure of ≈
1×10−5mbar.
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so that it is not straightforward to precisely model surface diffusive effects
on the scale of the deposit.
In our case, the values of σ and τ were fitted on 600nm square deposits in
the case of hydrocarbons, so that the application to square deposits of 600nm
under co-deposition conditions remains systematically correct. The values of
σ and τ were fitted on 3µm square deposits in the case of Co2(CO)8, but it
is apparent that surface diffusion plays a much lower role in the transport of
fresh precursor under the experimental molecular flux and at the size scales
we have, as can be inferred by the flat height profile in figure 4.10.
It has been suggested that surface diffusion leads to an increase in the
residence time τ , so that τ would constitute an effective residence time in-
cluding spontaneous thermal desorption and surface diffusion [15]. While
this might hold true in the single-spot irradiation situation, we find that this
pathway is not sufficient to quantitatively model the deposition rates for the
3µm square and 600nm square deposits of hydrocarbon. In other words, it is
not possible to fit a single σ value which would allow to describe both depo-
sition rates (of the 600nm and 3µm hydrocarbon squares) using an increased
τ value for the smaller deposit. In the case of a planar deposit, surface diffu-
sion also depends on the depletion level of adjacent pixels, which is linked to
the deposition strategy shown in figure 4.1b. By scanning the electron beam
in a (line-by-line or peripherical) serpentine path, the line refresh time, de-
fined as the time elapsing between the irradiation of two adjacent lines of
the serpentine pattern, is becoming size dependent, all other experimental
conditions being equal. When there is a beam overlap and the line refresh
time is shorter than the full replenishment time, the assumption that full
replenishment of the adsorbates is achieved between the irradiation pulses
does not hold any more and the exact surface densities (as opposed to the
model approach) become intrinsically dependent on the size of the planar
deposit.
It is hence important to note that in the system Co2(CO)8 and hydrocar-
bon, smaller deposits (within the diffusion length of the hydrocarbons) are
thus richer in Carbon, as the contribution from the hydrocarbon is increased
by surface diffusion. In fact, what we call quasi-single adsorbate conditions
is a geometry where the contribution of hydrocarbon supply by surface dif-
fusion is negligible. However, it must be emphasized that the model is still
universally applicable, if one knows the electron-impact dissociation cross-
section σ and the surface residence time τ , as long as the conditions under
which they have been measured are known.
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Figure 4.11: Application of the two adsorbate model to the system Co2(CO)8
and hydrocarbon. The two-adsorbate system consists of Co2(CO)8 at a flux of
1.5×1017cm−2s−1 and hydrocarbon at a flux corresponding to 1×10−5 mbar resid-
ual pressure. Octanol is taken as the model molecule for hydrocarbons. The total
electron dose for all deposits was maintained constant at 10C/cm2. a) Deposition
rates of (600nm)2 deposits. The full line shows the corresponding model predic-
tion (equation (4.8)). The dashed lines show the respective contributions from
each species to the overall deposition rate. b) Measured composition of (600nm)2
deposits from Co2(CO)8:hydrocarbons under two-adsorbates conditions with the
model prediction shown as an overlay.
4.4.5 Application of the model to the experimental
system
Deposition rates
The deposition rates calculated from the two-adsorbate model are compared
with experimental rates in figure 4.11a. The corresponding yields YA and
YB are shown in figure 4.7. For short pulse times, the deposition process is
predominantly driven by the dissociation of hydrocarbons; for longer pulse
times, the contribution of the hydrocarbons to the deposition process de-
creases, as the deposition is driven into a molecule-limited regime for the
hydrocarbon.
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Composition
The “translation” of the model Z values (equations (4.10) and (4.11)) into
the deposit composition requires knowledge about the composition of the
adsorbate dissociation products DA and DB. Depending on the nature of
the parent adsorbates, the dissociation products are either pure elements
or compounds made up of additional elements from the parent adsorbate
molecule. Under our quasi single-adsorbate conditions, the dissociation prod-
uct of cobalt carbonyl adsorbates was approximately Co2C0.6O0.4 for all ex-
posure times, as is shown in figure 4.3a. Of note is that this includes co-
deposition of the hydrocarbon species at a relative rate of ≈15% with re-
spect to the Co2(CO)8 deposition rate as discussed in section 4.4.4. Taking
the co-deposition of the hydrocarbon under the quasi-single-adsorbate con-
ditions into account, a composition of Co77C9O14 is found, giving a more
precise measure of the dissociation product of Cobalt carbonyl under single-
adsorbate conditions in our experimental setup. The EDX measurement have
been calibrated to 2 Co atoms, i.e. we assume that no Co-containing, volatile
fragment is produced during the electron-impact dissociation of the parent
compound. It is important to note that the composition of this deposit mate-
rial obtained from electron impact dissociation of the quasi single-adsorbate
species Co2(CO)8 is constant for the investigated pulse times (see figure 4.3a).
Hence, the observed compositional variations in the two-adsorbate conditions
can not be explained by a more complete dissociation of the parent compound
with increasing electron beam pulse time.
The electron-impact dissociation product of the hydrocarbon species un-
der single-adsorbate conditions showed a carbon-to-oxygen ratio of about
8.5:1, which is close to the ratio found in deposits from other organic pre-
cursors (C9H2O) [139]. Hence, the model hydrocarbon molecule with initial
composition CxHyOz is dissociated into a non-volatile deposit with composi-
tion CxCHyCOzC , where xC/zC=8.5. Assuming x ≈ xC , i.e. that the majority
of the C atoms of the model hydrocarbon molecule are being incorporated
into the deposit as a result of electron-impact dissociation, one obtains an
estimate of the number of atoms incorporated into the deposit. In the case
of the example molecule octanol, the relation is C8H17OH→ C8O0.95.
We are now ready to apply the dissociation products in order to calcu-
late the atomic composition of the overall deposit. For this step, we call
YCo2(CO)8 and YCxHyOz the dissociation yields for Cobalt carbonyl and the
hydrocarbon. The product of the Cobalt carbonyl dissociation is refered to
as CoxCoCyCoOzCo and the product of the hydrocarbon dissociation is refered
to as CxCHyCOzC . It is then possible to express the outcome of the FEB
induced deposition in this two adsorbate system using the following, general
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relations:
[Co] = YCo2(CO)8 · xCo
YCo2(CO)8(xCo + yCo + zCo) + YCxHyOz(xC + zC)
(4.15)
where the numerator represents the number of deposited Co atoms per elec-
tron, and the denominator represents the total number of deposited atoms
per electron. Similar expressions can be found for the Oxygen and Carbon
contents:
[C] = YCo2(CO)8 · yCo + YCxHyOz · xC
YCo2(CO)8(xCo + yCo + zCo) + YCxHyOz(xC + zC)
(4.16)
[O] = YCo2(CO)8 · zCo + YCxHyOz · zC
YCo2(CO)8(xCo + yCo + zCo) + YCxHyOz(xC + zC)
(4.17)
where YCo is the dissociation yield of Co2(CO)8 and YC is the dissociation
yield of octanol. The model values are plotted together with the mea-
sured composition under two-adsorbates conditions in figure 4.11b. The two-
adsorbate model derived in this chapter is found to be in excellent agreement
with the experimentally observed variations in deposit composition.
4.5 Conclusions
In conclusion, the two-adsorbate model developed in this chapter shows that
tuning of the deposit composition can be straightforwardly achieved by vary-
ing the process parameters (electron beam dwell time, electron flux) in the
presence of two adsorbed species. The tuneable composition window is deter-
mined by the adsorption and supply rate of each adsorbate as well as their
electron-impact efficiencies and their non-volatile reaction products. This
opens the door to the controlled tuning of specific composite compositions in
nanosized deposits, allowing to tailor the physiscal properties of this material.
Chapter 5
Magnetic sensing properties
In this chapter, we systematically study the electrical and magnetic sensing
properties of granular Co-C nano-Hall sensors fabricated by focused electron-
beam induced deposition and compare them with the properties of focused
ion-beam fabricated sensors. The Hall response to an applied external mag-
netic field is measured and discussed. This analysis allows access to material
properties such as the extraordinary Hall resistivity at saturation, or the av-
erage nanocrystal size. The sensor performance is discussed and the Co-C
nano-granular sensors are found to exhibit a high resolution to highly local-
ized magnetic flux changes.
5.1 Introduction
FEB induced deposits of Co2(CO)8 have been shown to consist of Co nanocrys-
tals embedded in an amorphous carbonaceous matrix [18, 19]. The size of
these nanocrystals is in the range of 2-5nm, which is below the critical dimen-
sion for single magnetic domain size, which is about 10nm for Co particles
[142]. This makes this material superparamagnetic. At room temperature,
the magnetization of the nanocrystals is not frozen along a given anisotropy
direction. Rather, thermal energy is sufficient to reorient the magnetization
of the single nanocrystals so that the average magnetization of the material
is zero. Below a certain blocking temperature however, the magnetization of
the nanocrystal would remain fixed and the material would exhibit a ferro-
magnetic behaviour. At room temperature, and in the presence of an external
magnetic field, the magnetic moments of the nanocrystals are aligned and
the material exhibits a high magnetization.
The electric transport in these nanocomposite films is dominated by
strong intergrain scattering [37, 62]. Hence, the resistivity depends both on
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the nanoparticle sizes (r) and their average spacing (d) [143]. It was shown
that the extraordinary Hall effect can be strongly enhanced by augmenting
the scattering in a ferromagnetic film [144], an effect known as the Giant Hall
Effect (GHE). For this reason, there is an enhancement of the EHE in the
Co:C nanocomposite structures when electronic conduction is taking place
in a regime close to the percolation threshold.
The ability to deposit structures locally and with arbitrary geometry us-
ing FEBID, combined with the EHE found in CoC nanocomposite material,
makes this material a very promising candidate for the use in Hall elements
[20], allowing the detection of highly localized, spatially inhomogeneous mag-
netic fields produced by dipolar sources such as the magnetic beads used for
biological assays [145], magnetic grains used in magnetic recording [146] or
further applications where a high spatial resolution to magnetic fields is es-
sential [147, 148].
In this chapter, we discuss the characteristics and performances of 26
FEBID Hall elements realized during this thesis. Their properties are com-
pared to the properties of 7 FIBID Hall elements and 1 pure Co Hall element
realized as references. We discuss the properties in light of the figures of
merits for micromagnetic sensors used for bead detection, as introduced in
section 2.2.3 and show that the nanocomposite CoC material obtained by
FEBID of Cobalt carbonyl is suited for the fabrication of small size, high-
resolution magnetic sensors.
5.2 Experiment
Hall sensors have been deposited by FEBID and FIBID of Co2(CO)8 on Si
substrates with a thermally grown oxide layer of 200nm thickness. Cr-/Au-
electrodes were defined by lithography on the substrate with a gap of 2µm
between them and FEBID was carried out between the electrodes, thus pro-
viding electrical contact to the deposited Hall structures (see figure 5.1). For
the FEB induced deposition, a 25keV, 1nA beam was used. For the FIB
induced deposition, a 30keV Ga beam with a current of 12pA was used. De-
position was carried out using the shortest experimentally available dwell
time (100ns nominal) in order to reduce the effect of FIB milling on the de-
posit. The deposition parameters and geometries were varied. The lateral
dimensions of the deposit were assessed on top-view SEM imaging, while the
thickness of the deposits was measured on highly tilted high-resolution SEM
images or using Atomic force microscopy (AFM). The deposited sensors had
thicknesses in the range of a few tens to a few hundreds of nanometers. The
as-deposited sensors exhibited widths between 200 and 500nm. A reference
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sensor was fabricated by electron-beam lithography, electron-beam evapora-
tion of Co and subsequent lift-off. This sensor had an nearly square active
area of 1500nm side length and a thickness of 80nm.
For the magnetic characterization the sensors were placed in an electro-
magnet with a gap of about 10cm between the polar pieces. This allows to
vary the angle between the field and the sample. The maximum external field
produced is little above +/- 2T DC (for 150A). The Hall voltage response
versus applied field was recorded at room temperature and with the applied
field perpendicular to the sensor. The sensor was biased using a DC current
source. The current was ramped until drift appears on the voltage due to
Joule heating. This defines the maximum allowable sensing current Imax as
introduced in 2.2.3. The electrical resistance was measured using the setup
given in chapter 3. A grounded BNC box was used for ESD protection and
provided a terminal for conducting 2-points measurement on the structure.
The corresponding electrical resistivity values were then determined from the
geometrical dimensions of the sensors.
5.3 Hall curve analysis
A typical voltage response of a FEBID sensor is shown in figure 5.2 and the
typical response of a FIBID sensor is shown in figure 5.3. In the following
we introduced the methodology used to analyze Hall voltage response to a
magnetic field and link it to the magnetization in the Hall element.
5.3.1 Methodology
Linear fit of the Hall response
The Hall voltage measured under varying magnetic field is a measure of the
Hall resistivity of the material as defined in equation (2.29) in chapter 2:
ρH = ρOHE + ρEHE = µ0(ROHz +RSMz) (5.1)
where the coefficients RO and RS are the ordinary and extraordinary Hall
constants, Hz is the applied field in the direction perpendicular to the Hall
sensor and Mz is the magnetization of the sensor material in the direction
perpendicular to the Hall sensor. The OHE depends linearly on the applied
field Hz whereas the EHE depends on the magnetization Mz of the sensor.
The Hall voltage is expressed from equation (5.1) by:
UH = ρH · lw · tImeas = µ0(ROHz +RSMz)
l
w · tImeas (5.2)
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Figure 5.1: Example of FEBID CoC Hall sensors geometries realized. 1) Sim-
ple two-lines Hall sensor. In the tilted view (2) it is apparent that the deposit
is thicker at the active area. 3) and 4) (tilted view) Hall sensor consisting of
three rectangular FEB induced deposits. The resistance in the longitudinal and
transverse directions differ. 5) and 6) (tilted view) Hall sensor consisting of a
thin active area contacted by four FEBID lines.
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Figure 5.2: Typical Hall voltage response of a CoC nanocomposite FEBID
sensor to an applied magnetic field and characterization using a) linear fits and
b) Langevin fit. See text for details.
where l, w, t are the length, width and thickness of the sensor.
Accordingly, two regions can be distinguished in the Hall response as
shown in figure 5.2. Around zero field, the response is driven primarly by
the growing contribution of the EHE, leading to a high sensitivity SI to
the magnetic field. Above a certain saturation field Bsat, the Hall response
decreases slowly, with a slope determined by the amplitude of the OHE. As
a consequence, the two regions of the Hall response can be fitted linearly as
shown in figure 5.2a. The sensitivity SI , given by the slope of the Hall signal
UH close to zero applied field H , is retrieved from the Hall response by fitting









It is also possible to fit the slope of the Hall response at high field (B >
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Figure 5.3: Typical Hall response of a CoC nanocomposite FIBID sensor and
characterization using a linear fit.
valid for square sensor surfaces and where t denotes the sensor thickness. As
has been seen in chapter 2, the OHE is dependent on the geometry of the
sensor. However, as ρOHE + ρEHE in the superparamagnetic material, the
OHE is small as compared to the EHE (|RO/t|+ |SI |) and can be neglected
by approximating UH(H > Hsat) ≈ Umax.
The saturation field Bsat = µ0Hsat can be obtained from the intersection
of the ordinary Hall response at high fields with the EHE response as is







Hence, a simple linear fitting routine allows to find values for the field
sensitivity SI and the saturation field Bsat Knowing the dimensions of the
Hall sensor, the OHE constant RO can be obtained.
Langevin fit of the Hall response
As has been said in the introduction, the nanocomposite CoC material ob-
tained by FEBID is granular and consists of Co nanocrystal with sizes be-
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low 2-5nm which are embedded in a carbonaceous matrix [19, 134]. The
nanoparticles are single domains and form films which are superparamag-
netic at room temperature. If the interactions between nanoparticles are
negligible, the magnetization of a superparamagnetic material is described
by the Langevin theory for paramagnetism which describes the variation of
the magnetization with the external magnetic field:
Mz =MsL(〈µ〉µ0H/kBT ) (5.6)
where L(x) = coth x − 1/x is the Langevin function. Here, Ms is the sat-
uration magnetization, kB is the Boltzmann constant and T is the temper-
ature. 〈µ〉 is the average nanoparticle magnetic moment. The Langevin
function describes the alignment of the magnetization of the single-domain
Co nanocrystals to the applied field.
As is given by equation (5.1), the Hall voltage depends on the magneti-
zation. Hence, ρOHE + ρEHE, the Hall voltage represents a measure of the
magnetization in the active area of the Co-C sensor. For this reason, we fit
the Hall response by a Langevin function using the following relation:




where l, w and t are the dimensions of the active area of the Hall sensor and
a = 〈µ〉µ0/kBT is the Langevin factor. As has been introduced before, RO
is the ordinary Hall coefficient, RS is the extraordinary Hall coefficient, MS
is the saturation magnetization and Imeas is the measurement current passed
through the sensor.
We now discuss which are the independent parameter set that can be
obtained by the Langevin fit. For this, we assume a square Hall sensor active
area, i.e. w=l, as well as knowledge of the measurement current Imeas. From
the Langevin fit, the following independent parameters can be obtained (see
figure 5.2b):
• The extraordinary Hall resistance at saturation RSMS/t, corresponding
to the intercept of the linear extrapolation of the high-field response of
UH/Imeas with the y-axis, in units of Ω.
• The ordinary Hall resistance RO/t, corresponding to the linear slope of
the high-field response of UH/Imeas, in units of Ω/T.
• The Langevin factor a as defined above, in units of T−1, which is de-
termined by the steepness of the low-field Hall response.
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The saturation field Bsat and the sensitivity SI can be derived from the
fitted Langevin parameter sets, provided the thickness t (or, in the case of a
non-square active area, the dimensions l,w,t) is known. For the derivation of
these relation, we use the mathematical derivative of the Langevin function
around zero given by δL(x)/δx|x=0 = 1/3. For square deposits and knowing
the deposit thickness, one finds the expression for the field sensitivity SI by







= SI · Imeas = RSMS
t
· Imeas a3 (5.8)
⇔ SI = RSMSt
a
3 (5.9)
Neglecting the contribution from the OHE and using the relation (5.9),
the following expression for the saturation field Bsat is found:




⇔ Bsat = 3/a (5.11)
The Langevin fit is shown in figure 5.2b for an example FEBID sensor and
is compared with the linear fit. The fitted values for the field sensitivity SI
and the saturation field Bsat are found to be in good agreement. For compar-
ison, a typical Hall response for the case of a FIBID CoC Hall sensor is shown
in figure 5.3. It must be noted that for FIBID samples with Co concentra-
tion ≥70at.%, the assumption that the interactions between nanoparticles is
negligible does not hold true and the observed behavior under magnetic field
is not well described by a Langevin function.
Estimation of the average nanocrystal size using the Langevin fit
The Langevin fit of the Hall response yields access to the average nanocrystal
magnetic moment 〈µ〉, which is encoded in the Langevin factor a:
a = 〈µ〉µ0/kBT (5.12)
The magnetic moment per pure Co atom in a lattice has been measured to
nB=1.72µB, in units of Bohr magnetons (1µB=9.28×10−24J/T) [149]. Hence,
one obtains the average number of Co atoms per nanocrystal:
〈N〉 = 〈µ〉/nB (5.13)
The average nanocrystal volume is hence given by
〈V 〉 = 〈µ〉/nB ·MCo/(NA · ρCo) (5.14)
5.3. HALL CURVE ANALYSIS 89
whereMCo and ρCo are the molar mass and the density of Cobalt respectively
and NA is Avogadro’s number.







It must be noted that the particle size reff represents an effective nanocrys-
tal size [97] which may differ from the physical nanoparticle size r. It is an
estimate of the nanocrystal size in the CoC nanocomposite, if we assume the
nanocrystals are composed of pure Co. The effective nanocrystal size could
be affected by the presence of a magnetically disordered, outer layer such
as an oxide layer [150]. Hence, it can be said that the estimated particle
size reff is dependent on the size of the Co nanoparticles, but also on their
purity and on their texture. Furthermore, it represents the mean value of an
unknown particle size distribution, which is however quite narrow as seen on
TEM images [19].
The ratio between the spacing d and the size r of the embedded nanopar-
ticles can be estimated for Co-C using a closed packed model, assuming a












where x is the metallic atomic concentration in the carbonaceous matrix, M
denotes the molar mass, ρ stands for the density, whereby the subscriptm and
np denote the insulating matrix and the Cobalt nanoparticles, respectively.
P ≈ 1.35 is the packing factor for close packing of spheres.
5.3.2 Saturation field
The relation between the Langevin and the linear fit approach is readily
probed by comparing the saturation field obtained by equation (5.5) with the
linear relation which is obtained if the Hall response is primarily governed
by a Langevin relation (eq. (5.11). The values for the saturation field Bsat
measured by the linear fit are compared with the Langevin parameter a in
figure 5.5a. Clearly, a linear relation following 3/a is visible for the FEBID
sensors, which validates the Langevin fitting approach. Also, both FEBID
and FIBID fabricated Hall elements are found to follow this relationship.
The saturation fields is related to the mean size of the nanoparticles reff ,
as the material is superparamagnetic so that the magnetization process is
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Figure 5.4: a) Dependence of the average distance d of nanocrystals normal-
ized to their size 2r as a function of the Co content of the deposit. The ra-
tio d/(2r) is calculated using equation (5.16). Parameters are: ρnp=8.9g/cm3;
Mnp=58.9g/mol; ρm=2g/cm3; Mm=14. Using this model, the percolation
threshold (d/(2r)=0) is at 75 at.% Co. b) Schematic of the closed packed model
for Co-C nanocomposite material.
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Figure 5.5: a) Bsat as a function of the inverse of the parameter a (from equa-
tion (5.7)), proportional to the effective diameter 2reff of the Co nanoparticles.
The relation Bsat = 3/a obtained for an ideal Langevin response is shown as a
line. b) Bsat vs Co concentration, obtained for sensors from FEBID (squares),
FIBID (diamonds) and evaporated Co (circles). Bsat is obtained from the lin-
ear fit of the sensor response around zero field (full symbols). For comparison,
the value as obtained from the Langevin fit (see eq. (5.7)) are shown (outline
symbols).
directly driven by the alignment of the single-domain nanoparticles under the
influence of the external field as compared to switching the magnetization
of a ferromagnetic layer. In particular, a dependence of the saturation field
on the thickness is not found. The saturation field follows a relation Bsat ∝
1/a ∝ 1/〈µ〉 ∝ 1/reff , as obtained from equations (5.11) and (5.15). It
appears that during the FIBID process, smaller nanocrystals were obtained
as compared to the FEBID process.
We also compare the saturation field Bsat to the Co concentration in figure
5.5b. The saturation field Bsat is increasing with the Co concentration. All
of the FEBID realized Hall elements have saturation fields between a few
hundreds mT and 1T, whereas the FIBID realized Hall elements exhibit
saturation fields above 1T. The FIBID deposits had higher Co ratios than
the FEBID deposits, and also higher saturation fields Bsat. However, we did
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not observe hysteresis in the FIBID sensor Hall response. For this reason, we
conclude that the FIBID material is still nanocomposite CoC but exhibiting
smaller particle sizes.
For bead detection experiments, where a high biasing magnetic field is
necessitated in order to magnetize the super-paramagnetic labels, saturation
fields higher than 100mT are needed in order to prevent saturation of the
sensor [13]. The high saturation fields obtained for FEBID and FIBID CoC
Hall sensors are suited for these applications.
5.3.3 Extraordinary Hall resistivity at saturation
























Figure 5.6: Extraordinary Hall resistivity at saturation ρEHE−sat versus elec-
trical resistivity ρ. Dotted line is a guide for the eye.
The Langevin fit gives access to the product RSMS, as has been shown
in section 5.3.1. However, as the saturation magnetization MS of the sensor
remains unknown, it is not possible to extract the extraordinary Hall coeffi-
cient RS solely from the Langevin fitting procedure. For this reason, we have
calculated the extraordinary Hall resistivity at saturation as an alternative
parameter which uniquely describes the magnetic sensing property of the
material. We have obtained the extraordinary Hall resistivity at saturation
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from the measurements using:
rhoEHE−sat = SIBsatt (5.17)
We are now interested in how the Hall resistivity is linked to the longitudi-
nal (electrical) resistivity. To this end, the electrical resistivity was estimated
from the resistance as measured between 2 points of the Hall structure and
using the sensor dimensions as measured on SEM images. In figure 5.6, the
extraordinary Hall resistivity at saturation is plotted against the electrical
resistivity for FEBID sensors. The values for the evaporated Co sensor are
given as a reference. All FEBID samples exhibit both higher electrical and
Hall resistivity as compared to the pure Co sample. The highest extraordi-
nary Hall resistivity values are obtained for the highest electrical resistivity
values.
The use of a 2-point setup for the assessment of the electrical resistance
induce some error on the resistivity value. The FEB induced deposit con-
tacts the Au electrodes from above and the quality of the electrical contact is
subjected to caution, as the height of the electrodes (100nm) might prevent
a continuous electrical pathway. On separate, dedicated 4-point electrodes,
FEBID of Cobalt carbonyl was carried out as a reference and contact re-
sistances in the order of 20Ω were reproducibly obtained. The FEBID Hall
sensors on the other hand exhibit resistances of ≥150Ω. For this reason,
we estimate the maximum error introduced by the use of a 2-point setup
for the measure of the electrical resistivity to about 13%. The dimensions
of the deposits were measured using an image processing software on high
resolution, top-view and tilted SEM images. The error on the geometrical
dimensions is estimated to roughly 10%. For the pure Co sample realized
by evaporation, it appears the error is larger. We measured a resistivity of
1µΩm which compares to a reported resistivity of Co of 0.06µΩm at 20◦C.
As can be seen in figure 5.6, within the limits of the error estimation,
the Hall resistivity follows a linear relationship with the electrical resistivity.
In a metal, the ordinary Hall effect is small, due to the high charge carrier
density present. Hence, below saturation, its contribution can be neglected
with respect to the extraordinary Hall effect [90]. The extraordinary Hall
resistivity ρEHE is found to vary at saturation with the electrical resistivity
ρ as [152]:
ρEHE−sat = γρ0ρS + γρ2S (5.18)
where γ is a model coefficient. The electrical resistivity ρ has been decom-
posed using Matthiensen’s rule in a spin-dependent, magnetic part ρS that
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stems from spin-orbit scattering and a spin-independent, “ballast” scattering
event induced contribution ρ0:
ρ = ρ0 + ρS (5.19)
Hence, variation of a parameter in a material exhibiting EHE leading to an
increase in the electrical resistivity ρ affects the EHE: If the spin-dependent
scattering term ρS is constant as the spin-independent scattering term ρ0
increases, the EHE is expected to be a linear function of ρ0, as has been
shown for Ni-SiO2 films with increasing SiO2 impurities [152].
The linear relationship observed between the Hall resistivity ρEHE−sat and
the electrical resistivity ρ points to an spin-independent scattering mecha-
nism increase for increasing electrical resistivity. This observation is consis-
tent with the scattering-limited electrical transport mechanism expected in
this nanocomposite material [143], where the charge carriers undergo scat-
tering at the interface between the Co nanocrystals and the carbonaceous
matrix.
5.4 Sensor performance, magnetic field and
magnetic flux resolution
The field sensitivity SI is proportional to the small-field slope of the Hall
signal curve. It is predominantly driven by the EHE. As can be seen in figure
5.7a, SI showed large variations between 0.03 and 1.1 Ω/T for FEBID Hall
elements which compares to values in the range between 0.015 and 0.5 Ω/T
for FIBID or pure Co Hall elements. As the metal concentration approaches
the metal-insulator transition, an exponential increase of the field sensitivity
is recorded, which corresponds to the onset of the giant Hall effect (GHE).
Similarly, a decrease in the Cobalt concentration is found to increase the
electrical resistivity ρ of the deposits, as shown in figure 5.7b for FEBID Hall
structures. The increase in intergrain scattering due to the decrease in Cobalt
concentration reduces the conductivity of the material. Of note is that the
resistivity obtained experimentally for the “pure” Co is still approximately
20 times greater than that reported for the pure material (5.6 × 10−8 Ωm).
This discrepancy is attributed to the use of an electrical 2-point measurement
for the measure of the resistance, as the interface between the Au electrode
and the evaporated Co structure might represent a step-coverage problem.
We now turn to the magnetic field resolution Bmin, which represents the
most important parameter for a Hall sensor with respect to its ability to
discriminate small magnetic field changes. Bmin is defined as the minimum
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Figure 5.7: a) Field sensitivity SI as a function of Co concentration, obtained
for sensors from FEBID (squares), FIBID (diamonds) and evaporated Co (cir-
cles). SI is obtained from the linear fit of the sensor response around zero field.
b) Electrical resistivity ρ versus Co concentration. Electrical resistivity could
not be represented in the case of FIB induced deposits in the absence of a clearly
defined cross-section. c) Minimum magnetic field resolution Bmin as a function
of Co concentration.
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Figure 5.8: Bmin versus inverse of the parameter a, obtained for sensors from
FEBID (squares) and FIBID (diamonds). The high (1/a) value FIBID sensors
are considered unreliable because the assumption of non-interacting nanocrystals
does not hold true.
change in the magnetic field that will give a noticeable change in the Hall
signal (see section 2.2.3). It is limited by the voltage noise δV . In figure 5.7c,
we show the Bmin values calculated taking the thermal noise regime as the
ultimate limiting interference, as expressed in equation (2.25).
Sensors with lower Cobalt concentrations have a higher sensitivity SI ,
but also a higher voltage noise δV . Therefore, the magnetic flux resolution
Bmin does not show a clear trend on Cobalt concentration, as can be seen in
figure 5.7c. However, the sensors with the best resolutions (i.e. below 5µT
Hz−1/2) had a local minimum at concentrations at around 65-75at.% Co. This
value corresponds to a crossover between low electrical resistivity, hence low
thermal noise and high allowable measurement current on one side, and high
sensitivity to the magnetic field on the other side. The sensors with high SI
(SI > 0.4, corresponding to sensors with a Co concentration <60at.%) had
a strongly increased δV and a low Imax, resulting in a worse field resolution
Bmin.
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Table 5.1: Comparison of the characteristics for micromagnetic Hall sensors.
SI is the magnetic field sensitivity (see equation (5.3)); Bmin is the minimum
resolvable magnetic field change in the thermal noise regime (see equation (2.25))
and Φmin is the minimum resolvable change in magnetic flux in the thermal
noise regime (see equation (5.20)). φ0 is the flux quantum φ0 = h/2e = 2.07 ×
10−15Tm2. Table published in [97].
Ref. Type Width (nm) SI (V/AT) Bmin (nT/Hz1/2) Φmin/φ0
[108] Si-GaAs 100 270 300 1.5×10−3
[153] InAs 1000 473 3500 1.8×10−3
[154] InGaAs 2000 700 400 8×10−4
[105] n-Si 2400 175 200 5.5×10−4
[147] FePt 160 325 166000 1.6×10−4
[155] Bi 50 4 80000 1×10−4
[110] InSb 500 370 720 9×10−5
[103] InAsSb 1000 2750 51 2.5×10−5
[97] Co-C 100 0.15 1000 4.5×10−6
A clearer trend is obtained when comparing the minimum field resolution
Bmin with the inverse of the Langevin factor a, proportional to the particle
size. As can be seen in figure 5.8, the lowest Bmin values were obtained for
smallest nanoparticles, which is in agreement with the theoretical predictions
of an enhanced extraordinary Hall resistivity with reduced particle size [97].
For the detection of highly localized and spatially close magnetic dipole,
the relevant parameter is the magnetic flux resolution Φmin given by:
Φmin = Bmin × A (5.20)
where A is the active area of the sensor [156].
In order to improve this resolution, the Hall elements fabricated by fo-
cused particle beam induced deposition can be further reduced in size. As
has been shown in chapter 4 however, reducing the size of the as-deposited
FEBID structure below the diffusion length of the hydrocarbons will lead to
higher hydrocarbon uptake in the deposit when deposition is carried out in a
HV chamber. For this reason, we applied a size-reduction using FIB-milling
[108] down to active areas (100nm)2 in dimension. For the sensors investi-
gated, the size reduction was not found to lead to a reduced field sensitivity
SI . This represents a clear advantage as compared to semiconducting Hall
devices where ion implantation during the modifications using FIB milling
will lead to a reduced sensitivity and an increase in noise level [109]. We
compare the minimum field resolution and minimum magnetic flux resolu-
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tion in table 5.1. Although the minimum field resolution of our sensors is
found to be worse than that of semiconducting devices [89], the magnetic
flux resolution obtainable by the CoC nanocomposite Hall sensors compares
favorably.
5.5 Conclusion
In this chapter, we have shown how to apply Langevin analysis to the CoC
FEBID Hall sensors. We extracted the saturation fields, which are suffi-
ciently high to allow for high magnetizing fields in view of the application of
these sensors in superparamagnetic bead detection. The saturation extraor-
dinary Hall resistivity is found to correlate with the electrical resistivity, as
predicted by the extraordinary Hall theory in nanocomposite materials. The
sensitivity of these sensors to the magnetic field is evaluated. Due to the pos-
sibility to microfabricate magnetic sensors with dimensions down to 100nm,
the sensitivity to a highly localized magnetic flux change is found to be the





The detection of superparamagnetic beads is a promising field for applica-
tions in medical diagnostics [157] where they are used as tags for molecular
species. Two different diagnostic situation can be addressed: the measure-
ment of the concentration of a specific biochemical agent, which requires
relatively large sensor active surfaces providing the possibility for several mi-
crobeads to aggregate and subsequent bead “counting” [157]; on the other
hand, the ultimate detection limit for the presence of highly diluted species is
given by the ability to detect just a single superparamagnetic bead [80, 117].
Furthermore, the use of single beads in molecular motors [158] requires the
possibility to track the position of the superparamagnetic bead with respect
to the sensor surface.
As has been shown in chapter 5, Co-C sensors realized by FEBID are able
to measure highly localized magnetic fields, as they have a high spatial resolu-
tion towards changes in the magnetic flux. Such highly localized, weak mag-
netic fields are typical of experimental situations in biomolecular assays which
work with super-paramagnetic, micron-sized beads acting either as tags for
molecular detection or as transducers allowing single-molecule manipulation
[13, 78]. We prove the Co-C FEBID sensor’s magnetic sensing properties
by demonstrating the magnetic detection of a single, super-paramagnetic,
micron-sized bead.
At first, we perform experimental single-bead detection using the Co-C
FEBID sensor. This is done ex-situ where the presence or absence of a single
microbead on the sensor surface is reliably assessed by the magnetic sensor
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Figure 6.1: a) FEBID CoC Hall sensor used for the bead detection experiment.
A 2×2.5µm2 rectangel was deposited by FEBID and subsequently reduced in size
using FIB milling. b) FEBID Hall sensor with a Dynabead M-280 placed on its
surface for the ex-situ bead detection experiment.
signal in the presence of an AC+DC magnetic field. The experimental data
are discussed in terms of the microbead magnetization model introduced
in section 2.2.1. Finally, a novel, in-situ bead manipulation and detection
platform, combining an AC magnetic field and a nanomanipulation setup in a
SEM, allows to conduct magnetic distance measurements where the distance
between the sensor’s surface and the paramagnetic microbead is correlated
to changes in the magnetic field as seen by the magnetic sensor.
6.2 Experimental setup
6.2.1 Sensors and microbeads
For bead detection, sensors were fabricated by FEB induced deposition of
CoC squares onto predefined Au/Pt electrodes on Si chips with a 200nm
thermal oxide layer (see chapter 3). The FEB induced squares were sub-
sequently FIB-milled in order to reduce the active area of the sensors (see
table 6.1). It appeared that such FIB-milling also led to an increase in the
maximum measurement current Imax that could be passed through the sensor
before thermal drift occurs. This effect was attributed to Ga implantation
in the SiO2 layer increasing its thermal conductivity. The Si chips were
then fixed with silverpaint onto a ceramic leadless chip-carrier (LCC04419
from Spectrum Semiconductors) with 44 contacts, of which 16 were electri-
cally contacted by wire-bonding to the on-chip Au/Pt pads. Connections to
the measurement apparatus was provided by means of a home-made printed
circuit board (PCB) providing a 25-pins D-Subminiature connector and a
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home-made 16 BNC sockets switch-box.
Greatest care had to be taken not to subject the sensors to electrostatic
discharge (ESD). As the FEB induced deposit was the part of the electric
pathway exhibiting the highest impedance, an electrical discharge such as
one produced by friction or by plugging an apparatus to the shared power
line would easily lead to the destruction of the FEB induced deposit. For this
reason, the switch-box was designed allowing to easily ground the electrical
connections to the sensor as long as it was not in use. The switch-box also
allowed to contact different sensors on the same chip (see chapter 3).
The detection experiments were carried out using the Dynabead M-280
microbeads (Invitrogen Inc.). They have a diameter of 2.8µm and consist of
a polystyrene matrix. The magnetic nanoparticles are made of maghemite
(Fe2O3) and vibrating sample magnetometry (VSM) measurements are found
in the literature [83] (see section 2.2.1).
The characteristics of the CoC Hall sensors used for the detection exper-




An AC magnetic field was created using a home-made electromagnetic coil
placed above the sensor, creating an AC field perpendicular to the sensor
surface. For in-situ detection, the coil was placed below the sensor (see fig-
ure 3.9). A current of 2A was delivered to the coil by a power amplifier
(Hero PA508X power amplifier, Rohrer Munich) which could deliver up to
±50V, ±10A electrical power with a 200kHz bandwidth. We were limited
in the maximum power we could pass through the coil as the coil would no-
ticeably heat up for higher currents. The coil was operated at a frequency of
f0=172.6Hz (ex-situ) and f0=17.3Hz (in-situ), which was set using a wave-
form generator (Hewlett-Packard 33120A). The low frequency was chosen to
limit electromagnetic coupling. For the generation of DC magnetic fields, we
have used different stackings of NdFeB permanent magnets placed below the
sensor with different gaps with respect to the sensor to generate a variable
DC magnetic field. In order to calibrate the DC magnetic field produced by
the NdFeB at different gaps we used commercial magnetic sensors (Honey-
well SS94A1 with a sensitivity 50mV/mT and SS94A2D with a sensitivity of
10mV/mT) placed on the PCB at the position of the CoC Hall sensor. The
AC magnetic field was calibrated using the detection (CoC Hall) sensor.
The sensor response was first recorded in the absence of the microbead
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Table 6.1: Characteristics of CoC FEBID sensors and AC field parameters
used for bead detection. The sensitivity SI , the magnetic field resolution Bmin
and the magnetic flux resolution Phimin are the figures of merit introduced in
section 2.2.3. φ0 is the flux quantum φ0 = 2.07×10−15 Tm2.
Ex-situ detection In-situ detection
Active area 600 × 600 nm2 500 × 500 nm2
Sensitivity SI 91 mV/AT 36 mV/AT
Sensing current Isens 10 mA 15 mA
Electrical resistance R 34.6 Ω 35.6 Ω
Magnetic field resolution Bmin 0.8 µV/Hz1/2 1.4 µV/Hz1/2
Magnetic flux resolution Φmin 1.4 × 10−4φ0 1.7 × 10−4φ0
AC magnetic field Bac 7.6 mT 11.9 mT
Excitation frequency f0 172.61 Hz 17.261 Hz
Induced signal Uind at f0 230 µV 720 µV
for different DC fields, in order to obtain the zero-level of the measurement.
This is to ensure a correct interpretation of the experiment knowing that the
sensor response SI(B) is not linear with the applied field (see chapter 5).
Also, a possible influence of cross-talking between the AC and DC field can
be eliminated through this zeroing routine. Then, a microbead was placed
on top of the center of the sensor using a micromanipulation setup in a SEM
(see figure 6.1) for the actual bead detection.
In-situ experiment
For the in-situ bead detection experiment, the home-made coil was placed
inside the chamber of a SEM as described in chapter 3. A low-remanence
nanocomposite magnetic core (E450-40, MicroMetals) was placed in the coil
to enhance the magnetic field. The coil was situated below the sensor. Above
the sensor, a home-made nanomanipulation setup providing three piezo axis
(Smaract GmbH) allowed the precise manipulation of a commercial non-
contact AFM tip (MikroMasch NSC15, spring constant 40N/m). The tip was
used as a micromanipulation tool for the precise placement of a microbead.
6.2.3 Hall signal recovery using Lock-in amplification
With respect to the initial waveform generator output, the power amplifier
and the impedance of the coil induce a phase shift on the signal. Because of
inductive coupling between the coil and the measurement setup, the signal at
the Lock-in amplifier consists mainly (in terms of amplitude) of an inductive,
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Figure 6.2: Schematic representation of the amplified signal. The most promi-
nent contribution is the inductive signal Uind which is in the order of hundreds
of microvolts. The Hall signal UHall is perpendicular (in terms of phase) to
the inductive signal and is in the order of some microvolts. The Hall signal is
constituted by the measure of the AC magnetic field Uac and by the actual signal
induced by the microbead Ubead which is in the order of ≤1µV.
parasitic signal Uind. The useful Hall signal UHall is orders of magnitude lower
than this inductive signal (see figure 6.2). As a result of the Hall signal being
out-of-phase by 90◦ with respect to the inductive signal, the amplitude of the
total signal Uind + UHall =
√
U2ind + U2Hall
Uind%UHall≈ Uind is almost insensitive to
the Hall signal.
In order to discriminate the small Hall signal, a lock-in (EG&G 7260
DSP), where the output of the Hall sensor is demodulated at a frequency
f0, was used. A time constant of 1s and a filter slope of 12dB/octave, corre-
sponding to an equivalent noise bandwidth of 167mHz [159], were used. As
the Hall signal is out-of-phase by 90◦ with respect to the inductive signal, we
had to calibrate the phase of the inductive signal first. In order to do this,
the Hall signal was set to zero by setting the measurement current to zero,
which does not affect the inductive signal. Once the phase was calibrated,
the Hall signal could be measured at 90◦ (in terms of phase) of the much
bigger inductive signal.
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Figure 6.3: Schematics of the bead detection setup used for ex-situ measure-
ments: the DC field is varied by changing the gap between the permanent magnet
and the sensor; the AC field is generated with a macroscopic coil placed above
the substrate. Adapted from [105].
6.3 Ex-situ single-bead detection
6.3.1 Detection scheme
For the ex-situ bead detection experiment, an AC, phase-sensitive detection
scheme, previously shown in [105] with a CMOS Hall sensor, has been used
(see figure 6.3). To this end, the sensor chip is placed in a perpendicular
AC magnetic field Bac that is modulated at a frequency f0. An inductive
voltage is measured and the phase is calibrated. The sensor is then biased
with a measurement current Imeas and the Hall voltage is measured at the
frequency f0. In the presence of an AC magnetic field Bac oscillating at fre-
quency f0, the magnetization of the bead will follow the external field up to
a cut-off frequency given by the magnetization dynamics. The microbead is
superparamagnetic, thus its magnetization follows a Langevin relation (see
chapter 2). This makes the peak-to-peak AC amplitude of the bead magne-
tization dependent on the DC field, as the Langevin magnetization curve is
highly non-linear with respect to the magnetizing field. Hence, the ability for
the bead to “follow” a sinusoidal, external magnetic field is decreasing with
increasing DC field as the microbead saturates. In other words, the AC field
variations of the microbead are a local measure of the slope of the Langevin
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Figure 6.4: Model bead response to a 10mT peak-to-peak sinusoidal excitation
in the case of 0mT DC field and 15mT DC field.
magnetization (see figure 6.4). At sufficiently high DC fields, the microbead
is invisible to the magnetic sensor, whereas at zero field, full bead signal
(determined by the magnetic susceptibility at low field) is expected. This
single-bead detection scheme has been introduced and demonstrated with
Hall sensors based on CMOS technology [105] and was used for subsequent
single-bead detection using Hall sensors [110, 111, 153].
6.3.2 Results
Ex-situ bead detection is shown in figure 6.5. The AC magnetic excitation
field Bac is on at all time. At time t=0s, the measurement current is gradually
increased from 0 to Imeas. Full measurement current is reached at approxi-
mately time t=7s. The Hall offset given by the AC excitation field is given
by the measurement with a DC field of 64mT which saturates the microbead
and cancels its AC contribution to the Hall signal. The bead signal is given
by the difference of the Hall signal at zero DC field and the Hall offset.
Several measures were taken at different DC fields. The Hall signals with
and without bead under increasing DC fields are shown in figure 6.6. At
zero field, the Hall contribution corresponding to the low-field susceptibility
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Figure 6.5: Hall signal versus time (black lines, left-hand axis) and induced
voltage (grey lines, right-hand axis) in a DC field of 0mT (full lines) and 64mT
(dotted lines). The sensing current is switched on at time t=0
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Figure 6.6: Hall signal versus DC magnetic field and model (equations (6.4)
and (6.5)). Right-hand axis shows corresponding apparent susceptibility χapp
(see equation (6.3)).
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of the bead is clearly measurable, but vanishes as the DC field is increased
and the microbead saturates.
6.3.3 Discussion
Limitation by the magnetic induction
According to Faraday’s law of magnetic induction, any closed electric loop
which is subjected to a perpendicular alternating magnetic field will pick up
an inductive voltage Uind proportional to the integral of the magnetic flux
variation times the surface enclosed by the electric loop. The signal from the
sensor can hence be expressed as:
Usensor = Uind + UHall (6.1)
where Uind is the induced voltage and UHall is the Hall signal. The induced
voltage Uind is given by:
Uind ∝ δΦwireδt · Bac ∝ Φwire · f0 · Bac (6.2)
where Φwire is the magnetic flux crossing the area defined by the electrical
connections of the sensor. As Φwire has the same phase as Bac, the term
δΦwire/δt adds pi/2 to the phase of the inductive signal with respect to the
excitation field Bac. The second approximation in equation (6.2) δΦwire/δt ∝
Φwire · f0 is valid for a sinusoidal variation of the magnetic flux.
Ideally, one would like to reduce the induced voltage to zero, so that the
signal from the sensor would consist of the (useful) Hall signal only, allowing
higher amplification. However, the excitation field Bac cannot be reduced
without also reducing the magnetic signal from the bead, as the AC signal
of the bead follows the excitation field. Hence, equation (6.2) tells us that in
order to reduce the induced voltage, one can either work at lower frequen-
cies f0, at the cost of increasing the low-frequency electrical noise, or reduce
the magnetic flux Φwire crossing the electric loop defined by the macroscopic
connections to the sensor. The latter option could be implemented by either
reducing the electrical loop defined by the sensor, i.e. providing long, narrow-
spaced microcontacts to the sensor, hence reducing the surface through which
the induced voltage is picked up, or by reducing the surface through which
the magnetic field is generated, by providing some kind of on-chip magnetic
coil [99, 123, 160, 161] which could be used for the local generation of the AC
magnetic excitation field. Another solution is to modulate the sensing cur-
rent Imeas at a frequency fI different from the magnetic excitation frequency
f0, and detecting the Hall signal at the corresponding sidebands f0 ± fI ,
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away from the electromagnetic signal produced at the frequency f0 and its
harmonic.
As a consequence of our experimental setup (both macroscopic electric
connections defining a loop with some cm2 area and macroscopic AC mag-
netic field generated by a coil with diameter in the cm range), the main
limitation with using a perpendicular magnetic field source was the high
level of inductive voltages induced in the setup. In our setup, the inductive
voltage was in the hundreds of µV range (for mT excitation and frequencies
below 200Hz, see figure 6.5, grey lines), which compares to an effective Hall
signal in the 100nV range (see figure 6.6). This imposes severe constraints
on the read-out electronics, because any amplification also amplifies the in-
ductive signal. In order to partly overcome this issue, we reduced the AC
frequency f0 in order to minimize the ratio between induced voltage and Hall
signal to about 102. However, this increases the measurement noise, as the
measurement is carried out in the 1/f noise frequency range.
Bead susceptibility and geometrical factors
We now turn to the useful Hall signal as represented in figure 6.6 and separate
the material properties of the microbead (the bead susceptibility) from the
geometrical effects, which are described by a geometrical factor.
Knowing the Hall voltage at bead saturation UHall(Bdc → ∞), it is pos-
sible to introduce an apparent susceptibility given by [105]:
χapp(Bdc) + 1 =
UHall(Bdc)
UHall(Bdc →∞) (6.3)
The apparent susceptibility is shown on the right-hand axis of figure 6.6.
Bac plays the role of a small local probing field and Bdc of a bias field.
Hence, the apparent susceptibility represents an upper-bound estimate, as
it implies that the probing excitation field Bac is small enough to provide
a linear sampling of the susceptibility. In our case, Bac=7.6mT, necessary
to obtain a sufficient SNR for bead detection, is small enough to probe the
apparent susceptibility around zero in the linear regime, as can be inferred by
comparison of the Dynabead magnetization measurements shown in figure
2.13. However, it must be noted that the apparent susceptibility χapp(Bdc) is
not strictly a material property but is also dependent on the sensor geometry
and the bead-sensor distance.
In order to separate this geometrical influence, and to retrieve the mi-
crobead susceptibility χ from the data in figure 6.6, we start by decomposing
the Hall signal into two terms:
UHall = SIImeas(Bac +Bsens) (6.4)
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where the first term corresponds to the measurement by the Hall sensor of
the excitation field Bac, while the second term is the measure of the bead’s
magnetic field, which ultimately represents the signal of interest (see scheme
in figure 6.2). We apply the magnetic dipole moment to describe the magnetic
field generated by the magnetization of the bead. The bead signal Ubead is the
signal corresponding to the bead magnetic field Bsens as seen by the sensor
which was introduced in equation (2.20). Assuming in first approximation
that the local bead field can be averaged over the sensor surface, one can
write:
Ubead = SI · Imeas · Bsens




where C is a dimensionless coupling coefficient which quantifies the sensor’s
ability to convert the bead’s magnetic field into a measurable Hall voltage
[85]. The term µ0(dM/dB)|B=Bdc in equation (6.5) corresponds to the mag-
netic susceptibility χ(Bdc) of the bead. The susceptibility is non-linear and
depends on the level of saturation of the bead, i.e. on the magnetic DC field
applied. Therefore, for negligibly small excitation fields Bac, the measure of
the Hall voltage under increasing DC bias field Bdc represents a direct mea-
sure of the bead’s susceptibility χ [85, 105], provided the sensor sensitivity
SI is constant in the range of applied Bdc fields (i.e. provided the sensor does
not saturate) and one has access to the coupling coefficient C.






2(R+ zoffset)2 − x2 − y2
(x2 + y2 + (R + zoffset)2)5/2
dxdy (6.6)
where R is the radius of the bead, w is the sensor width and zoffset is the
geometrical offset between the bead surface and the sensor surface. The
coupling coefficient C is essentially a geometric factor which depends on the
miniaturization of the sensor and on the bead’s size (to the extent that this
sets the lower limit of the distance between the center of the dipole and the
surface of the sensor).
The effective distance between the sensing element and the bead is of high
importance for the experimental and theoretical determination of the bead
signal Ubead. For this reason, an offset zoffset is included in the analytical
expression (equation (6.6)). In any microfluidic application, the sensor has
to be protected from the aqueous environment by deposition of a insulating
layer. Its thickness will determine the offset zoffset. However, in thick (i.e.
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non-2D) sensors, the thickness of the sensor itself might play a role. Concep-
tually, in this case a convolution between the current distribution and the
response to the highly localized magnetic field of the Dynabead takes place.
The sensing current will be distributed throughout the thickness of the sen-
sor, depending on the local electrical resistivities, while the bead magnetic
field is also non-linear at this scale. The knowledge of the exact distribution
of the current lines in the sensor could be implemented by FEM simulations,
assuming uniform resistivity. This approach was qualitatively proposed in
[111] and highly non-uniform current distribution were predicted. However,
it proves sufficient to make the assumption that the current distribution is
uniform and that the sensing layer of the FEB induced deposit is concen-
trated at some height in the deposit.
Under the condition w + R, i.e. the sensor used for detection is smaller
than the bead, the average bead field can be approximated by the maximum
bead field below the bead as the error induced by this estimation vanishes
as the sensor width decreases (see figure 2.15):







∆m = m(Bdc +Bac)−m(Bdc)
= msat
[
coth [α(Bdc +Bac)]− coth(αBdc) + Bac
αBdc(Bdc +Bac)
] (6.8)
using the Langevin bead magnetization description (equations (2.11) and
(2.14)).
The bead signal given in figure 6.6 was fitted using equations (6.7) and
(6.8), obtaining two independent fit parameters zoffset and χ. The fit relies
on knowledge of the saturation magnetic moment msat, which is given by the
bead volume and the density of the ferrite nanoparticles in the microbead.
We used a typical value ofmsat = 1.7 × 10−13 Am2 (see table 2.1). The same
value was used for fitting the bead magnetization data in [83] and [105],
to which our findings are compared to in table 6.2. A fitted susceptibility
χ=0.73 is found. This susceptibility compares with the vibrating sample
magnetometry measurements in [83] of χ = 0.5. However, it differs by a fac-
tor of four as compared with the values found for a single Dynabead M-280,
using the same approach as here, in [105], where the authors reported a sus-
ceptibility of χ = 2.8. This is however consistent with the reported dispersity
of magnetic properties for Dynabeads M-280 [157], where the standard de-
viation of twelve independent measurements of the magnetic signal induced
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Table 6.2: Properties of Dynabead M-280 microbeads. The susceptibility χ is
calculated according to equation (2.17) and the average nanoparticle magnetic
moment mp is calculated using equation (2.16). For the saturation magnetic
moment, a typical value of msat = 1.7 × 10−13 Am2 was used. χ0 = χ(Bdc = 0)
denotes the magnetic susceptibility at zero field.
Source Method α χ0 mp
Am2J−1 Am2
[83] VSM 80 0.5 3.3 × 10−19
[105] Langevin fit 448 2.8 1.85 × 10−18
our data - ex-situ Langevin fit 116 0.73 4.8 × 10−19
our data - in-situ Langevin fit 95 0.60 3.9 × 10−19
by single Dynabeads M-280 was found to be 72% (the corresponding value
for the susceptibilities listed in table 6.2 is 95%, but on a smaller statistical
basis).
The fitted zoffset is 250nm. This compares to the difference between the
heights of the electrode and the deposit, as obtained by AFM measurement
(300nm). In other words, the unknown current distribution in the thick
sensor can be reasonably approximated by assuming that the FEB induced
deposit higher than the Au electrodes acts as a geometrical spacer. This
coarse estimation proves sufficient to fit the model with the experimental
data.
Comparison with other microsensors used for bead detection
A selection of single-bead detection experiments reported in literature is
shown in table 6.3. The table reports the publications of single-bead de-
tection where sufficient experimental details were presented for comparison
with our results. The publications from the spin-valves group of Prof. Fre-
itas in Lisbon ([87, 99, 116]), from the group at Philips Research Lab, using
GMR devices ([123, 161]), from Tokyo Institute of Technology ([107, 110]),
from Florida State University ([85, 153]), and one report from IMEC Belgium
([160]) are shown.
The coupling parameter C is compared, by calculating both the theoret-
ical value (equation (6.6)) and the experimental value (equation (6.5) using
the susceptibilities given in table 2.1). Clearly, it appears that the coupling
factor C is maximized when using small active area sensors, as in our case.
However, the integration of a passivation layer as required for use in a mi-
crofluidic environment leads to a reduction in the coupling factor.
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FEBID is an advantageous pathway for the fabrication of sub-micrometric
Hall sensors due to the possibility to fabricate small active area surfaces with-
out loss of sensitivity. This represents an inherent advantage of FEBID Hall
sensors for use in single-bead detection setups. However, the FEBID process
is limited in resolution. This resolution limit is given in first approximation
by the beam size and the deposition regime [44], as well as on the the height
of the deposit and the SE distribution within the deposit [68]. However, as
has been discussed in chapter 4, another limit is present for FEBID in HV
environment, where the contribution of hydrocarbon to the deposition was
found to be size dependent, thus limiting the size of the deposit for which a
certain metallic composition can be attained.
6.4 In-situ single-bead detection
6.4.1 Detection scheme
Figure 6.7: Schematics of the bead detection setup used for in-situ measure-
ments.
Measuring the magnetic field of a static bead as was shown in section 6.3
is different in some regard to the situation where the field of a moving bead
has to be tracked. In [160] and [123], micromagnetic sensors were included
into a fluidic setup, where bead handling was realized using close-by current
lines exerting an attractive force on the bead when subjected to a current [13].
Alternating the attraction between two current lines situated on both sides
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of the micromagnetic sensor, the beads were controllably brought to cross the
sensor, while the sensor response was monitored. A clear, symmetric peak
appears as the bead crosses the sensor, which is adequately described by a
magnetic dipole moment (equation (2.18)). The authors concluded that the
micromagnetic sensors could be used in a microfluidic setup to count beads
crossing the sensor. However, the height at which the bead crosses the sensor
is not defined, being in the range of micrometers due to electrostatic forces
[160].
Here, another approach to vary the position of the bead with respect to
the sensor was used. It is comparable to the setup used in [161], where a
bead was attached to the side of an AFM tip, which was used as a micro-
manipulator to vary the bead’s position. In this section, we report in-situ
bead detection performed inside the chamber of an SEM. This offers the clear
advantage that the bead position can be tracked by using the imaging ca-
pabilities of the electron microscope, obviating the need of having the AFM
tip free of the bead to use it for imaging purposes as in [161]. Hence, we
were able to place the bead on the very tip of the AFM nanomanipulator
and to monitor the sensor’s response including the position where the bead
is in closest vicinity to the sensor.
The Hall sensor output is recorded in the presence of an oscillating mag-
netic field Bac, which is enhanced locally as the microbead is approached
towards the sensor using a nanomanipulation setup, because the magnetized
bead creates a supplementary contribution to the local magnetic field as it
approaches the sensor. The detection scheme is shown schematically in figure
6.7.
6.4.2 Results and discussion
The result of the in-situ detection experiment is shown in figure 6.8. Upon
movement of the bead away from the sensor, the Hall signal changes to a lower
value, depending on the distance between the sensor surface and the bead.
It is important to note that the AFM tip used as a micromanipulator does
not contribute to the variation in Hall signal. This was verified by recording
the output of the sensor while the AFM tip (with no bead attached) was
moved towards the sensor (see figure 6.8, dotted line). Also, the inductive
signal Uind was not found to change with the AFM position.
The sensor signal was recorded at varying distances and the result is
shown in figure 6.9. It is readily seen that at bead distances greater than
1.8µm, no change in signal is monitored. This corresponds to the maximum
distance up to which the bead can be detected in this configuration. The
useful signal range, defined as the difference in signal between the close and
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Figure 6.8: Hall signal versus time during movement of the micro-manipulation
setup. Full line shows response to the change of a microbead’s position. Dotted
line shows corresponding response to the bare AFM tip used as a nanomanipu-
lator.
the distant bead position, is roughly 700nV, which compares with an in-
duced voltage of 720µV (see table 6.1). Accordingly, the noise level is quite
important as compared to the signal. The jumps in the signal in figure 6.8
correspond to the last digit of the Lock-in scale because the scale was limited
by the presence of the inductive voltage Uind.
In figure 6.9, the model values expected from the dipole model are shown
as an overlay. The model introduced in section 6.3 remain valid (see equation
(6.5) introducing the bead signal Ubead), but now the coupling coefficient C
(equation (6.6)) is a function of the bead-sensor distance z. For sensor sizes
much smaller than the bead diameter, equation (6.7) rewrites to:
Ubead ≈ SI · Imeas · µ0∆m4pi(R+ zoffset + z)3 (6.9)
The in-situ detection does not use a DC magnetic field Bdc. The model
distance between the dipole and the sensor comprises the bead radius R, an
offset (related to the thickness of the sensor) zoffset and the actual bead-
sensor distance z. The fit of the data shown in figure 6.9 using equations
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Figure 6.9: In-situ bead tracking. a) Hall signal versus bead distance from
sensor and b) corresponding spatial resolution (right-axis).
(6.9) and (6.8) yields a Langevin coefficient α of 95 (see equation (2.16);
corresponding to a magnetic susceptibility of the bead of χ=0.6) and an
equivalent offset zoffset of 660nm. As was the case for the in-situ detection,
this offset is found to be close to the portion of the FEB induced deposit
higher than the gold electrodes, which was measured by AFM to 600nm.
The highest response is obtained for the situation where the bead is in
contact with the sensor. This is a difference to the setup described in [161],
where the authors used a GMR micromagnetic sensor. As this sensor is sensi-
tive only to magnetic fields in the planar direction, and as the low saturation
of the sensor makes an in-plane magnetization of the bead impossible, the
magnetic signal of the bead is zero at the point where the microbead is just
above the sensor, i.e. the point where the coupling factor C would allow for
the highest position resolution. For this reason, the GMR sensor discussed in
[161] could well be used to map the magnetic field of the bead as it crossed
the sensor, but does not allow for tracking of the bead’s position, e.g. in
a molecular switch configuration: for a perfectly centered bead, the sensor
signal is zero for any height above the sensor.
Analytically, the spatial sensitivity of the sensor to the vertical movement
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of a perfectly centered bead is given by:
dUbead(z)
dz




which predicts a rapid drop, proportional to z−4 of the sensor signal with
the increase of the distance z between the bead and the sensor. Dividing the
noise level of the measurement by the spatial sensitivity yields the spatial
resolution in units of dimension. Figure 6.9b shows the sharp drop of spatial
sensitivity of the in-situ detection as soon as the bead is moved away from
the sensor. The sensitivity is about 1µV/µm when the bead touches the
sensor and drops rapidly to zero as the bead approaches the resolution limit
of 1.8µm. Under our experimental conditions, a noise level of about 100nV
(corresponding to the last digit of the Lock-in amplifier scale) was obtained,
as the amplification range was limited by the inductive signal Uind. This noise
level corresponds to a spatial resolution of about 100nm, when the bead is
in contact with the sensor. Reducing the induced voltage, which could be
achieved by including on-chip magnetizing wires as described in section 6.3,
an increase in spatial resolution is expected.
6.5 Conclusion
In this chapter, we have shown single-bead detection using FEB deposited
Co-C micro-Hall sensors. The findings were discussed in terms of the mag-
netic susceptibility of the microbead and of a coupling coefficient describing
the geometrical applicability of a specific microsensor to bead detection. We
showed that it is possible to measure the magnetic susceptibility of a Dyn-
abead M-280 using a CoC Hall sensor. Due to the possibility to fabricate
magnetic sensors with active areas down to hundreds of nanometers in di-
mensions, excellent coupling coefficients are demonstrated for FEBID CoC
Hall sensors. Finally, a novel bead manipulation setup was shown which
allowed measuring the bead’s magnetic signal at any position of the bead
with respect to the sensor. Using this setup, it was shown that the sensor




This thesis reports the successful fabrication and characterization of sub-
micron sized, nanocomposite CoC Hall sensors fabricated by Focused Elec-
tron Beam Induced Deposition (FEBID) of Co2(CO)8. We demonstrate that
these sensors are able to detect single superparamagnetic microbeads such as
used in biomolecular assays for molecular tagging. Ideally, one would want to
be able to track the position of such microbeads, in order to monitor changes
in molecular length under the action of certain restriction enzymes. While
optical bead tracking is available, it is not possible to integrate this technique
into array-like, high throughput assays. In order to integrate quantitative,
parallel read-out of biomolecular reactions in Lab-on-a-chip platforms, there
is a need for integrated, high sensitivity magnetic sensors which are able
of single microbead detection. This requires high sensitivity materials and
the possibility to scale it down below bead dimension. While micromagnetic
sensors exhibiting high sensitivities are available, the sensors are not easily
scaled down, and the fabrication steps involved are not necessarily compat-
ible with the integration in a microfluidic platform. This lack of easy to
integrate, high sensitivity, sub-micrometric magnetic sensors motivated this
work on using FEBID for the deposition of magnetic sensing elements.
The material deposited by FEBID of Co2(CO)8 consists of Co nanocrys-
tals in a carbonaceous matrix. In this material, high sensitivities to the
magnetic field are obtained, as electronic transport is subject to the Extraor-
dinary Hall effect, due to the ferromagnetic nature of the Co nanocrystals,
which is enhanced by intergrain scattering due to the nanocomposite struc-
ture of the material. Add to this the ability of FEBID to carry out deposition
in any geometry on surfaces, including at the bottom of prestructured mi-
crofluidic channels, and FEBID appears to be a strong candidate for the
realization of sub-micron Hall sensors for single microbead tracking.
This thesis pursued this concept by focusing on the steps involved in
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the realization of such a nanocomposite CoC Hall sensor. First, we focused
on the processes which arise on the single-molecular scale under electron-
irradiation with the investigation of fundamental dissociation pathways in-
duced by electrons. On the electron-beam scale, an exact understanding of
the FEB induced deposition process in a High Vacuum chamber, taking into
account the role of chamber background hydrocarbons, was developed. On
the material scale, the magnetic sensing properties of the deposited mate-
rial were investigated in-depth. Finally, on the application scale, single-bead
detection and tracking was demonstrated.
In the following, we summarize the main results obtained during this
study. Future research perspective are given in section 7.2.
7.1 Contributions of this thesis
FEBID is known to yield materials with varying purities. For FEBID of
Co2(CO)8, compositional variations between 20at.% and 97at.% are found
in the literature. For the first time, we demonstrate experimentally the
controlled tunability of the process between 30at.% and 70at.% using the
electron-beam pulse-time as the tuning parameter. These findings are ex-
plained in terms of co-deposition taking the chamber background hydrocar-
bons in the High Vacuum chamber into account, thus demonstrating their
importance in the FEBID process and invalidating the negligibility of this
parameter in the discussion of FEBID in HV chambers. A general, two-
adsorbate model describing the evolution of the surface adsorbate densities
of the species participating in the deposition is presented. An analytical so-
lution is derived for the case where surface-diffusion is implicit. Using this
analytical solution, general expressions for the tunability of a two-adsorbate
deposition process are given. It is found that for two species to open a broad
tunability window, the ratio of the product of the mean surface residence
times τ and electron-impact dissociation cross sections σ must be far from
unity. We show experimental evidence for this two-adsorbate model in a
system consisting of Co2(CO)8 and chamber background hydrocarbons. The
model allows for a quantitative description of the variation of the composition
of the deposited material. We believe this model to be of high importance
to the FEBID community, as it allows to controllably tune the composition
and hence the physical properties of composite nanosized elements obtained
by FEBID in the presence of two adsorbed species.
We have then studied the nanocomposite CoC material obtained by FEBID
of Co2(CO)8 with regards to its magnetic sensing properties. A Langevin fit
was applied to the measured Hall voltage signal. We demonstrate that this
7.2. FUTURE RESEARCH PERSPECTIVES 121
procedure allows to magnetically estimate the average nanocrystal size in
the CoC nanocomposite, providing a microcharacterisation method of the
material. We experimentally show the dependence of the saturation mag-
netic field of the material on the composition and explain the findings by
smaller nanoparticle sizes for nanocomposites with higher Co contents. A
linear dependency between the electrical resistivity and the Hall resistivity
at saturation is found, hence proving the importance of intergrain scattering
for the increase in field sensitivity in the CoC material. Empirically, we then
show how inverse trends on sensitivity and resistivity in the CoC material
lead to an optimum in terms of minimal field resolution at a composition of
about 65at.%. To the best of our knowledge, the proposed CoC nanocom-
posite Hall sensors are the most sensitive integrated microsensor in terms of
ultimate magnetic flux resolution.
Finally, we have demonstrated the ability of the CoC nanocomposite Hall
sensor to detect a single superparamagnetic Dynabead M-280. Due to the
possibility to obtain active areas in the order of hundreds of nanometers in
width using Focused Particle Beam Processing, the CoC Hall sensors have
excellent coupling to the highly localized magnetic field of a single super-
paramagnetic microbead. The CoC Hall sensor is not only suitable to con-
duct simple bead detection experiments, but allows to measure the mag-
netic susceptibility of a single microbead. A novel nanomanipulation setup
is presented which allows the in-situ measure of the magnetic field of a sin-
gle microbead in a SEM where a magnetic field source has been integrated.
This novel nanomanipulation setup is used to demonstrate bead tracking by
the CoC nanocomposite Hall sensor mimicking the enzymatic curl-up of a
biomolecule.
7.2 Future research perspectives
We believe several interesting two-adsorbate systems can be identified for fu-
ture study work, maybe also allowing to understand previous compositional
results in a new light. With the development of dual-GIS systems, two species
can be co-adsorbed on surfaces while controlling the respective molecular
fluxes. Using carefully chosen compounds, high tunability could be imple-
mented for Co/Pt, Co/Cu, Ni/Fe and other magnetically relevant materials.
We hope that the understanding of two-adsorbate deposition proposed in this
thesis will lead to applications in novel composite nanomaterials. Also, the
proposed co-deposition mechanism opens the door for materials exhibiting a
compositional gradient on the nanoscale for which applications remain to be
found.
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The next steps in the integration of CoC Hall sensors are straightforward.
The integration of on-chip magnetic modulation coils will reduce the induc-
tive signal currently limiting the experimental resolution of the setup. Having
demonstrated the feasibility of high-sensitivity, sub-micron CoC nanocom-
posite Hall sensors for single microbead tracking, we believe that with the
future break-through of parallel e-beams for high-throughput FEBID, the in-
tegration of CoC nanocomposite Hall sensors in high-density chemical arrays
using microbead tracking as transducer will hopefully become a beneficial
technique allowing ultra-low molecular detection for use in high-sensitivity





FEBID of Cobalt containing material has been shown to yield deposits with
a very broad range of compositions, from 10at.% up to over 95at.% [19,
37, 38, 62] (see figure A.1), with primary electron energies between 5keV
and 30keV and with beam currents varied between 20pA and 2µA. Thermal
decomposition by electron-beam induced heating was shown to yield deposits
of high purity (≥85at.%) [18]. In all cases, increase of the beam current
was shown to lead to higher purities in the deposits and this effect was
generally attributed to local heating by the electron-beam, leading to thermal
annealing of the CoC deposit [18, 19, 37, 62]. In this chapter, we show the
conditions under which thermal decomposition plays a role for deposition of
Co2(CO)8, comparing experimental results with Monte-Carlo simulations of
electron-beam induced heating.
A.1 Introduction
Co2(CO)8 is known to decompose at temperatures slightly above its melting
point of 51◦C [56]. However, the thermally deposited material incorporates
non-negligible amounts of carbon and oxygen (15-30at.% at 100◦C, [51]) due
to the incomplete decomposition of the precursor molecule [52]. Above 200◦C,
thermal decomposition of the precursor molecule is complete [51, 52]. Ther-
mal decomposition of Co2(CO)8 has also been shown to occur during FEBID,
when working with beam currents high enough to create non-negligible tem-
perature rise [18]. When depositing linear or planar cobalt-containing films,
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Figure A.1: Cobalt contents of FEBID deposits reported in literature. Sources:
[18, 37, 62].
such temperatures can be reached when depositing on substrates with low
thermal conduction, such as silicon nitride free-standing membranes, where
heat dissipation is only two-dimensional.
A.2 Experimental results
We show thermal decomposition of cobalt carbonyl in FEBID by scanning
a beam over a 150nm-thick silicon nitride membrane repeatedly. Due to
electron-beam heating and low thermal conduction, heat is built up in the
membrane, leading to a deposit being magnitudes larger than the beam di-
ameter (see figure A.3). Two different deposition regimes can indeed be
identified: incomplete decomposition in the outer, lower-temperature parts,
and complete decomposition in the inner, higher-temperature part.
A.3 Heat transfer model
Using Monte Carlo simulation of the energy density distribution per electron
[48], the energy loss per electron for different acceleration voltages can be
calculated (table 4). The energy loss is assumed to be transferred to thermal
energy and thus is used to calculate the heating power of the electron beam.




Figure A.2: Schema of deposition experiment.
Material κ ρ ∫ Φ 5keV ∫ Φ 25keV
SiNx (x=0.8-1.0) 3W/mK [162] 3.4g/cm3 3.4keV 0.6keV
Co 100W/mK 8.9g/cm3 3.7keV 2.3keV
Co0.73C0.18O0.09 20W/mK [18] 7.2g/cm3 [39] 3.7keV 1.7keV
Table A.1: Parameters used for the MC simulation of energy loss per electron
and FEM simulation of electron-beam heating. κ is the thermal conductivity and
ρ is the density. The energy loss per electron
∫
Φ is calculated through a 150nm
membrane of the corresponding material.




Figure A.3: SEM image of the FEB line deposit of Co2(CO)8 on a 150nm
Silicon nitride membrane. The beam (25kV, 250nA) was scanned repeatedly over
the line segment, leading to a local heating of the silicon-nitride membrane and
large-area thermal deposition. Isotherm simulation data is superposed. Dotted
lines show the limit of 50◦C under initial irradiation before any deposit appears.
Full lines show the limits of 50◦C and 200◦C heating in the presence of an 150nm
thick CoC deposit. (a) High-purity dissociation to polycrystalline cobalt (86at.%,
as measured by EDX) is observed in the region close to the heat source. (b)
incomplete dissociation (80at.%) on lower temperatures regions of the membrane.
(c) The part of the deposit irradiated by the electron-beam during deposition
appears darker and amorphous; Cobalt content of the irradiated part is measured
as 88at.% Co by EDX.
A.3. HEAT TRANSFER MODEL 127
We use a finite-element method (FEM) software to then calculate the heat




Φ(z) dz · I (A.1)
where t denotes the membrane thickness, Φ(z) is the ionization depth dis-
tribution projected on the incident electron beam axis and I is the incident
beam current. For the given primary electron energy (25keV), beam cur-
rent (250nA) and membrane thickness (150nm), the initial heating power
is estimated to 98µW. Assuming fast scanning of the beam (i.e. neglecting
transient effects), the heating of the membrane can be estimated by FEM
modelling. This initial heating is reported in figure A.3 as an overlay (dotted
line), showing the limit of 50◦C heating before decomposition of the precur-
sor molecule. Thus, thermal induced decomposition is taking place from the
very beginning of the dissociation. Upon growth of the deposit, the heating
term is increased, due both to the thickening of the membrane, and to the
nature of the cobalt-rich deposit, enhancing scattering of the electrons. The
upper limit can be estimated by the total power of the electron beam, sub-
tracting the power of the backscattered electrons leaving the system. This
upper limit is reported in figure A.3 as an overlay (full lines), showing the
limits of 50◦C and 200◦C heating.
When irradiating a line segment with an electron-beam, the segment un-






whereQ is the heat energy in Joule, κ is the thermal conductivity in Jm−1K−1,













Integration along t gives:
T (t) = T0 +∆T exp[−t/τ ] (A.5)
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where the time constant τ is defined as:
τ = CL/κA (A.6)
For the initial membrane (no deposit), assuming uniform heating of the
membrane at the irradiated spot (flat top beam, centre of membrane), ther-
mal conduction through a rectangular strip to the heat sink (lower estimate,
heat transfer actually faster), and taking as value for the heat capacity of
SiN 400Jkg−1K−1 [163], the relaxation time is about 30µs. This compares to
an actual refresh time of 150µs. Hence, the approach consisting in neglecting
transient thermal effects leads to an over-estimation of the actual electron-
beam induced heating. As the deposit grows, the assumption becomes worse,
as the cross-section area and the thermal conductivity increase.
A.4 Conclusion
Thermal decomposition upon electron-beam heating of a substrate yields
two distinct deposit structures. Monte-carlo simulations of ionization density
distributions are shown to be a suitable mean for the coarse estimation of






Understanding the fundamental electron-induced reactions leading to the
decomposition of the surface-adsorbed precursor molecules is the key to the
in-depth understanding of the FEBID processes. For this reason, a four
weeks research stay at the Institute of Applied and Physical Chemistry at
the University of Bremen was carried out in the framework of COST Action
CM0601. In the laboratory of Prof. Swiderek, a high-resolution electron
energy-loss spectroscopy (HREELS) apparatus was used to study the dis-
sociation under low-energy electrons of two model precursors in condensed
monolayers which is being used in FEBID. This chapter discusses the re-
sults found in the case of Tetrakistrifluorophosphine platinum (Pt(PF3)4),
a popular FEBID precursor for the deposition of high-conductivity electri-
cal contacts. The preliminary results for the Cobalt containing precursor
Cobalt-tri(carbonyl)-nitrosyl (Co(CO)3NO) are given in annex C
B.1 Introduction
Electron energy loss spectroscopy is a powerful and versatile spectroscopy
technology. Low-energy electrons are emitted from an electron source and
are filtered by a monochromator, which transmits only electrons defined by a
narrow distribution around a selected energy. This monochromatic electron
beam is then impinging on a surface, where it undergoes multiple interactions
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with the surface molecules. Elastic interactions give rise to a reflected elec-
tron beam with an energy distribution similar to the incident beam. Inelas-
tic interactions however induce energy losses which are highly characteristic
for the inelastic excitation channels of the surface molecules. The reflected
electrons are collected by a spectrum analyzer where their energy loss is
measured. This allows characterisation of the surface molecules regarding
chemical composition and the nature of covalent bonds.
In this chapter, we take advantage of this technique to investigate the
dissociation process of precursors relevant for FEBID at low electron energies,
comparable to the energy of secondary electrons or low energy back-scattered
electrons generated by high energy primary electrons in FEBID. Precursor
molecules are adsorbed on a clean surface and exposed to electrons with
defined energy. HREEL spectra are collected and dissociation energies are
identified.
B.2 Tetrakistrifluorophosphine platinum
Pt(PF3)4 (CAS 19529-53-4) is a pure trifluorophosphine complex [15] which
has been shown suitable for the electron-beam induced deposition of Pt [31,
164, 165], with reported deposit composition of up to 82 at.% Pt, 13 at.% P
and 4 at.% F (at 10kV, 41nA irradiation).The reported vapour pressure is
53 mbar at room temperature [166]. Pt(PF3)4 was chosen for this study be-
cause it is a widely used precursor in FEBID for the deposition of electrically
conducting electrodes [31, 164].
Pt(PF3)4 has a reported melting point of -15◦C and a boiling point of
86◦C (at atmospheric pressure). Thermal decomposition is reported to take
place at 90◦C. Under FEBID conditions, electron-induced fragmentation of
adsorbed PF3 ligands compete with the desorption of intact ligands, which
leads to non-negligible amounts of phosphorus being embedded in the de-
posit [15]. Increasing the substrate temperature thus leads to higher purity
deposits, as the desorption rate of the released ligands is increased [164]. The
desorption temperature of PF3 from Ag(111) surfaces is 125K, as measured
by temperature-programmed desorption (TPD) [167]. This compares to a re-
ported desorption temperature of 170K for the Pt(PF3)4 molecule adsorbed
on a Pt surface [168].
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Figure B.1: Schematic representation of the HREELS experiment carried out.
In a first step, molecules are adsorbed on a substrate and subjected to electron
irradiation. The HREEL spectra are recorded in a second step. Iterating between
irradiation and spectrum acquisition yields dose resolved spectra.
B.3 Experimental setup
The HREELS apparatus consists of two chamber: the main chamber and the
preparation chamber. Specimens are prepared in the preparation chamber
and moved into the main chamber to perform HREELS measurements. Both
chambers are separated by a mechanical valve, thus preventing contamination
in the main chamber during sample preparation. The experimental flow is
schematically represented in figure B.1.
A critical parameter for the resolution of HREELS is the chamber pres-
sure. Using a combination of turbo-molecular and ionic getter pumps, UHV
regime is established, translating into 10−11 to 10−9 mbar in the main cham-
ber. During sample preparation, the pressure in the preparation chamber
never exceeds 5 × 10−8 mbar.
The sample consists in a Pt foil mounted on a mobile cryostat. The
cryostat can be heated in a temperature range of 15K to 300K using a resistive
heating setup. Precursor molecules are leaked into the chamber using a needle
valve and get adsorbed on the Pt foil. The amount of adsorbed molecules
is estimated by the pressure drop in the reservoir tubing upon opening of
the needle valve. An electron flood gun delivering several microamperes of
electron in the energy range of 5-500 eV is also mounted in the preparation
chamber. A picoamperemeter connected to the substrate is used to monitor
the impinging electron current, in order to perform controlled irradiation of
the sample. The dose delivered to the sample during the irradiation step is
in the order of µA/cm2.
In the main chamber, a monochromatic electron source delivers an elec-
tron current (≈100-200pA/cm2) with defined energy (5eV) onto the sub-
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strate. The electron source is a W-filament. The monochromatic distribution
is obtained by the serial arrangement of two monochromator units, where the
electron beam is deflected by multiple electrostatic fields onto a curved tra-
jectory inside a rounded tube. The exit slit is only reached by electrons
having the appropriate energy. Electrostatic lenses allow for focusing and
narrowing of the beam.
Opposite the monochromatic electron source, an analyzer collects the
electrons reflected from the surface. Again, a curved electrostatic field is
used to tune the transmission of the electrons with regard to their energy.
At the end of the analyzer, a channeltron is used to amplify the electron
signal.
The angle between the electron source and the normal to the substrate
can be varied mechanically, whereas the angle between the spectrum analyzer
and the substrate normal is fixed at 60◦C. Specular condition is obtained
when the angle of the impinging probing electrons is equal to the angle of
the spectrum analyzer, whereas all other positions are off-specular. This is
relevant, as some electron-molecule interactions lead to a specific exit angle
of the electrons involved, whereas other lead to diffuse electron reflection.
Spectra were acquired in sets of 600 channels in the range of 5.05 to
4.45eV. Each channel is the absolute electron count integrated at 1Hz. Each
individual set of measurement is obtained by three subsequent scans, which
leads to acquisition times of 30 minutes per set. Data shown in the results
section are obtained by averaging two subsequent data sets, which have been
corrected for drifts in the position of the elastic peak previously. The reso-
lution of the elastic peaks was typically 11meV full width at half maximum
(FWHM) and was in all cases below 13meV FWHM during all experiments.
It is important to note that the absolute intensities of the spectra carry
little information, as they are readily influenced by temperature changes or
especially by charging phenomena, so that only relative intensities of peaks
can be used to infer changes in the composition of the adsorbed layers. Fur-
thermore, we monitored shifts in peak energies, which hint at the appearance
of new species.
B.4 HREEL spectra of unirradiated adsor-
bates
B.4.1 Identification of fundamental modes
The HREEL spectrum of Pt(PF3)4 is shown in figure B.2. Identification
of the fundamental peaks is performed by comparison with IR spectroscopy
B.4. HREEL SPECTRA OF UNIRRADIATED ADSORBATES 133




































Figure B.2: Fundamental modes of Pt(PF3)4 and overtones. The fundamental
modes are νs(PtP): Pt-P stretching at 26meV; δas(PF): asymmetric PF bend-
ing (48meV); δs(PF): symmetric PF bending (64meV); νs(PF): symmetric PF
stretching (114meV).
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results found in literature [169, 170]. Higher-order peaks are obtained when
electrons undergo multiple scattering events and are thus located at sums of
fundamental peaks. The strongest peak are the response of the PF3 ligand,
which exhibit high signal-to-noise ratio. This points at a relatively high cross-
section of inelastic interaction of electrons with these ligands. The feature
used to identify the presence of Pt(PF3)4 is the Pt-P stretching peak located
at 26meV.
B.4.2 Assessment of substrate coverage
Energy loss spectra were acquired for different coverages and are shown in
figure B.3a. The fundamental modes for the Pt-P and P-F bonds are visible
for all adsorbed layers. However, for layers adsorbed with 0.5µbar or higher
differential precursor pressure, higher harmonic peaks (above 114meV) ap-
pear. Higher energy loss peaks due to multiple scattering exhibit an increased
intensity with respect to the fundamental peaks when the surface coverage in-
creases, as multiple scattering events become more probable to occur. Using
this interpretation, we estimate that full monolayer coverage is established
when between 0.2µbar and 0.5µbar of the precursor is leaked into the prepa-
ration chamber.
B.4.3 Confirmation of excess PF3 removal
At room temperature, Pt(PF3)4 partially releases PF3 ligands which have
to be removed by freeze-pump-thaw cycles to remove high vapor pressure
PF3 [164]. Freeze-pump-thaw cycles were carried out prior to the vacuum
destillation of the precursor into the final glass tube. The Pt(PF3)4 precursor
was always maintained at a temperature of around 0◦C by ice-cooling during
experiments.
To rule out the presence of high amounts of free PF3 in the adsorbed
film at 15K, we performed several HREELS measurements at different tem-
peratures (see figure B.3b). Upon crossing the desorption temperature of
PF3 (125K), the ratio between the peak intensities corresponding to the P-F
stretching and Pt-P stretching decreases slightly from a ratio 12:1 up to 100K
to a ratio 9:1 for 140K and more, pointing to at possible desorption of a small
amount of co-adsorbed PF3. For temperatures close to the desorption tem-
perature of the Pt(PF3)4 molecule (170K) or above, the peaks corresponding
to multiple inelastic interactions disappear, which points at the desorption
of the multilayer. At 200K, only the signal corresponding to a single layer of
Pt(PF3)4 is recorded, as the monolayer is known to have stronger binding to
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Figure B.3: a) HREEL spectra of Pt(PF3)4 at different coverages. b) HREEL
spectra of Pt(PF3)4 multilayer acquired at different temperatures. Note that only
the relative intensity of the peaks in a spectrum conveys useful information on
composition.
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the substrate (often comparable to chemisorbed species in binding energy)
than the next layers in the multilayer.
B.5 Pt(PF3)4 dissociation under electron ir-
radiation
We investigate the dissociation of Pt(PF3)4 under electron irradiation at
varying energies (15eV, 30eV, 100eV, 200eV, 500eV) and varying doses. Doses
are calculated by monitoring the substrate current during exposition and
measuring the exposure time. Knowing the dimensions of the illuminated
area (about 1cm2), areal doses and current densities can be deduced.
When irradiating adsorbed Pt(PF3)4 at 15K, PF3 ligands dissociated from
the precursor molecule will remain adsorbed on the surface due to the low
temperature and might be dissociated upon further irradiation. To distin-
guish this parallel dissociation channel, irradiation experiments were carried
out at temperatures of 140K, i.e. above the reported desorption tempera-
ture of PF3. Results for 15eV irradiation at 140K are shown in figure B.4a.
Pt(PF3)4 was adsorbed at 15K and the substrate heated to 140K. In this
heating step, co-adsorbed free PF3 is desorbed. The substrate temperature
is maintained constant at 140K and the film is exposed to varying doses of
15eV electrons. It is found that the HREEL spectra do no exhibit significant
change upon electron exposure with energies of 15eV or 30eV in the doses
investigated (i.e. ≤15mC).
The dissociation cross section is bigger at 500eV irradiation of Pt(PF3)4,
as can be seen in figure B.4b. Upon irradiation with the lowest measured dose
(1200µC), the Pt-P peak at 26meV vanishes strongly. The peaks attributed
to PF3 are broadened and shifted to lower energies (symmetric stretching
peak at 114meV) for the highest investigated dose (4800µC).
PF3 is known to undergo dissociation of P-F bonds under electron irra-
diation as reported for PF3 adsorbed on Ru(0001) [171] and in the gas phase
[172]. In [173], decomposition of PF3 adsorbed on Ru(0001) under 500eV ex-
posure is reported. The authors describe a step-wise dissociation of PF3 to
PF2 to PF induced by energetic electrons. In [174], the characteristic energy
bands of PF3 and derived species are calculated and assessed experimentally
using PF3 trapped in solid neon. The authors report a lowered symmetric PF
stretching peak νs for PF2 (105meV) compared to PF3 (110meV). The shift
to lower energy losses in our measurements is hence attributed to showing
dissociation of the ligands PF3 to PF2. This proves that indeed desorption
of PF3 competes with electron-induced decomposition of this ligand under
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Figure B.4: a) HREEL spectra of Pt(PF3)4 irradiated with varying doses of
15eV electrons at a substrate temperature of 140K, i.e. above the temperature of
PF3 desorption (125K). b) HREEL spectra of Pt(PF3)4 irradiated with varying
doses of 500eV electrons at a substrate temperature of 140K.
138 APPENDIX B. HREELS STUDY



















































Figure B.5: Irradiation of Pt(PF3)4 with a) 100eV and b) 200eV electrons
at 140K showing a shift of the symmetric P-F stretching peak νs at 114meV to
lower energy losses.
electron irradiation at 500eV. The deposited material must be composed par-
tially by some fragments from dissociated PF3 ligands. The same behavior
was monitored upon irradiation with 100eV and 200eV (see figure B.5) elec-
trons. The intensity of the energy shift however decreases with decreasing
electron energy.
B.6 Conclusions
A HREELS study of the low-energy irradiation of Pt(PF3)4 has been con-
ducted. Under higher energy irradiation (100eV upwards), we monitored a
shift in peak energy of the PF bond signal to lower energy losses. We tenta-
tively attributed this to the partial creation of PF2 species due do dissociative
irradiation. The energy shift increases with increasing irradiation electron
energy, which points to an increase in intra-ligand bond dissociation cross-
section with electron energy. Putting these findings together, we expect that
lower energy irradiation yield Pt deposits of higher purity.
The experimental limitations we encountered regarding the measurements
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of Pt(PF3)4 were surface charging upon electron irradiation and of course,
the vicinity between the Pt-P peak and the elastic peak (∆E=26meV). Both
effects would make it difficult to identify the intensity of the PtP peak after
electron irradiation.
Complementary work is in progress at the laboratory at the Surface
Chemistry and Interfacial Phenomena Laboratory of Prof. Fairbrother, aim-
ing at the investigation of the dissociation pathways using X-ray photoelec-
tron spectroscopy (XPS).
140 APPENDIX B. HREELS STUDY
Appendix C





In this annex, we present the preliminary HREELS measurements realized on
the Cobalt containing precursor Cobalt-tri(carbonyl)-nitrosyl (Co(CO)3NO).
The HREELS spectrum of the adsorbed compound is presented. Major peaks
are identified. Preliminary results under irradiation are shown.
C.1 Cobalt-tri(carbonyl)-nitrosyl Co(CO)3NO
Co(CO)3NO (CAS 14096-82-3) is a dark-red liquid with a reported boiling
point of 50◦C and a vapour pressure of 107 mbar at room temperature [175].
It decomposes thermally to pure cobalt at 350◦C [176]. It has been shown
suitable for the electron-beam induced deposition of Co in [37], where it
was decomposed thermally by e-beam heating. The composition of e-beam
heating induced deposits show a composition of about 45 at.% Co with the
balance being O and N in equal proportions 1.
Co(CO)3NO was preferred to Co2(CO)8 for this HREELS study because
reported spontaneous, auto-catalytic decomposition of the latter triggered
1as measured by EDX, deposition carried out with beam currents of 1nA to 200nA at
25keV
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Figure C.1: a) Tentative identification of the fundamental modes of
Co(CO)3NO: symmetric C-O bending (59meV); Co-N stretching (73meV); N-O
stretching (221meV); symmetric C-O stretching (262meV). b) HREEL spectra
of Co(CO)3NO at different coverages.
fear of contamination in the chamber and detection optics of the highly sen-
sitive apparatus.
C.2 HREEL spectra of unirradiated adsor-
bates
The fundamental modes of Co(CO)3NO are reported in figure C.1a. The
presence of lighter elements in the ligands reduces the interaction with im-
pinging electrons, which leads to lower signal-to-noise ratio when compared
with the spectrum in figure B.2 for Pt(PF3)4. The prominent peaks at
260meV, 220meV and 60-75meV are tentatively identified using comparison
with peaks reported for Co(CO)3NO in the gas phase [177] and adsorbed on
Na:Zeolith Y [178].
HREEL spectra for different coverages of Co(CO)3NO are shown in figure
C.1b. At the lowest measured coverage, corresponding to a precursor flux
characterized by a pressure drop of 0.3µbar at the precursor reservoir tub-
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Figure C.2: a) Evolution of HREEL spectra of Co(CO)3NO adsorbed on Pt
under increasing 15eV electron irradiation. The arrows indicate the positions of
the monitored N-O (full arrow) and Co-N (dotted arrow) peak. b) Evolution of
HREEL spectra of Co(CO)3NO adsorbed on Pt before and after 500eV electron
irradiation, dose=600µC. Data is smoothed with a 3-pixel floating average filter.
The arrow indicate the position of the monitored N-O (full arrow) peak. The
200-300meV range of the exposed spectrum is shown also with an integration
time of 36s per meV (main figure: 6s per meV).
ing, the peaks corresponding to C-O stretching and bending are discernable.
Upon admission of 1µbar of the precursor, the main fundamental peaks are
identifiable. Adsorption of 3µbar of the precursor does not induce a change
in the recorded spectrum as compared to a dose of 1µbar, which indicates
that the average layer thickness is larger than the penetration depth of the
impinging monochromatic electrons used for recording the spectrum. Using
this interpretation, monolayer coverage is obtained at a flux between 0.3µbar
and 1µbar.
144 APPENDIX C. PRELIMINARY HREELS STUDY ON CO(CO)3NO)
C.3 Co(CO)3NO dissociation under electron
irradiation
Co(CO)3NO was adsorbed on a clean Pt surface and exposed to increasing
doses of electron with 15eV energies (see figure C.2a). Evolution of dissocia-
tion processes is discussed in terms of relative intensities of the 262meV peak
corresponding to the symmetric C-O stretch, the 221meV peak correspond-
ing to the symmetric N-O stretch and the 73meV peak corresponding to the
Co-N stretch. Due to the low interaction with the monochromatic electrons
used for measurement, the signal-to-noise ratio is below good statistics, even
though longer acquisition times were used (up to 90 minutes per spectrum).
However, first insights in the dissociation of Co(CO)3NO could be obtained.
Upon increase of the total dose, the relative intensity of the peak cor-
responding to the N-O vibration is found to diminish (figure C.2a, full ar-
row). In parallel, a decrease of the Co-N peak can be observed (figure C.2a,
dotted arrow). However, multiple other excitation modes are found in this
low-energy region, so that the decrease is in no way charasteristic. Similar
results are found for irradiation by 500eV electrons (see figure C.2b). The
absence of a discernable NO peak is confirmed by the close-up on the 200meV
to 300meV shown as inset in figure C.2b, where the signal integration time
was set to 36s per meV (from 6s per meV standard value). The decrease and
disappearance of the NO peak tend to point at a dissociation mechanism
where the NO ligands would first be released by the precursor molecule at
these irradiation energies.
These results are quite surprising. NO ligands are bound more strongly
to the metallic entities than CO ligands [179]. As a consequence, the elec-
tron irradiation of cationic Co(CO)3NO+ in the gas phase was found to
privilege CO ligand liberation [180]. Furthermore, the monitored NO ligand
dissociation from the precursor molecule does not account for the high N
concentrations found in deposits carried out under FEBID conditions.
In conclusion, we tentatively performed initial HREELS measurements
of electron-induced dissociation of Co(CO)3NO with energies of 15eV and
500eV. Due to low signal-to-noise ratios, definite conclusions are hard to
draw. We monitored a decrease in NO signal upon irradiation at both en-
ergies, which would possibly point at a preferential NO ligand removal. A
more in-depth study would be needed to validate this observation, including
a preliminary Temperature Programmed Desorption (TPD) study to identify
the desorption temperature of the ligands from the substrate,
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C.4 Conclusions
Preliminary measurements were undertaken on the electron-induced dissocia-
tion of surface-adsorbed Co(CO)3NO precursor molecules. It was expected to
see a rapid decrease in CO signal under electron irradiation, as these ligands
are believed to be bound more weakly than the NO ligand. However, the NO
peak rapidly vanishes under electron irradiation, which seems to point to a
liberation of the NO ligand under irradiation with the energies investigated
(15eV and 500eV). Here, it would be interesting whether this holds true for
other irradiation energies, as for deposition carried out under FEBID con-
ditions (i.e. with electrons in the whole energy range up to 25keV), high N
concentrations are found in the deposits.
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AFM Atomic foce microscope
AMR Anisotropic magnetoresistance
BNC Bayonet Neill-Concelman connector
BSE Backscattered electron
CMOS Complementary metal oxide semiconductor
CNT Carbon nanotubes
COST European cooperation in science and technology
CVD Chemical vapor deposition
DNA Deoxyribonucleic acid
EBL Electron beam lithography
EDX Energy-dispersive X-ray spectroscopy
EHE Extraordinary Hall effect
ESD Electrostatic discharge
FEB Focused electron beam
FEBID Focused electron beam induced deposition
FEG Field emission gun
FEM Finite element method
FIB Focused ion beam
FIBID Focused ion beam induced deposition
FSE Forward scattered electron
FWHM Full width at half maximum
GHE Giant Hall effect
GIS Gas injection system
GMR Giant magnetoresistance
HREELS High resolution electron energy loss spectroscopy
HV High vacuum
IBICVD Ion beam induced chemical vapor deposition
LCC Leadless chip carrier





MTJ Magnetic tunnel junction
OHE Ordinary Hall effect
PCB Printed circuit board
PE Primary electron
PHE Planar Hall effect
PMMA Poly(methyl methacrylate)
PVD Physical vapor deposition
RGA Residual gas analyzer
SE Secondary electron
SEM Scanning electron microscope
STEM Scanning transmission electron microscope
TEM Transmission electron microscope
TMR Tunnel magnetoresistance
TPD Temperature programmed desorption
UHV Ultrahigh vacuum
VSM Vibrating sample magnetometer
XPS X-ray photoelectron spectroscopy
Constants
e Elementary charge: e = 1.602 × 10−19 C
h Planck constant: h = 6.626 × 10−34 J s
kB Boltzmann constant: kB = 1.381 × 10−23 J K−1
µ0 magnetic permeability of vacuum: µ0=4pi×10−7 V s A−1 m−1
µB Bohr magneton: µB=9.274 × 10−24 J T−1
φ0 Flux quantum φ0 = 2.07 × 10−15 T m2
NA Avogadro constant: NA = 6.022 × 1023 mol−1
R Ideal gas constant: R = 8.314 J mol−1 K−1
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